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Dear Ms. Salas:
IEEE 802, the IEEE
 LAN/MAN Standards Committee (“the Committee”) is writing in regard to ET Docket No. 99-231: Amendment of Part 15 of the Commission’s Rules for Spread Spectrum Devices. On August 19, 1999, the Committee submitted an ex parte letter in this proceeding expressing opposition to the proposed rule changes which would allow wider channels for Frequency Hopping Spread spectrum (FHSS) systems as described in the Notice of Proposed Rule Making (the “Notice”) in this proceeding.  Since that time, the membership has continued to analyze the proposed rule changes.  

This letter provides further information in support of our opposition to the rules changes for FHSS systems. The Committee’s new direct sequence standard
 is cited as proof that innovative high rate systems do not require a rule change and we provide information in support of the Home Wireless Networks HWN
 claim that wide bandwidth FHSS systems will not support high data rates at low cost. Further two papers are supplied which support our earlier submission and show that, a) the proposed reduction in transmit power is inadequate to compensate for the increased interference, and b) that increased hopping rates will increase interference to other users.

Introduction

Two working groups of the Committee, 802.11 on Wireless Local Area Networks (“WG WLAN”) and 802.15 on Wireless Personal Area Networks (“WG WPAN”) held an Interim Meeting in San Rosa, CA, 13 – 17 September 1999, and, based on additional material submitted, 
 respectfully submit these additional comments in this proceeding.  

The vote of the WG WLAN to submit this letter to the FCC was 18 Yes, 0 No and 0 Abstain. WG WPAN unanimously passed a motion to support WLAN. At the Letter Ballot among the full WG WLAN the decision was approved by 68 Yes, 3 No, 3 Abstain votes. The Committee’s Executive Committee voted to submit this document by a vote of 11 Yes, 1 No and 2 Abstain. 

Regarding the issue of Rule changes to increase the channel width of the FHSS radio channel, the Committee has already commented on a number of points in the correspondence of August 19, 1999.  These comments are summarized below:

a.  The use of heavily overlapped channels for Wide Band Frequency Hopping (WBFH) systems will result in significantly increased interference among systems employing this method of channel selection. 

b.  Increasing hop rate for WBFH systems will not reduce the interference threat to other users of the band.  In fact, this measure will actually increase interference with other users.  We note that there is no regulatory prohibition against the use of systems, which have higher hopping frequencies, but we are of the opinion that the Commission should not make higher hop rates mandatory.   

c.  In addition, we find that the proposed reductions in transmitted RF power for WBFH systems are not adequate to ensure that existing systems do not suffer increased interference.

d.  We further note that the resulting increase in interference described above will hinder market acceptance of high-speed wireless networking products that operate in the 2.45 GHz ISM band.

No change of rules is required to make innovative high rate designs

The Committee has shown with the development of one its newest standard
 that higher data rates (11 Mbit/s) can be achieved using the current rules for Direct Sequence Spread Spectrum (DSSS) without requiring a change in the Commission’s Rules.  More importantly, these data rates were achieved with no change in the Power Spectral Density (PSD) of the DSSS waveform.  Therefore, there is little or no impact in terms of increased interference with other users of the band.

High band width FH systems will not increase data rates at low cost

Support for HWN’s argument

In the Notice, the Commission asks for comments on Home Wireless Network's (HWN) assumption that wide band frequency hopping systems will be unable to consistently achieve substantially greater data rates than 1 MHz systems.  The Committee supports HWN’s view in this matter.  The adverse effects of multipath on WBFH system throughput are described in detail in the following paragraphs.

Currently deployed frequency hopping systems complying with Part 15 employ 2 or 4 level FSK modulation (1 or 2 Mbit/s) and have a 20 dB bandwidth of 1 MHz. The benefits of these systems are that they can be manufactured at relatively low cost because they have non-linear signal processing components, while they maintain a reasonable performance in a multipath environment. 

The narrow band FH systems (“NBFH”) work satisfactorily in environments where the delay spread is in the range of 100-200 ns.  The current NBFH systems work because of the frequency diversity capabilities inherent to hopping. Narrow band frequency hoppers experience delay spreads of 100 to 200 ns as flat fades. If, because of a fade, no transmission is possible at the particular frequency, the chance of being in a fade again at the next hop (next 1 MHz frequency channel) is small. By widening the bandwidth of the frequency hopper to 3 or 5 MHz, the hopper has to deal with in-band multipath distortion instead of flat frequency fading. At the next hop (frequency) the chance that no transmission is possible because of multipath remains high. 

There is a linear relationship between the intersymbol interference caused by multipath and the symbol length.  Widening the bandwidth by a factor x of a transmission system (without changing the modulation method) makes the system x times more susceptible to multipath. For a 5 MHz wide frequency hopping system employing 2 or 4 level FSK this means that the system can only tolerate delay spreads of up to 20-40 ns. However, studies indicate that a significant portion (40%) of homes
 have delay spreads of 70 ns or worse. Multipath conditions are typically worse in office and industrial environments.  Further, in low cost implementations, this amount of in-band distortion can be introduced by the transmit and receive filters, thus reducing tolerance to multipath to almost zero. Such systems would not be viable from a user point of view.

From the above reasoning we conclude that a 5 MHz wide frequency hopper employing 4 level FSK without equalization will not work in a normal environment. To reliably transfer data, the frequency hopper has to fall back to a narrower bandwidth with a lower data rate.  Of course, a wide band FH system can be designed to be more robust against delay spread. If the same modulation method is maintained, then a form of equalization is necessary. Apart from significantly more (signal) processing, which increases component cost, equalization also requires linear processing in both transmitter and receiver increasing the cost of (linear) components.

Other modulation methods do not yield the stated cost benefit

Other modulation methods that are more robust against multipath can be employed in wide band FH systems. These methods however also require linear components and a significant amount of signal processing.   

To bring the delay spread robustness for a wide band frequency hopper to the level required for normal operation, the required components (linear power amplifiers, linear receive functions (AGC), DSP components) bring the cost to the level of currently employed direct sequence systems or higher. Direct sequence systems are running at 11 Mbit/s and with adequate robustness against delay spread effects. 

Based on the arguments above, it can be concluded that the Home RF Working Group claim that future wide-band FH services can be implemented at lower cost and with greater multipath robustness than can current DS systems operating at comparable speeds does not hold and is misleading. 

Proposed reduction in transmit power is not adequate to keep the interference level the same as of current regulation 

The document “Interference Potential of Wide-Band Frequency Hopping Systems on Packet Data Systems”, attached in Annex 1, analyzes the effect of the wider bandwidth on interference probability, including a generalized analysis of the effect of the power level of the WBFH systems.  This document concludes that the power level reduction of proposed wide-band FH systems needs to be substantially more than the 5 to 7 dB reduction suggested in the Notice. 

Increased hopping rates will increase interference to other users
The document “Effects of WBFH Power Reductions and Hop Rate”, attached in Annex 2,  presents analysis results showing that increasing hop rate increases the collision rate with both DSSS and conventional narrowband FHSS systems.  The effects of proposed power reductions are also described in detail with the same conclusion as above.

Summary

In summary, the Committee opposes the changes to the operating rules for FHSS systems as described in the Commission’s Notice of Proposed Rule Making in this proceeding.  The Committee has shown that the current rules provide sufficient ways for innovation
 and has provided information supporting the HWN
 that wide band FHSS systems do not provide higher rates at low cost. The Committee also provides analysis supporting its earlier claims that, a) the proposed reduction in transmit power is inadequate to compensate for the increased interference, and that b) increased hopping rates will increase interference potential. 

The Committee plans to continue development of advanced Radio LAN standards for the 2.45 GHz band and welcomes participation from all industry experts to develop guidelines that optimizes the use of the band by all devices.
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Annex 1

Interference Potential of Wide-Band Frequency Hopping Systems on Packet Data Systems

Date:
September 13, 1999

Author:
Donald C.Johnson

WLAN Consulting, Inc. 

Phone: 937 434-8389

Fax: 937 434-3287

e-Mail: JohnsDB@aol.com

1.0 Abstract

The effect of modifying the 47 CFR Part 15.247 frequency hopping spread spectrum rules to permit a wider bandwidth is investigated relative to the interference potential on packet data transmission systems that conform to the current rules. The rules modification would permit Wide-band Frequency Hopping (WBFH) systems with bandwidths of 3 MHz and 5 MHz in addition to systems operating under the current rules that limit the bandwidth to 1 MHz.

The probability of a WBFH transmission mutilating a wireless data packet is investigated in terms of the WBFH and victim power levels, the WBFH bandwidth, the duration of the victim packet interval and WBFH hop interval and potential victim receiver parameters. A WBFH system operating in accordance with the proposed revised rules and a potential victim wireless packet data system conforming to the current rules are considered to operate in the same area. The configuration analyzed consists of a victim packet data system operating in a centralized mode and an interfering WBFH system with transmitters evenly distributed within and around the victim system communication cell. The proportion of WBFH transmitters that create packet errors in the victim receiver is analyzed. 

It is shown that increasing the frequency-hopping rate increases the probability of interference to packet data systems. The wider bandwidth would, of itself, increase the interference probability, but it would also permit a higher hoping rate. The proposed rules modification would place a lower limit on the hopping rate, but would not impose an upper limit. The potentially higher hopping rate would further increase the interference probability.  

It is shown that increasing the bandwidth of frequency hopping systems to 3 or 5 MHz greatly increases the interference to 1 MHz bandwidth frequency hopping packet data systems. The increase would require the WBFH system to use a power level as much as 20 dB below the 1 MHz system to offset the effect of the wider bandwidth alone. The potential increase in frequency hopping rate also produces a like factor. 

The effect on direct sequence packet data systems is less, but is nevertheless significant. It is shown that the change would cause a 13 to 15 dB effect on a packet data system such as one conforming to IEEE p802.11. That is, the WBFH power level would have to be decreased by 13 to 16 dB to have the same interference effect on this system as does a 1 MHz bandwidth frequency hopping system.

2.0 Packet Overlap Dependence on Bandwidth and Hop Time 

The relative overlap probability will be investigated independently of the relative power level of the interfering and victim systems. That is, it will be assumed that there are a fixed number of WBFH transmitters near enough to the packet receiver to interfere and that this number does not vary with bandwidth. This will later be expanded to investigate the effect of the relative power levels of the two systems, including the bandwidth effects on the interference power level. 

Define the following parameters:

Bi = 
Bandwidth of the interfered signal.

Bh = 
Bandwidth of the wide-band frequency hopping (WBFH) system (1, 3 or 5 MHz)

Bih = 
The interference bandwidth, the difference frequency range over which the WBFH signal interferes with the victim receiver. Bih >= Bi + Bh 

Bt = 
Total bandwidth of the WBFH system (75 to 85 MHz.)

Ht =
WBFH hop time

Pt =
Packet transmission time. 

Refer to figure 2-1 and consider a single active wide-band WBFH transmitter within range of a LAN packet receiver. If one or more on-frequency hops start in the interval Ht + Pt, then overlap occurs. 

Probability hop is on the packet frequency = 
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Mean time between start of on-frequency hops = 
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Figure 2-1. Illustration of WBFH Overlap with LAN Packet. 

The mean number of hops that start in the interval Ht + Pt equals the duration of this interval divided by the mean duration between hops. Let this mean number be m1, then
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If there is one active WBFH system in range of the packet LAN receiver, then m1 is the probability of overlap. If there are more than one active WBFH system in range, then the overlap probability can be modelled as a binomial probability function with m1 equal to the probability of “success” on each try (one try per frequency hop system). With N such systems in range, the overall probability of overlap is 

Pr(overlap) = 
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The process can be modelled as a Poisson process if the mean number of overlaps is very low relative to the possible number. With N active WBFH transmitters, the maximum number of hop signals that can start within the overlap interval is 
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 where Int(x) means the largest integer less than or equal to x. The mean number is m1N, thus, if 
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 the Poisson process should be a good approximation.

In the more general case there is a larger population of WBFH transmitters, each with a relatively low probability of being active. Thus, the mean number of overlaps is very low compared to the possible number and the Poisson process applies. 

If there are M frequency hopping transmitters in range and the mean probability that a transmitter is active is p, then N is a random variable with mean Mp and the Poisson distribution is appropriate.

Let ( be the mean number of on-frequency hops starting in the overlap interval. In the former case (1 = Nm1 and in the second case (2 = Mpm1. thus, in the more general case
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Using the Poisson approximation, the probability of at least one overlap is

Pr(overlap) ( 
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Since
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Normally the packet error rate must be less than 0.1 for a good quality packet LAN.

The information throughput demand tends to track the capability, thus the factor Mp will be relatively independent of the frequency hopping bandwidth.

Two facts are obvious from the expression for (. 

First, the overlap probability, and thus interference probability is increased with short hop times. The first bracketed expression approaches the value Pt/Ht as the hop time approaches zero. This would imply that a minimum hop time would be a better requirement than would be a maximum hop time. Otherwise, a contest is likely to develop to optimize interference robustness by shortening the packet times. Wireless packet data systems are inefficient with very short packet times, thus a contest to match packet times to hop times would lead to inefficiency.

Second, increasing the frequency hopping bandwidth increases the interference potential. This is particularly severe when the victim bandwidth is low, as is the case for packet data frequency hopping systems conforming to the present bandwidth rules (such as those operating in accordance with the IEEE pp802.11 standard). The current rules require a 1 MHz maximum 20 dB bandwidth. Two frequency hopping systems complying with these rules have an interference bandwidth of less than 2 MHz even if the frequencies do not match. Widening the frequency hopping bandwidth to 5 MHz would increase the number of interferers by a factor of at least 3.

Some examples of the overall effect are presented in section 5.

3.0 The Effect of the Interference Power Level

The number of transmitters in interference range of a victim packet transmission system operating in a common area depends upon the power level difference between the potential interferer and the potential victim. Lowering the WBFH power level is proposed as a means of equalizing the increased interference effect of a wider frequency hopping bandwidth. The relative power level effect on interference will be investigated here.

A transmitter will interfere with another system receiver if it is within the range in which the interference power it produces in the receiver exceeds the required carrier to interference power margin. This interference level depends in turn on the power level and transmission distance of the potentially interfered system. If the deployment area of the interferer and victim system is smaller than the median interference area, then the majority of the transmissions will create interference. A reduced power level only helps to the extent that the reduced level reduces the interference area relative to the deployment area. 

The dependence of the interference range on power level will be established.

Define the following additional parameters:

p1 = 
the transmit power of system 1 (the interferer system)

p21 = 
the transmit power of system 1 within the bandwidth of system 2 (the victim system)

p2 = 
the transmit power of system 2 

(i =
the required signal power to interference power ratio of system 2

c =
the system 2 transmission range (the communication range)

ri =
the system 1 transmission range (the interference range)

a22 =
the transmit to receive power ratio at distance c (the system 2 range)

a21 =
the transmit to receive power ratio at distance ri (the system 2 to system 1 range)

( =
the attenuation exponent.

( = 
the proportion of interferer power within the bandwidth of the victim receiver.
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In the following, upper case letters will represent decibel quantities and lower case letters will represent ratios. That is,

(i =
10Log(i ,

Ax =
10Logax and

Px =
10Logpx.
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Figure 3-1. Illustration of the Interference Range Compared to the Communication Range

The dotted circle in figure 3-1 represents the interference range of a transmitter of power level P1 to a receiver centered in a LAN cell when the transmission distance is c. The ratio of the interference range ri to the communication range c will be examined.

The necessary condition for creating interference is
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The attenuation exponent is commonly modelled as having a value of 2 up to a range of 5 to 10 meters and a larger value ( beyond this range. In this model, with the ( = 2 range at 10 meters, the attenuation in dB can be expressed as


[image: image14.wmf](

)

v

f

A

Logr

A

r

A

+

+

-

=

a

a

10

10

,
(3-1)

in which Af is the attenuation at 10 meters and Av is an approximately normally distributed random component with mean zero.

The condition for avoiding interference can be expressed in decibel quantities and reduced to
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On further reduction
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(3-3)

The first exponential is the median interference range to communication range ratio and the last factor (including the variable attenuation) is a random multiplier.

As an example, assume ( = 3 and (i = 13 dB and equal power levels in each system. The median interference range is then 2.7 times the communication range. The mean transmission distance to the center of a centralized LAN cell is 0.75 times the cell radius. Thus, the median interference distance is approximately 2.7x0.75 = 2.0 times the cell radius and the median interference area is approximately 4 times the communication coverage area. 

The effect of power level can better be illustrated by computing the proportion of WBFH devices in a typical deployment area that create interference to a victim transmitter-receiver combination. The victim system might be a wireless LAN system, but it may also be another type of packet based digital communication system.

Consider the region outlined in figure 3-2. Here potential victim devices and potentially interfering WBFH devices are evenly distributed over the area of radius rt. The victim devices operate in a centralized mode in which all transmissions involve a centralized access point (a in the diagram) and a mobile device (m in the diagram). The inner concentric circle of radius 1 is the boundary of the victim system cell, that is, the victim devices within this circle communicate through the access point shown. A rectangular deployment area is more typical, but a circular deployment area and cell shape lends itself to a convenient evaluation and will serve to show the power level effect. 

Building or office area size normally establishes the deployment area dimensions. Usually, a single cell will be sufficient to cover an area; a power level of 50 mW is sufficient to reliably cover a communication radius of up to 50 meters. The single cell deployment area case is represented by rt = 1. 

Figure 3-2 illustrates the following development. 

Establish the proportion of interfering devices at a distance ri from the mobile receiver (those within a small differential of the dotted line in figure 3-2). The receiver is a distance c from the desired transmitter. To do this rearrange equation 3-2 as follows.
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This gives the necessary deviation from the mean of the two distance attenuation values to make the interference distance equal ri when the communication distance is c. 

Av1 and Av2 are the fading and shadowing variation in attenuation. Av1 and Av2 are each approximately normally distributed with mean zero. The variance difference is the sum of the variances of each and the standard deviation is the square root of the variance. 

Let the standard deviation of Avt = Av1 ‑ Av2 be As. Then Avt/As is a random variable of mean zero and standard deviation 1. 
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Figure 3-2. Configuration for Analyzing the Relative Number of WBFH Interferers.

The mobile device (m) is receiving from the access point (a). The inner concentric circle is a centralized LAN cell for which the radius is normalized to 1. The deployment area is defined by the outer circle of normalized radius rt. The normalized communication distance is c. The dotted line is a circular arc of radius ri on which all WBFH devices are equidistant from the mobile receiver. Interfering and victim devices are evenly distributed within the area.

If the interferer bandwidth is greater than the victim bandwidth, the interferer power received by the victim is reduced by the bandwidth ratio factor (.
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Then P21 = P2-( and

P2 – P1   = (P.

Using the above definitions, equation 3-2 can be rearranged to
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The random variable Avt/As has a mean of zero and a standard deviation of 1 and approximately obeys the normal probability distribution. 

Define X as the right hand side of the equation
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(3-4)

Let Pn(X) be the value of the normal distribution function for a variable of mean zero and standard deviation 1, then
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equals the probability that a WBFH device at distance ri will interfere when the victim communication distance is c. In other words, Pn(X) is the proportion of devices at distance ri which will have sufficient power level to interfere with the victim device when the communication distance is c. 

If Nh is the total number of WBFH devices within the deployment area (the area bounded by rt in figure 3-2), then the density of WBFH devices is 
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Further, the number which interfere with the mobile receiver ((Nm) is 
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(3-5)

The angle of the arc in figure 3-2 (() can be established to be
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(3-6)

Thus, the integral of equation 3-5 from 0 to rt+c is the total number of WBFH devices that interfere with the mobile receiver when the communication distance is c. 

When the LAN receiver is at the access point the number of devices that interfere is defined as Na. In this case, ( is always 2( and the number of devices that interfere with the access point receiver is the integral of equation 3-5 from 0 to rt with ( always equal to 2(.

The communication distance within the cell (c) is also a random variable and the number of interferers must be weighted by the probability density of c. This probability density is
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The overall proportion of devices that interfere is determined by the double integral
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(3-7)

where x is either a or m.

Annex 1.1 gives the full equations and description of the numerical integration used.

In a typical centralized wireless LAN, such as an IEEE 802.11 standard LAN operating through an access point, the information flow is balanced to and from the access point. Some packets must flow in the opposite direction to the information flow, but these are supervisory packets and are of shorter duration than the information packet. The overall proportion of WBFH transmitters that interfere will be slightly higher because of the supervisory packet flow, however this increase will be small and it will be assumed here that the overall proportion is (Na + Nm)/2Nh. 

A graph of this quantity versus the power level related parameters is given in figure 3-3. 

The parameters of the graph are typical values that can be expected in a relatively open office type environment. The propagation exponent ( is typically about 3 in such an environment and this is used in the graph.

The attenuation variation about the regression value predicted by the exponent ( is comprised of a variation due to shadowing and another due to multi-path fading. The typical variation due to shadowing is 3 to 4 dB and that due to fading is about the same. The fading component can be made negligible in the desired communication path by equalization and diversity techniques. So, a reasonable value of the overall standard deviation of the difference attenuation As can be derived by assuming three 4 dB components, which add in an RMS manner. The value of 6.93 dB used in the graph is 4 times the square root of 3.
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Figure 3-3. 

This shows the quantity (Na + Nm)/2Nh for various ratios of deployment radius to cell radius. Typical values of the parameters ( and As are used. The vertical dotted line at 16 dB corresponds to the case where an IEEE p802.11 standard frequency hopping wireless LAN victim system has the same power level as the interfering WBFH system. 
The curves of figure 3-3 tend to become flat as the C/I requirement of the victim receiver increases. High C/I requirements are characteristic of systems with high modulation efficiency. Thus, the interference effect due to power level difference is relatively insensitive to reducing the interferer power level in high modulation efficiency devices. 

4.0 Composite Interference Effect

The probability of packet overlap of a wide bandwidth frequency hopping system on a packet data system was developed in section 2 on the assumption of a fixed population of interfering transmitters all of which had sufficient power level to create interference. Section 3 then shows the effect of power level and bandwidth on the size of this population. 

The overall packet interference probability can be considered to be the product of three factors

1. A factor dependent on the hopping frequency or period. 

This is the (Ht+Pt)/Ht term of equation 2-1.

2. A factor dependent on the relative bandwidths. 

This is the Bih/Bt ((Bh+Bi)/Bt term of equation 2-1.

3. A factor dependent on the interference to victim power level ratio.

Equation 2-1 of section 2 gives the packet overlap probability (() dependence on the WBFH frequency hopping rate and bandwidth.
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 and section 3 added the effect of power level.
The Hopping Frequency Factor

This is the factor 
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 of equation 2-1. This term increases with the hopping rate (1/Ht) of the interfering frequency hopper. Increasing the bandwidth as proposed for the WBFH permits the hop time (Ht) to be lowered and thus permits a higher interference factor. 

The fastest hopping time is likely to be the amount of time necessary to transfer one packet of information. This will usually include an exchange of a long information packet and one or more short supervisory packets. The victim will be susceptible to interference on each packet transferred; if either packet is mutilated the information packet will need to be retransmitted. 

Consider the time for the complete packet exchange associated with one information packet to be the packet time. It is reasonable to assume that the frequency hopper will hop as fast as practical and this is after each of its information packet exchanges
. In this case, the hop time is the packet time of the frequency hopper. It is also reasonable to consider that both the hop time and the packet time is inversely proportional to the signalling speed. If each system uses packets containing the same amount of information (the same number of bits), then each would have a packet time bearing the same inverse proportionality to signalling rate.

Thus,
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. Sri and Srv are the signalling rate of the interferer and victim systems respectively.

The IEEE p802.11 frequency hoping LAN has an upper signalling speed of 2 MB/s. This is two times the 20 dB bandwidth, thus it will be assumed that the signalling speed of a frequency hopper is 2Bh where Bh is the 20 dB bandwidth as in section 2.

The ratio of this factor with a hopping bandwidth of Bh to that when the bandwidth is 1 MHz is then

Hopping rate factor = 
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Table 4-1 gives values of this factor for the current signalling speeds of the IEEE p802.11 standard.

Victim signalling speed Sv (Mb/s)
Frequency hopper bandwidth (Bh in MHz)
Hopping rate factor





any
1
1





1
3
2.33

2
3
2

5.5
3
1.53

11
3
1.42





1
5
3.67

2
5
3.00

5.5
5
2.07

11
5
1.75

Table 4-1: Values of the Hopping Rate Factor in Interference Probability

The interference probability of a frequency hopping system is increased by this factor if the frequency hopping bandwidth is increased from 1 MHz to Bh, the frequency-hopping period is equal to an information packet transmission time and all packets contain the same amount of information. 

Even at the highest signalling speeds now used, the hopping rate factor is very significant.

The Hopping Bandwidth Factor

This is the factor 
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of equation 2-1. The current frequency hopping bandwidth is 1 MHz and the total hopping band (Bt) is proposed to stay the same for the WBFH. Thus, the ratio of the value of this term with a wide-band frequency hopping system to the value with a 1 MHz bandwidth frequency hopping system is

Bandwidth factor = 
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Table 4-2 compares this factor for the two bandwidths used in the IEEE p802.11 standard. The frequency hopping PHYsical layer (PHY), 20 MHz bandwidth is 1 MHz and the direct sequence PHY bandwidth is approximately 17 MHz.

Victim bandwidth (Bi)
Frequency hopping bandwidth (Bh)
Bandwidth factor





any
1
1

any
1
1





1
3
2.00

1
5
3.00





17
3
1.11

17
5
1.22

Table 4-2: Values of the Bandwidth Factor in Interference Probability

The interference probability of a frequency hopping system is increased by this factor if the frequency hopping bandwidth is increased from 1 MHz to Bh.

5.0 WBFH Interference to IEEE p802.11 Standard LANs

Wireless packet data systems conforming to the IEEE p802.11 standard for wireless LANs will be used as example systems to demonstrate the relative interference potential of wide bandwidth frequency hopping systems. The IEEE p802.11 standard specifies both a frequency hopping and a direct sequence spread spectrum wireless LAN PHYsical layer (PHY) using the 2.4 GHz band. Most systems now in operation follow this standard. 

The IEEE direct sequence PHY uses a chip rate of 11 Mchips/s. The 20 dB bandwidth is not specified but is usually about 17 MHz. The direct sequence signalling speeds are 1, 2, 5.5 and 11 Mb/s. The frequency hopping PHY uses a 20 dB bandwidth of 1 MHz and signalling speeds of 1 and 2 Mb/s.

The IEEE p802.11 wireless LAN products now typically use a power level of about 16 to 20 dBm even though the permissible level is 30 dBm. The lower power level is easier to generate and is sufficient for the inside communication distances for which the LANs are used. The petitioners seeking to increase the frequency hopping bandwidth propose to limit the WBFH power level to 23 and 25 dBm. Since this is above the levels now used, it will have likely have little effect on the WBFH power level. It can be expected that WBFH LANs will have about the same power level as current LANs if the power level limit is lowered.  

This section evaluates the overall interference effect caused by increasing the frequency hopping bandwidth, taking into account the two factors of section 4 and the power level effect of section 3. 

It can be expected that the most severe effect will be on 1 MHz bandwidth frequency hopping systems as opposed to that on the direct sequence systems. This is because the direct sequence systems have higher bandwidth and signalling speed and are more resistant to interference, that is, the interference distance of section 3 is lower. 

Direct sequence spread spectrum systems are necessary, within the current rules, if signalling speeds above about 2 Mb/s are required. 

Direct sequence systems are very sensitive to fast frequency hopping systems. The IEEE p802.11 standard uses slow frequency hopping which neutralizes the hopping rate factor between the IEEE p802.11 systems and thus makes the standard systems more compatible. 

The hopping rate factor of table 4-1 is compared to a 1 MHz bandwidth system that also uses fast frequency hopping. The ratio would be much higher if a fast frequency hopping WBFH system was compared to the slow hopping system of IEEE p802.11.

IEEE Std 802.11 Frequency Hopping System

Widening the bandwidth without changing the interferer power level reduces the interference power level within a 1 MHz bandwidth frequency hopping receiver, thus ( of section 3 is greater than 1 for a 1 MHz bandwidth frequency hopping victim. This power reduction factor (() for the proposed interfering system bandwidths is

( = 0 dB for the 1 MHz bandwidth,

( = 4.8 dB for the 3 MHz bandwidth and

( = 7 dB for 5 MHz bandwidth.

The IEEE standard frequency hopping LAN C/N requirement is 23 dB for 2 Mb/s and 20 dB for 1 Mb/s and the wide bandwidth signals intercepted by a narrow bandwidth receiver can be treated as Gaussian noise. Thus, the C/I ((i of the equations) requirement is approximately the same as the C/N requirement.

The probability of packet overlap is directly proportional to the bandwidth factor of table 4-2 times the hopping rate factor of table 4-1. The approximate value of the bandwidth factor for 3 and 5 MHz bandwidth systems compared to 1 MHz bandwidth systems is 2 and 3 respectively (table 4-2). The factor due to the potentially higher hopping rate can also be 2 or 3 respectively (table 4-1). 

As an example, assume that the WBFH bandwidth is 5 MHz and the product of these factors is 3. This is the minimum value of the factor and would apply if the WBFH hop time effect were negligible due to a low hopping rate. 

Refer to figure 3-3 to assess the power level effect. 

For a total area equal to one communication cell (rt = 1), 85.6 percent of the 1 MHz frequency hoppers will have high enough power level to interfere with the 2 Mb/s IEEE LAN ((P = 0, ( = 0 and C/I = 23 dB). 82.5 percent of the 5 MHz frequency hoppers will interfere ((P = 0, ( = 7 dB and C/I = 23 dB). Thus, the reduction in the proportion that interfere due to the reduced level of intercepted power is 82.5/85.6 = 0.96, provided the systems use the same power level.

However, three times as many devices of equal power level generate overlapping transmissions when the bandwidth is increased to 5 MHz. The proportion of devices with sufficient power level to interfere would need to be reduced to 1/3 to compensate. That is, the proportion interfering would need to be no more than 85.6%/3 = 28.5%. This would require a 21.0 dB power reduction in the 5 MHz frequency hopper transmitter relative to the 1 MHz system power level. 

If the power level difference is 7 dB (as required by the proposed rules if all systems operate at maximum permissible power), the proportion of interferers becomes 72.6%. Thus, an increase of the bandwidth to 5 MHz accompanied by a 7 dB power reduction increases the number of interferers by at least a factor of 72.6x3/85.6 = 2.5. 

Table 5-1 shows the shows the result of the above computation for a range of bandwidth and interference factors. The table shows the amount the WBFH power would have to be reduced relative to the 1 MHz bandwidth system power in order to maintain the same interference probability for the 3 and 5 MHz bandwidth systems as for a 1 MHz bandwidth system.  The bandwidth-hopping rate factor applies to a 1 MHz bandwidth device with a C/I value of 23 dB. The bandwidth – hopping rate factor (column 3) is shown at an intermediate and a maximum value for each WBFH bandwidth. 

The proportion of devices with sufficient power level to interfere decreases with larger deployment areas. However, even at very large deployment areas the increased bandwidth causes increased interference unless the power level of the WBFH systems is drastically lower than that of the 1 MHz bandwidth systems. 

Total radius to cell radius ratio (rt)
Bandwidth ratio power reduction factor ( (WBFH bandwidth)
Product of bandwidth and hopping rate factors 
Necessary WBFH power reduction 






1.0
4.8 dB (3 MHz)
2
19.0 dB

1.0
“
4
> 26 dB

1.0
7 dB (5 MHz)
3
21.0 dB

1.0
“
9
> 26 dB






1.5
4.8 dB (3 MHz)
2
14.5 dB

1.5
“
4
21.5 dB

1.5
7 dB (5 MHz)
3
13.5 dB

1.5
“
9
> 24 dB






2.0
4.8 dB (3 MHz)
2
11.5 dB

2.0
“
4
18.0 dB

2.0
7 dB (5 MHz)
3
13.5 dB

2.0
“
9
22.0 dB






Table 5-1: Necessary Power Level Difference to Equalize Interference Probability to a 1 MHz Bandwidth 2 Mb/s System.

The interference probability of a frequency hopping system of 3 and 5 MHz bandwidth is compared to that of a 1 MHz bandwidth system. The wider bandwidth system power level would need to be less than that of a 1 MHz bandwidth frequency hopping system by the amounts of the table if the interference potential is to be equalized. The victim system has a 1 MHz  bandwidth and a 23 dB C/I requirement. These parameters approximately match the IEEE p802.11 2 Mb/s frequency hopping PHY. 
IEEE Std 802.11 Direct Sequence System

The IEEE p802.11 direct sequence PHY uses an 11 Mchip/s signalling rate and has a 20 dB bandwidth of approximately 17 MHz. Thus, the bandwidth factor affecting the number of overlapping transmissions is 1.11 and 1.22 for the 3 MHz and 5 MHz WBFH systems respectively (table 4-2) and the hopping rate factor is potentially 1.42 and 1.75 respectively. Thus, the potential bandwidth – hopping rate factor product is 1.6 for the 3 MHz bandwidth and 2.1 for the 5 MHz bandwidth. 

A typical 11 Mb/s IEEE p802.11 direct sequence implementation has a C/N requirement of 12.5 dB and a  C/I requirement for a single frequency tone of about 7 dB. When a constant amplitude interfering signal has a bandwidth in excess of that of the unspread direct sequence signal, the C/I requirement is higher than for a narrower bandwidth signal. Thus, the C/I requirement for a 1, 3 and 5 MHz bandwidth constant amplitude modulated signal is between 7 dB and 12.5 dB if the interfering signal is of constant amplitude. The requirement increases with increasing bandwidth. 

There is no assurance that the WBFH system will use a constant amplitude signal. If the signal is not constant amplitude, the C/I requirement could be as high as the C/N requirement of 12.5 dB. 

A C/I requirement of 10 dB will be assumed for comparison purposes. The interference effect would be worse if the WBFH signal is not of constant amplitude. 

Table 5-2 shows the shows the amount the WBFH power would have to be reduced relative to that of a direct sequence system power in order to maintain the same interference probability for the 3 and 5 MHz bandwidth systems as for a 1 MHz bandwidth system.  The bandwidth-hopping rate factor applies to device such as an IEEE p802.11 standard direct sequence PHYsical layer (PHY) with a bandwidth of 17 MHz, a signalling speed of 11 Mb/s and a C/I requirement of 10 dB.

Total radius to cell radius ratio (rt)
Product of bandwidth and hopping rate factors
Necessary WBFH power reduction 





1.0
1.6
10

1.0
2.1
13





1.5
1.6
7.0

1.5
2.1
10





2.0
1.6
9.0

2.0
2.1
8.5





Table 5-2: Necessary Power Level Difference to Equalize Interference Probability to a Direct Sequence Spread System.

The interference probability of a frequency hopping system of 3 and 5 MHz bandwidth is compared to that of a 1 MHz bandwidth system in which the victim system is a direct sequence spread spectrum system of 17 MHz bandwidth and 11 Mb/s signalling speed. The wide bandwidth frequency hopping system power level would need to be less than that of a 1 MHz bandwidth frequency hopping system by the amounts of the table if the interference potential is to be equalized. The victim system has a 10 dB C/I requirement. These parameters approximately match the IEEE p802.11 11 Mb/s direct sequence PHY.
The table does not take into account the effect of the higher C/I needed for wider bandwidth interferers. This effect is likely on the order of 1 to 3 dB. Thus, the overall effect is 14 to 16 dB on a direct sequence packet data system with the parameters used in the table. Other direct sequence systems may use lower bandwidth and higher C/I. The effect would be worse on such systems.

An increased bandwidth for a direct sequence system would harm the interference susceptibility from all frequency hopping systems; increasing the direct sequence bandwidth with higher spreading would not be of benefit. this would aid in the relative performance but worsen the overall performance.

Conclusions of Section 5

The specific systems evaluated serve to illustrate the effect of a wider frequency hopping bandwidth on a range of current packet data systems. The effect of increasing the frequency hopping bandwidth is most severe on the 1 MHz bandwidth frequency hopping packed data system because of the low bandwidth and the high C/I ratio. It is less on the direct sequence system because the bandwidth is higher and the C/I is lower for this system.

These specific systems are critical however. IEEE p802.11 has spent 8 years establishing these standards based on the current spread spectrum rules.   

6.0 Summary and Conclusions

The effect of the frequency hopping spread spectrum bandwidth and hopping rate on interference generation was first analyzed separately form power level, then the effect of power level was investigated. 

A particular physical configuration including a WBFH system and a potential victim system in a common area was analyzed for the influence of power level on interference. The necessary reduction in power level of a wide bandwidth frequency hopping system compared to a system following the current rule in order to maintain equal interference probability was evaluated. 

Lowering the regulation limits by 5 to 7 dB for wider bandwidth frequency hopping, as proposed, will not ensure any relative power level reduction on current systems. Current spread spectrum wireless LANs utilize power levels 10 to 13 dB below the allowable limits. This is all that is necessary to operate at the normal inside ranges and propagation conditions now encountered. The regulations would need to lower the limits by at least 10 dB in addition to the values determined here in order to assure the interference potential of the wide bandwidth systems is not higher than that of the current rules.

It was shown that the interference potential increases with the frequency hopping rate as well as bandwidth; and a higher bandwidth permits a faster hopping rate. An upper limit on the frequency hopping rate would be better than a lower limit. The proper upper limit would lower the interference potential of 1 MHz bandwidth systems as well as that of higher bandwidth systems.

Lowering power has little effect on systems with high modulation efficiency. Such systems have a high C/I requirement and the median interference range exceeds most deployment area sizes.

Increasing the frequency hopping bandwidth to 3 or 5 MHz, as proposed, was shown to have a very severe effect on low bandwidth systems with a high C/I requirement such as systems conforming to the current frequency hoping rules. A packet data system conforming to the IEEE p802.11 frequency hopping standard was used as the example of such a system. The necessary power level reduction for this system with slow frequency hopping is on the order of 20 dB compared to a 1 MHz frequency hopping system. It is in excess of 26 dB for fast frequency hopping.

The effect on a typical direct sequence system was also evaluated. This was shown to be about 13 to 16 dB. Most of this effect is due to the potential effect of fast frequency hopping. There is a severe effect on direct sequence systems from any fast frequency hopping system. IEEE p802.11 alleviates this effect by requiring slow frequency hopping in the standard frequency hopping PHY.

Interference from any frequency hopping system to a direct sequence system increases with increasing direct sequence bandwidth, even though relative interference of wide bandwidth systems and 1 MHz bandwidth systems decreases with frequency hopping bandwidth. Thus, increasing the spreading gain is not a reasonable option for lowering the interference effect. 
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Annex 1.1

Evaluation of the Relative Numbers of Interferers

This section shows the detailed equations used to evaluate the proportion of WBFH devices that interfere as a function of the power level, bandwidth and victim receiver parameters. The parameters below are defined in the main text.

The quantity Pn(X) is common to the equations for both the mobile and the access point victim devices in a centralized LAN cell. In each case
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 and

Pn(X) is the normal probability distribution function for a mean of zero and standard deviation of 1.

The proportion of WBFH devices that interfere with the mobile device was evaluated using the following summation.
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Nmx and Mmx determine the number of steps used in the numerical integration. Computations compared within 1% with Nmx, Mmx = 10 and 25. Nmx, Mmx = 25 was used in the evaluation.

The proportion of WBFH devices that interfere with the access point was evaluated using the summation.


[image: image41.wmf](

)

(

)

X

P

r

r

c

M

N

r

N

N

n

M

m

t

i

N

n

mx

mx

t

h

a

mx

mx

å

å

=

=

=

1

1

2

2

6


(A1.1)

in which


[image: image42.wmf]t

mx

i

r

M

m

r

5

.

-

=



[image: image43.wmf]mx

N

n

c

5

.

-

=


Equation A1.1 differs from equation A1 in the definition of ri and the fact that ( is a constant equal to 2( radians for the access point.

The table below was used to determine Pn(X). Linear interpolation was used between the points of the table. 
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Pn(-X) = 1-Pn(X) 

Pn(X) = 1 for X >= 3.5.
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Abstract

In a recent NPRM (ET Docket 99-231), the FCC proposed to amend the rules for Frequency Hopping Spread Spectrum (FHSS) radios operating in the 2.45 GHz ISM band.  Proposed rule changes include reduced transmit power levels and faster hop rates for Wide Band Frequency Hopping (WBFH) radios operating on 3 MHz or 5 MHz wide channels.  The impact of proposed power reductions is discussed.  An analysis demonstrating that increasing the required minimum hop rate for WBFH radios actually increases interference to other users is presented.  

1.0
Summary

Intersil opposes changes in the operating rules governing operation of FHSS radios in the 2.45 GHz band as proposed by the HomeRF Working Group in a November, 1998 petition for rule making.  In that petition, HomeRF sought an increase in the FHSS occupied channel width.  This increase would allow FHSS radios to operate with channel widths of 1, 3, or 5 MHz.  Systems employing 3 MHz wide channels or 5 MHz wide channels are collectively referred to as Wide Band Frequency Hopping (WBFH) radios.

HomeRF asserted that the interference resulting from the wider channel widths could be offset by a combination of power reduction in proportion with the expansion in channel width, and an increase in the hop rate.  The rules for the three variations of FHSS channel width are summarized in Table 1.0-1.

Channel Width
Max Power
Max Dwell Time
Minimum # Hops

1 MHz
30 dBm
400 ms
75

3 MHz
25 dBm
50 ms
75

5 MHz
23 dBm
20 ms
75

Table 1.0-1  Proposed FHSS Channel Parameters

In the subsequent NPRM (ET Docket 99-231), the Office of Engineering and Technology (OET) indicated that it was of the opinion that the proposed rule changes would not result in increased interference to Direct Sequence Spread Spectrum (DSSS) systems.  However, OET specifically sought comment on whether the reduction in power and increase in hop rate as described above would, in fact, preclude any increase in interference to DSSS systems.

Due to the fact that nearly all portable FHSS and DSSS radios operating in accordance with Part 15, Section 247 of the Commission’s Rules transmit at 20 dBm (100 mW) or less, the power reductions suggested by HomeRF appear to offer little or no protection to existing users of the 2.45 GHz ISM band.  In addition, it is shown by simple analysis that increasing the hop rate as suggested by HomeRF will actually result in an increase in interference to existing DSSS and FHSS systems.

2.0
Power Reduction


The reduction in power as proposed by HomeRF is not adequate to ensure that existing users of the band, including both FHSS and DSSS radios, will not suffer adverse effects.  The reason is simple.   The reduced power levels shown in Table 1.0-1 are above the transmit power levels of nearly all portable devices on the market today.  The vast majority of IEEE 802.11 WLAN devices transmit at 100 mw (+20 dBm) or less.  Most Bluetooth devices will radiate at only 1 mW (0 dBm).


These systems use transmit power levels far below the limit permitted under Section 15.247 of the Commission’s Rules in order to maximize battery life in portable computing devices.  Technologies such as Bluetooth and IEEE 802.11 WLANs are intended to facilitate wireless mobile computing.  Battery life is therefore a paramount consideration in these types of devices.  

Based on HomeRF’s presentation to the FCC on Feb. 25, 1999 [1] it is clear that the intended modulation scheme is 4FSK.  Delivery of 10 Mbit/ data rates using this form of modulation in a 5 MHz wide channel will require a very low index of modulation index (h) of about 0.15.  This is an extremely inefficient modulation technique as demonstrated by the Eb/No curves shown in Figure 2.0-1. 
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Figure 2.0-1 Eb/No vs. BER for FSK and PSK Waveforms

In addition, the 4FSK waveform is also highly susceptible to multipath.  Due to the inefficiency of the 4 FSK waveform and susceptibility to multipath, WBFH radios will be required to operate at or near the maximum allowable transmit power (+23 dBm).  Even at this power level, it is doubtful that a WBFH system as proposed by HomeRF could provide a Quality of Service (QoS) adequate to support the types of multimedia applications described in their letter to the Commission of November 11, 1998. 

2.1
Previous Rulings

The power reductions proposed by HomeRF are linear in relation to the increase in channel width.  In a previous ruling on a similar proposal by Symbol (FCC 96-36), the Commission commented on the potential interference to both authorized services and other Part 15 devices:

“While this increase in interference potential could be partially offset by a reduction in the output power of the frequency hopping transmitters, we are not convinced that a linear power reduction alone is sufficient to offset this interference potential.”

The Symbol proposal differed from the HomeRF proposal in that it called for a decrease in the number of FHSS hopping channels in proportion to the increase in channel width.  In this sense, the Symbol proposal was technically superior to the HomeRF proposal.  The use of overlapping channels will actually increase the collision rate among WBFH systems, and in no way reduces interference to other Part 15 devices.

In a proceeding relating to the reduction of the number of channels in the 915 MHz band (FCC 97-147), the Commission granted the request to reduce the number of hopping channels to allow FHSS systems operating in that band to avoid interfering with other services.  However, the Commission recognized that such a reduction hopping channels would result in an increase in collisions among FHSS systems in the 915 MHz band.

In order to offset the potential for increased interference, the Commission adopted rules which required systems using fewer hopping channels to reduce power in proportion to the square of the reduction in the number of hopping channels.  This conclusion was based on comments submitted by TIA Wireless[2].  In the 915 MHz ISM band, systems using 50 hopping channels are permitted to transmit at up to 1 Watt, while systems using fewer channels (but not fewer than 25) are limited to 250 mW.

The use of overlapping channels obscures this issue to some extent.  However, in a previous submission to OET in this proceeding [3], the adverse impact of allowing overlapping FHSS channels has been demonstrated.  The number of overlapping FHSS channels is largely irrelevant. Collision rates among FHSS systems can be reduced only by increasing the number of orthogonal (non-overlapping) channels.  In this sense, the HomeRF proposal contains the same number of orthogonal channels as the earlier proposal by Symbol.  It should therefore become more apparent that the linear power reduction proposed by HomeRF is inadequate to offset the increased potential for interference to other users of the 2.45 GHz band.  

3.0
Hop Rate

In its letter to the Commission of Nov. 11, 1999, HomeRF indicated that the reduction in time of occupancy is an effective means of reducing interference between WBFH and other users of the spectrum.  It must be pointed out that a reduction in occupancy time requires a corresponding increase in hop rate.  However, even neglecting the expansion in bandwidth, when averaged over a 30 second period the time of occupancy on any single channel is unchanged.  The net result of the proposed increase in hop rate is therefore more frequent collisions of a shorter duration.

Increasing the hop rate of an FHSS system is NOT a means of reducing interference with either DSSS or other FHSS systems.  In fact, increasing the hop rate for an FHSS system increases the risk of interference to other users.  A model for predicting the collision rate with an FHSS system has been proposed [4].  The model can be used to determine the rate of collision between a DSSS system and an FHSS system, or between two FHSS systems.

In the event of a collision, any bit error will cause the Cyclic Redundancy Code (CRC) of a packet transmission to fail, and the packet will be lost.  The model estimates the probability of collision based on:

Hop rate of the interfering signal  (HR)

Probability that FHSS  interfering signal hops into passband of desired signal (Phop)

Probability that FHSS system actively transmits while on any given hop (Ptx)

Packet length (in time) of desired signal transmission (Lpacket)

The effect of hop rate can be shown by studying the example of a DSSS system operating at 1 Mbit/ in the presence of a nearby FHSS system.  The bandwidth of a DS signal is roughly 20 MHz.  Therefore the probability that the FHSS system will hop into the DSSS passband is 20/79, or about 25%.  In this example, all parameters are held constant with the exception of hop rate.  In the first case, the FHSS system is 128 hops per s, which results in an FHSS dwell period (tdwell ) on any given channel of 7812 (s.  


Case 1:

HR 
= 
128 hops/s

Phop
=
25%

Ptx
=
100 %

Lpacket
=
8370 (s
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Figure 3.0-1  Probability of Collision Depends on Hop Rate 

(FHSS System @ 128 hops/s)
The number of dwell periods overlapped is a function of packet length and the Start-of-Transmission (SOT) time.  SOT is a uniform random variable with a range of 0 to tdwell.  Based on these considerations and the FHSS system load factor (Ptx), the probability of collision for the single DSSS packet under consideration can be computed:

Probability FHSS system hops into DSSS passband (Phop):

25%



Probability of overlapping 2 FHSS dwells (P2-slot):


92.9%

Probability of overlapping 3 FHSS dwells (P3-slot):


7.1%

Probability of FHSS transmission (Ptx):



100%

Probability of  collision with n slot overlap (Pcoll(n))  =   1  -  ( 1 – (Phop * Ptx))n 
 (1)







=   1  -  ( 0.75)n

Overall Probability of collision (Ptot)   =   (P2-slot * Pcoll(2)) + (P3-slot * Pcoll(3))
(2)





 =   ((0.929 * 0.4375) + (0.071 * 0.5781))





 =   44.7 %

Consider the same situation, with the exception that hop rate is increased to 512 hops/s:
Case 2:



HR 
= 
512 hops/s




Phop
=
25%




Ptx
=
100 %




Lpacket
=
8370 (s
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Figure 3.0-2  Increasing Hop Rate Increases Probability of Collision 

(FHSS System @ 512 hops/s)
Note that the higher hop rate increases the number of dwell periods overlapped by the DSSS packet.  In this situation, the DSSS packet overlaps either five dwell periods or six dwell periods, depending on the start-of-transmission time.  The probability of collision for the single DSSS packet under consideration can be computed:

Probability FHSS system hops into DSSS passband (Phop):

25%



Probability of overlapping 5 FHSS dwells (P4-slot):


72%

Probability of overlapping 6 FHSS dwells (P5-slot):


28%

Probability of FHSS transmission (Ptx):



100%

Overall Probability of collision (Ptot)   =   (P5-slot * Pcoll(5)) + (P6-slot * Pcoll(6)) 
(3)





    =   ((0.72 * 0.684) + (0.28 * 0.76))





     =   77.9 %

All parameters in Cases 1 and 2 are held constant, except for hop rate.  As hop rate is increased, the collision rate increases as well.  Therefore, increasing hop rate does not mitigate interference to DSSS users in the 2.45 GHz ISM band.  The Probability of Collision is plotted as a function of hop rate for the stated conditions in Figure 3.0-3.  Note that as hope rate is increased, the collision rate increases monotonically.  There is no point on the curve at which the Probability of Collision decreases as hop rate increases.  This result also holds true when both the victim and the jammer are FHSS systems.  
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Figure 3.0-3  DSSS Probability of Collision as a Function of FHSS Hop Rate

(1000 byte DSSS Packets)
3.1
Impact of Higher Hop Rate on Throughput

In general, in FHSS systems, which deal with packet data, can deliver higher throughput with a slower hop rate.  Increasing hop rate reduces throughput mainly via two mechanisms: more down time due to channel switching, and lost time at the end of a dwell period.  

Current FHSS systems require about 200 - 300 (s to switch channels.  Therefore, hopping faster results in more time spent switching between channels.  Assuming a 250 (s channel switching time, a system hopping at 10 Hz would lose 0.025% throughput due to channel switching (2500 (s / s).  By comparison, the same FHSS system hopping at 1000 Hz would lose 25% throughput due to time lost in channel switching (250,000 (s / s).

There is another effect which can be of significance for systems which employ Carrier Sense Multiple Access / Collision Avoidance (CSMA/CA) medium access methods.  This is one form of a “listen before talk” medium sharing method.  IEEE 802.11, HomeRF, and Open Air radios are among those employing this mechanism.  Because the timing of traffic is somewhat random, time can be lost at the end of a dwell time if there is insufficient time remaining to transmit a packet of some arbitrary length before switching channels.

In either case, increasing hop rate actually decreases throughput for FHSS networks.  Bluetooth radios hop at 1600 hops/s.  However, they can increase throughput by using multiple time slot packets.  In this mode, a Bluetooth radio can dwell on one channel for up to 5 time slots.  As a result of using longer dwell periods, the hop rate in this mode is lower.  In other words, Bluetooth radios actually reduce hop rate in order to increase throughput.

3.2
So Why Do Some FHSS Radios Use Higher Hop Rates?

Channel distortion and interference are the two main mechanisms by which communications in FHSS systems are disrupted.  Regardless of which mechanism is at work, increasing the hop rate increases the number of disruptions, but reduces the duration of each disruption by a corresponding amount.  This characteristic can be exploited where Quality of Service (QoS) is more important than peak throughput.  

Recall from the previous section that increasing the hop rate decreases throughput for an FHSS system.  However, for many services such as toll grade voice, throughput requirements are relatively modest (full duplex @ < 64 kbit/).  When supporting telephony, timing of delivery of the digitized voice and reliability of reception are paramount. 

Consider the case of a Bluetooth piconet which is supporting a two way voice conversation.  Bluetooth features packet structures which support both data and isochronous voice services.  In order to deliver robust voice services, Bluetooth uses three different types of voice packets.  The most robust packet format uses 1/3 rate Forward Error Correction (FEC) to support Continuous Variable Slope Delta (CVSD) voice encoding.  When using this level of FEC, upstream and downstream traffic are sent on alternating time slots as shown in Figure 3.2.1.
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Figure 3.2.1   Bluetooth Piconet TDMA Scheme for Delivery of Voice 

via 1/3 Rate FEC
When delivering voice services, Bluetooth radios change channels at 1600 hops/s.  If a single voice packet is corrupted in this mode, only 1.25 ms of voice is lost.  This is imperceptible to the listener.  Assuming that the radio hops to a subsequent channel, which is not distorted or jammed, the user will perceive no disruption or degradation of voice quality.  If Bluetooth hopped at a slower rate, the amount of voice lost due to a corrupted packet would be correspondingly longer.  At some point, a single lost voice packet could become perceptible to the listener.  This example is illustrative because Bluetooth trades throughput in this mode to provide extremely robust voice transmission capable of maintaining very high QoS.  

4.0
Conclusions

The power reductions proposed by HomeRF are inadequate to ensure that other users of the band will not encounter increased levels of interference.  Expansion in the occupied channel width reduces the number of orthogonal (non-overlapping) channels in the band.  In a ruling regarding operation of FHSS radios in the 915 MHz band, the Commission concluded that linear power reduction in proportion to the reduction in the number of channels was inadequate to protect other users.  In addition, the proposed limits for WBFH radios would allow transmission at power levels which are higher than those used by the vast majority of radios currently operating in the band.  

The analysis presented in this paper demonstrates that increasing hop rate does not reduce interference to other Part 15 users.  In fact, increasing hop rate actually increases the rate of collision with other users.  It is reasonable to conclude that authorized users will suffer a similar impact.  It has further been shown that increasing hop rate reduces throughput for FHSS systems.  Due to the higher hop rate, periods of interference with other users such as DSSS radios or conventional FHSS radios are more frequent, but of a shorter duration.  In applications where QoS is of greater importance than peak throughput, this property can be exploited to provide services such as telephony.

Under current regulations, manufacturers of FHSS equipment have the latitude to select a hop rate suited to their particular application.  If maximum throughput is desired, the hop rate can be set as low as 2.5 Hz.  If TDMA support of isochronous services is sought, a higher hop rate can be selected.  Therefore, there should be no regulatory prohibition against use of faster hopping, nor should the FCC require faster hop rates due to the fact that this will increase interference to other users of the spectrum.

The proposal put forward by HomeRF is similar to an earlier proposal to widen FHSS channel widths which was rejected by the Commission (ET Docket 96-8).  The only salient differences are that the HomeRF scheme calls for the use of overlapping channels and a higher hop rate.  Both measures have been shown to increase interference to other users in the band.  In addition, due to susceptibility to multipath,  WBFH systems will not be able to provide sufficient throughput to deliver the benefits to consumers claimed by its proponents.  The HomeRF proposal should therefore be rejected.
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JTC Indoor Residential Models:


Model	RMS delay	% of Homes


A	18 ns	60%


B	70 ns	35%


C	150 ns	5%


� See IEEE Std 802.11b: Supplement to STANDARD [for] Information Technology-Telecommunications and information exchange between systems-Local and metropolitan area networks-Specific requirements-Part 11: Wireless LAN Medium Access Control (MAC) and Physical Layer (PHY) specifications: Higher speed Physical Layer (PHY) extension in the 2.4 GHz band.
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� 	Reference 1 shows some measurements of the interference bandwidth for two frequency hoppers using the modulation technique employed in the IEEE p802.11 frequency hopping wireless LAN. In the case of both the 1 MHz and 5 MHz bandwidth frequency hoppers the 3 dB interference bandwidth is approximately equal to the sum of the 20 dB bandwidths. The frequency hopping systems with a 20 dB bandwidth of 1 MHz had a 3 dB interference bandwidth of 2 MHz and that with the 5 MHz bandwidth had a 3 dB interference bandwidth of 9.5 MHz.





� The IEEE p802.11 frequency hopping hop time is 100 ms. This makes the hopping rate factor negligible and makes the standard frequency hopper friendlier to both other frequency hoppers and to direct sequence systems.
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3344841.287394339

0.7228915662650602

0.6618222373914016

1.0922745193850933

Size of email (bits):

80000.0

6.0

250.0

336.0

2336.0

448.0

2812.0

0.07013593739046331

17440.0

929.8640626095367

70.13593739046325

232466.01565238417

154.97734376825613

2930045.312463488

0.6880733944954128

0.6347096808736633

1.084075783353888

Total Email traffic / piconet:

1200000.0

10.0

150.0

336.0

1536.0

448.0

2012.0

0.05500750690700207

20800.0

944.992493092998

55.00750690700204

141748.8739639497

94.4992493092998

2099802.7024865206

0.5769230769230769

0.5400464483490572

1.0682841794196645

Email Tx Time / day / piconet (min):

0.11160714285714285

15.0

100.0

336.0

1136.0

448.0

1612.0

0.04732940429898225

25000.0

952.6705957010178

47.32940429898224

95267.05957010177

63.51137304673452

1684336.3109382866

0.48

0.45248473930735

1.060809256760282

Probability of Email:

2.325148809524391E-4

336.0

936.0

448.0

1412.0

0.043487100677176205

29200.0

956.5128993228238

43.48710067717616

71738.46744921179

47.82564496614119

1476525.098257327

0.410958904109589

0.38868810308138385

1.0572973570625137

RLAN range to AP (m):

10.0

Data rate (Mbps)

11.0

BT Utilization:

PAGING

No. Active BT XMTRs:

1.0

N =

1.0

Number of Fragments

Fragment Payload (bytes)

Header & Preamble Duration (usec)

Frag. Packet Time (usec)

Ack Packet Time (usec)

Data + Ack Time (usec)

Prob. of Collision (%)

REF Xmit Time (usec)

#Success in 1000 attempts

#Failures in 1000 attempts

Payload in 1000 attempts (bytes)

#First Tries

Effective Tx Time (usec/1000 Att)

Reference Throughput (Mbps)

System Throughput (Mbps)

Degradation Factor

# Active Email

PDF(x)

CDF(x)

0.0

0.9997674851190476

0.9997674851190476

1.0

1500.0

336.0

12336.0

448.0

12812.0

0.7838434230903357

13240.0

216.15657690966427

783.8434230903357

324234.8653644964

216.15657690966427

1.324E7

0.9063444108761329

0.1959123053561912

4.626276074023498

1.0

2.325148809524391E-4

1.0

2.0

750.0

336.0

6336.0

448.0

6812.0

0.5446716898583057

14080.0

455.32831014169426

544.6716898583057

341496.2326062707

227.66415507084713

7148934.337971661

0.8522727272727273

0.38215064395531945

2.2302009449770126

3.0

500.0

336.0

4336.0

448.0

4812.0

0.4163174361810563

14920.0

583.6825638189437

416.31743618105634

291841.28190947184

194.56085460631456

5084351.316314949

0.8042895442359249

0.45919923900300963

1.7515045233571338

4.0

375.0

336.0

3336.0

448.0

3812.0

0.3391502148018595

15760.0

660.8497851981406

339.1502148018594

247818.66944930272

165.21244629953515

4041745.0644405577

0.7614213197969543

0.4905181608402207

1.552279570021825

5.0

300.0

336.0

2736.0

448.0

3212.0

0.2880354446951636

16600.0

711.9645553048364

288.0354446951636

213589.3665914509

142.39291106096726

3412171.3423024523

0.7228915662650602

0.5007705537959904

1.443558453637751

6.0

250.0

336.0

2336.0

448.0

2812.0

0.25178090683569176

17440.0

748.2190931643082

251.78090683569178

187054.77329107706

124.70318219405137

2990593.6356118973

0.6880733944954128

0.500381652829417

1.375097169539869

10.0

150.0

336.0

1536.0

448.0

2012.0

0.1736393797014647

20800.0

826.3606202985353

173.6393797014647

123954.0930447803

82.63606202985353

2142510.1766925273

0.5769230769230769

0.4628368887792462

1.2464932915021927

Voice payload required (bps):

128000.0

15.0

100.0

336.0

1136.0

448.0

1612.0

0.13155958489853048

25000.0

868.4404151014695

131.5595848985305

86844.04151014696

57.8960276734313

1715782.2450287847

0.48

0.40491870929082857

1.1854231207065442

payload / packet (bits):

240.0

336.0

936.0

448.0

1412.0

0.10972283757968482

29200.0

890.2771624203152

109.72283757968478

66770.78718152364

44.51385812101576

1501694.6782802802

0.410958904109589

0.3557089901017089

1.1553233557354914

# packets / sec:

533.3333333333334

%piconet load:

0.33333333333333337

# calls / day:

10.0

avg call duration (min):

1.0

# call min / day

10.0

Prob of call:

0.02083333333333337

RLAN range to AP (m):

10.0

Data rate (Mbps)

11.0

N =

1.0

# Active Nodes

PDF(x)

CDF(x)

0.0

0.9791666666666666

0.9791666666666666

1.0

0.02083333333333337

1.0

Fragment Payload (bytes)

BT Idle

1 Call

2 Calls

3 Calls

4 Calls

1500.0

0.0

0.6886918181455384

0.1959123053561912

0.0

0.0

750.0

0.0

0.7280653673752452

0.38215064395531945

0.0

0.0

500.0

0.0

0.7141876891707271

0.45919923900300963

0.0

0.0

375.0

0.0

0.689201566409182

0.4905181608402207

0.0

0.0

300.0

0.0

0.6618222373914016

0.5007705537959904

0.0

0.0

250.0

0.0

0.6347096808736633

0.500381652829417

0.0

0.0

150.0

0.0

0.5400464483490572

0.4628368887792462

0.0

0.0

100.0

0.0

0.45248473930735

0.40491870929082857

0.0

0.0

75.0

0.0

0.38868810308138385

0.3557089901017089

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

Data Rate (Mbps):

2.0

BT Slot Time (usec):

625.0

SIFS (usec):

28.0

Paging

N = 1

Range - 4 meters

Pcoll - ACK

2FSK PPDU Header & Preamble(usec):

128.0

BT Packet Length (usec):

366.0

Slot Time (usec):

50.0

BT Idle

0.977805679563492

0.0

0.0

MPDU Header + CRC (approx.) (usec):

208.0

ACK Packet duration (usec):

448.0

Avg. # Slot times:

8.0

Paging time (sec):

1.3

1 call

0.02083333333333337

0.062

0.001291666666666669

Probability of BT in channel:

0.038

Avg ACK collision rate (%)

0.018014320494787905

Avg. Backoff (usec):

428.0

# PAGEs/day

25.0

2 calls

0.0

0.121

0.0

Max Packet (bytes)

1500.0

Assumes 3 channel model by AP

SIFS (usec):

28.0

Total PAGE Time (sec):

32.5

Blocked

0.0

1.0

0.0

Total PAGE Time (min):

0.5416666666666666

Page

0.0011284722222222221

0.141

1.591145833333333E-4

BT Util (EMAIL):

1.0

No. Active BT XMTRs:

1.0

Probability of PAGE:

0.0011284722222222221

3 calls

0.0

0.176

0.0

4 calls

0.0

0.227

0.0

Number of Fragments

Fragment Payload (bytes)

Header & Preamble Duration (usec)

Frag. Packet Time (usec)

Ack Packet Time (usec)

Data + Ack Time (usec)

Prob. of Collision (%)

REF Xmit Time (usec)

#Success in 1000 attempts

#Failures in 1000 attempts

Payload in 1000 attempts (bytes)

#First Tries

Effective Tx Time (usec/1000 Att)

Reference Throughput (Mbps)

System Throughput (Mbps)

Degradation Factor

Fragment Payload (bytes)

BT Idle

Telephony (33% BT load)

e-mail (100% BT load)

Paging

RLAN range to AP (m):

10.0

Email

2.325148809524391E-4

0.189

4.394531250001099E-5

1500.0

1.6574585635359116

1.4216294296514684

1.0744751789641325

0.7546878068646866

Data rate (Mbps)

11.0

1.0

1500.0

336.0

6336.0

448.0

6812.0

0.3517333086916401

7240.0

648.2666913083599

351.7333086916401

972400.0369625399

648.2666913083599

7240000.0

1.6574585635359116

1.0744751789641325

1.542575013350997

750.0

1.4851485148514851

1.3474476973624752

1.146967232951066

0.965253837116234

N =

1.0

2.0

750.0

336.0

3336.0

448.0

3812.0

0.21932350084991659

8080.0

780.6764991500834

219.32350084991663

585507.3743625626

390.3382495750417

4083864.7001699833

1.4851485148514851

1.146967232951066

1.2948482503988388

500.0

1.345291479820628

1.243118712373374

1.1008036612656822

0.9843450325146964

Total:

1.0

Wgt. Avg.

0.0014947265625000134

3.0

500.0

336.0

2336.0

448.0

2812.0

0.16931075207418245

8920.0

830.6892479258175

169.31075207418246

415344.62396290875

276.89641597527253

3018482.867219782

1.345291479820628

1.1008036612656822

1.2220993871639547

375.0

1.2295081967213115

1.146323701046775

1.035293520479143

0.9549313595963134

# Active PAGEs

PDF(x)

CDF(x)

4.0

375.0

336.0

1836.0

448.0

2312.0

0.14314188355493662

9760.0

856.8581164450634

143.1418835549366

321321.7936668988

214.21452911126585

2482942.565066481

1.2295081967213115

1.035293520479143

1.187593829576258

300.0

1.1320754716981132

1.0609933732663028

0.9694671264931852

0.9116095598103575

0.0

0.9988715277777778

0.9988715277777778

5.0

300.0

336.0

1536.0

448.0

2012.0

0.12719575752444068

10600.0

872.8042424755594

127.19575752444064

261841.27274266782

174.56084849511188

2160702.642407821

1.1320754716981132

0.9694671264931852

1.167729612238761

250.0

1.048951048951049

0.9864495531577778

0.9086028175968114

0.8654786694153519

1.0

0.0011284722222222221

1.0

6.0

250.0

336.0

1336.0

448.0

1812.0

0.11620177111665153

11440.0

883.7982288833484

116.20177111665157

220949.5572208371

147.2997048138914

1945400.5903722171

1.048951048951049

0.9086028175968114

1.1544659873776844

150.0

0.8108108108108109

0.7674331351776347

0.7180769031355811

0.7030815657463919

10.0

150.0

336.0

936.0

448.0

1412.0

0.09410041836510363

14800.0

905.8995816348963

94.10041836510368

135884.93724523444

90.58995816348963

1513876.1506114374

0.8108108108108109

0.7180769031355811

1.1291420282010107

100.0

0.631578947368421

0.5995635443769343

0.5655411210094532

0.5619532478306581

15.0

100.0

336.0

736.0

448.0

1212.0

0.08272672222914257

19000.0

917.2732777708575

82.72672222914252

91727.32777708575

61.1515518513905

1297551.3096322133

0.631578947368421

0.5655411210094532

1.1167692744271092

75.0

0.5172413793103449

0.4916939613690696

0.46567874919203944

0.46636446231583056

336.0

636.0

448.0

1112.0

0.07698312744653457

23200.0

923.0168725534654

76.98312744653458

69226.26544150991

46.15084362767327

1189253.5884296831

0.5172413793103449

0.46567874919203944

1.1107257529096346

BT Utilization:

0.33

No. Active BT XMTRs:

1.0

E-mail with DH1 packet:

Number of Fragments

Fragment Payload (bytes)

Header & Preamble Duration (usec)

Frag. Packet Time (usec)

Ack Packet Time (usec)

Data + Ack Time (usec)

Prob. of Collision (%)

REF Xmit Time (usec)

#Success in 1000 attempts

#Failures in 1000 attempts

Payload in 1000 attempts (bytes)

#First Tries

Effective Tx Time (usec/1000 Att)

Reference Throughput (Mbps)

System Throughput (Mbps)

Degradation Factor

Payload (bits/packet):

224.0

1.0

1500.0

336.0

6336.0

448.0

6812.0

0.14228357744361397

7240.0

857.7164225563861

142.28357744361392

1286574.633834579

857.7164225563861

7240000.0

1.6574585635359116

1.4216294296514684

1.165886502463768

#Tx Packets / sec:

800.0

2.0

750.0

336.0

3336.0

448.0

3812.0

0.08873310963405912

8080.0

911.2668903659409

88.73310963405913

683450.1677744556

455.63344518297043

4057746.621926812

1.4851485148514851

1.3474476973624752

1.1021938126122066

Throughput (bits / sec):

179200.0

3.0

500.0

336.0

2336.0

448.0

2812.0

0.07013593739046331

8920.0

929.8640626095367

70.13593739046325

464932.03130476834

309.95468753651227

2992036.24997079

1.345291479820628

1.243118712373374

1.0821906761038007

4.0

375.0

336.0

1836.0

448.0

2312.0

0.06069868861090877

9760.0

939.3013113890912

60.69868861090879

352237.9917709092

234.8253278472728

2458209.6065832726

1.2295081967213115

1.146323701046775

1.0725663227573292

# E-mails / day:

15.0

5.0

300.0

336.0

1536.0

448.0

2012.0

0.05500750690700207

10600.0

944.992493092998

55.00750690700204

283497.7479278994

188.9984986185996

2137602.4022102407

1.1320754716981132

1.0609933732663028

1.0669957986758973

Size of email (bits):

80000.0

6.0

250.0

336.0

1336.0

448.0

1812.0

0.05117170792078818

11440.0

948.8282920792118

51.17170792078821

237207.07301980295

158.13804867986863

1923723.9026402626

1.048951048951049

0.9864495531577778

1.0633600528209417

Total Email traffic / piconet:

1200000.0

10.0

150.0

336.0

936.0

448.0

1412.0

0.043487100677176205

14800.0

956.5128993228238

43.48710067717616

143476.93489842358

95.65128993228238

1495655.3562437834

0.8108108108108109

0.7674331351776347

1.0565230684535607

Email Tx Time / day / piconet (min):

0.11160714285714285

15.0

100.0

336.0

736.0

448.0

1212.0

0.03960868922363259

19000.0

960.3913107763674

39.60868922363261

96039.13107763673

64.02608738509116

1281453.9106434896

0.631578947368421

0.5995635443769343

1.0533978479708221

Probability of Email:

2.325148809524391E-4

336.0

636.0

448.0

1112.0

0.03766314022912309

23200.0

962.3368597708769

37.66314022912309

72175.26448281576

48.116842988543844

1174311.9932870667

0.5172413793103449

0.4916939613690696

1.0519579656218294

RLAN range to AP (m):

10.0

Data rate (Mbps)

11.0

BT Utilization:

PAGING

No. Active BT XMTRs:

1.0

N =

1.0

Number of Fragments

Fragment Payload (bytes)

Header & Preamble Duration (usec)

Frag. Packet Time (usec)

Ack Packet Time (usec)

Data + Ack Time (usec)

Prob. of Collision (%)

REF Xmit Time (usec)

#Success in 1000 attempts

#Failures in 1000 attempts

Payload in 1000 attempts (bytes)

#First Tries

Effective Tx Time (usec/1000 Att)

Reference Throughput (Mbps)

System Throughput (Mbps)

Degradation Factor

# Active Email

PDF(x)

CDF(x)

0.0

0.9997674851190476

0.9997674851190476

1.0

1500.0

336.0

6336.0

448.0

6812.0

0.5446716898583057

7240.0

455.32831014169426

544.6716898583057

682992.4652125414

455.32831014169426

7240000.0

1.6574585635359116

0.7546878068646866

2.1962174934583105

1.0

2.325148809524391E-4

1.0

2.0

750.0

336.0

3336.0

448.0

3812.0

0.3391502148018595

8080.0

660.8497851981406

339.1502148018594

495637.33889860543

330.4248925990703

4107830.042960372

1.4851485148514851

0.965253837116234

1.5386092836351464

3.0

500.0

336.0

2336.0

448.0

2812.0

0.25178090683569176

8920.0

748.2190931643082

251.78090683569178

374109.5465821541

249.40636438810273

3040474.908489518

1.345291479820628

0.9843450325146964

1.3666869191017557

4.0

375.0

336.0

1836.0

448.0

2312.0

0.2038556763747974

9760.0

796.1443236252026

203.85567637479744

298554.121359451

199.03608090630064

2501156.702912439

1.2295081967213115

0.9549313595963134

1.2875356792566457

5.0

300.0

336.0

1536.0

448.0

2012.0

0.1736393797014647

10600.0

826.3606202985353

173.6393797014647

247908.1860895606

165.27212405970707

2175564.601504469

1.1320754716981132

0.9116095598103575

1.2418424746813967

6.0

250.0

336.0

1336.0

448.0

1812.0

0.15286071976588889

11440.0

847.1392802341111

152.86071976588892

211784.82005852778

141.1898800390185

1957620.2399219628

1.048951048951049

0.8654786694153519

1.2119894874585833

10.0

150.0

336.0

936.0

448.0

1412.0

0.10972283757968482

14800.0

890.2771624203152

109.72283757968478

133541.5743630473

89.02771624203152

1519500.2215286866

0.8108108108108109

0.7030815657463919

1.1532243914687956

Voice payload required (bps):

128000.0

15.0

100.0

336.0

736.0

448.0

1212.0

0.08733700994954163

19000.0

912.6629900504583

87.33700994954165

91266.29900504583

60.84419933669722

1299272.4837144956

0.631578947368421

0.5619532478306581

1.1238994521457846

payload / packet (bits):

240.0

336.0

636.0

448.0

1112.0

0.07593388994429473

23200.0

924.0661100557053

75.93388994429472

69304.9582541779

46.20330550278526

1188854.878178832

0.5172413793103449

0.46636446231583056

1.1090926112634618

# packets / sec:

533.3333333333334

%piconet load:

0.33333333333333337

# calls / day:

10.0

avg call duration (min):

1.0

# call min / day

10.0

Prob of call:

0.02083333333333337

RLAN range to AP (m):

10.0

Data rate (Mbps)

11.0

N =

1.0

# Active Nodes

PDF(x)

CDF(x)

0.0

0.9791666666666666

0.9791666666666666

1.0

0.02083333333333337

1.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

Data Rate (Mbps):

1.0

BT Slot Time (usec):

625.0

SIFS (usec):

28.0

2FSK PPDU Header & Preamble(usec):

128.0

BT Packet Length (usec):

366.0

Slot Time (usec):

50.0

MPDU Header + CRC (approx.) (usec):

208.0

ACK Packet duration (usec):

200.0

Avg. # Slot times:

8.0

Probability of BT in channel:

0.25

Piconet Load Factor:

1.0

Avg. Backoff (usec):

428.0

Packet size (bytes)

1000.0

Ch. Switch Time (usec):

224.0

SIFS (usec):

28.0

1K Byte Packet Time (usec):

8368.0

Pack/Ack/Contend (usec):

4800.0

Payload (bytes):

500.0

Hop Rate (Hz)

Dwell (usec)

Prob. Of Collision

Thruput (Mbps)

0.25152700000000006

0.832776

2.0

500000.0

0.253054

0.832

0.0

4.0

250000.0

0.256108

0.832

8.0

125000.0

0.262216

0.833408

16.0

62500.0

0.274432

0.833216

32.0

31250.0

0.298864

0.820032

64.0

15625.0

0.34772800000000004

0.793664

128.0

7812.5

0.44346700000000006

0.792128

256.0

3906.25

0.5870755000000001

0.789056

512.0

1953.125

0.772764625

0.578112

1024.0

976.5625

0.9312873005371094

0.156224

Hop Rate (Hz)

Prob. of Collision (%)

1.0

0.25152700000000006

2.0

0.253054

4.0

0.256108

8.0

0.262216

16.0

0.274432

32.0

0.298864

64.0

0.34772800000000004

128.0

0.44346700000000006

256.0

0.5870755000000001

512.0

0.772764625

1024.0

0.9312873005371094

Hop Rate (Hz)

Thruput (Mbps)

1.0

0.832776

2.0

0.832

4.0

0.832

8.0

0.833408

16.0

0.833216

32.0

0.820032

64.0

0.793664

128.0

0.792128

256.0

0.789056

512.0

0.578112

1024.0

0.156224

750.0

0.0

0.0

0.0

0.0

0.0

500.0

0.0

0.0

0.0

0.0

0.0

375.0

0.0

0.0

0.0

0.0

0.0

300.0

0.0

0.0

0.0

0.0

0.0

250.0

0.0

0.0

0.0

0.0

0.0

150.0

0.0

0.0

0.0

0.0

0.0

100.0

0.0

0.0

0.0

0.0

0.0

75.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

1.0

2.0

4.0

8.0

16.0

32.0

64.0

128.0

256.0

512.0

1024.0

0.832776

0.832

0.832

0.833408

0.833216

0.820032

0.793664

0.792128

0.789056

0.578112

0.156224

Paging

Synch time (sec):

1.3

# Polls/day

25.0

Total Paging Time (sec):

32.5

Total Paging Time (min):

0.5416666666666666

Probability of Synch:

0.0011284722222222221

RLAN range to AP (m):

20.0

Data rate (Mbps)

11.0

N =

13.0

# Active PAGEs

PDF(x)

CDF(x)

0.0

0.9854287803366487

0.9854287803366487

1.0

0.014472709122872478

0.9999014894595212

2.0

9.81030078720825E-5

0.9999995924673932

3.0

4.0638249545806304E-7

0.9999999988498887

4.0

1.1477736249575954E-9

0.9999999999976623

5.0

2.3340490852531267E-12

0.9999999999999963

6.0

3.51584694629827E-15

0.9999999999999999

7.0

3.972017928380769E-18

0.9999999999999999

8.0

3.365531832946249E-21

0.9999999999999999

9.0

2.112333257452045E-24

0.9999999999999999

10.0

9.54560957569361E-28

0.9999999999999999

11.0

2.941124955181831E-31

0.9999999999999999

12.0

5.537879032670519E-35

0.9999999999999999

13.0

4.812617565543165E-39

0.9999999999999999

E-mail with DH1 packet:

Payload (bits/packet):

224.0

#Tx Packets / sec:

800.0

Throughput (bits / sec):

179200.0

# E-mails / day:

15.0

Size of email (bits):

80000.0

Total Email traffic / piconet:

1200000.0

Email Tx Time / day / piconet (min):

0.11160714285714285

Probability of Email:

2.325148809524391E-4

RLAN range to AP (m):

20.0

Data rate (Mbps)

11.0

N =

13.0

# Active Email

PDF(x)

CDF(x)

0.0

0.996981519881796

0.996981519881796

1.0

0.0030142703750096725

0.9999957902568056

2.0

4.206154297888869E-6

0.9999999964111035

3.0

3.5868100281244965E-9

0.9999999999979136

4.0

2.0854516652666367E-12

0.999999999999999

5.0

8.730203724547388E-16

0.9999999999999999

6.0

2.707165829278748E-19

0.9999999999999999

7.0

6.296027325176578E-23

0.9999999999999999

8.0

1.0981953797580387E-26

0.9999999999999999

9.0

1.418923076213252E-30

0.9999999999999999

10.0

1.3199898378655818E-34

0.9999999999999999

11.0

8.372417984764059E-39

0.9999999999999999

12.0

3.2452741928950786E-43

0.9999999999999999

13.0

5.805769486408833E-48

0.9999999999999999

Voice payload required (bps):

128000.0

payload / packet (bits):

240.0

# packets / sec:

533.3333333333334

%piconet load:

0.33333333333333337

# calls / day:

10.0

avg call duration (min):

1.0

# call min / day

10.0

Prob of call:

0.02083333333333337

RLAN range to AP (m):

20.0

Data rate (Mbps)

11.0

N =

13.0

# Active Nodes

PDF(x)

CDF(x)

0.0

0.7605645294217397

0.7605645294217397

1.0

0.21036891239324754

0.9709334418149872

Range - 20 meters

2.0

0.026855605837435906

0.9977890476524232

BT Idle

0.7495571002182445

3.0

0.002095118185899259

0.9998841658383224

1 call

0.20732430431568502

4.0

1.1144245669676928E-4

0.9999956082950192

2 calls

0.02646693246583218

5.0

4.2680089798762786E-6

0.9999998763039991

Blocked

0.0034652799193772526

6.0

1.210782689326606E-7

0.9999999973822681

Synch

0.011007429203495225

7.0

2.576133381545975E-9

0.9999999999584015

3 calls

0.002064796149816699

8.0

4.110851140764862E-11

0.9999999999995101

4 calls

1.0982958243705862E-4

9.0

4.859162104923013E-13

0.999999999999996

Email

0.0030142703750096725

10.0

4.135457110572784E-15

1.0000000000000002

11.0

2.3996849771215428E-17

1.0000000000000002

Total

0.999995671854888

12.0

8.509521195466479E-20

1.0000000000000002

13.0

1.3927203265902609E-22

1.0000000000000002

Paging

N = 2

Synch time (sec):

10.0

# PAGEs/day

25.0

Total PAGE Time (sec):

250.0

Total PAGE Time (min):

4.166666666666667

Probability of PAGE:

0.008680555555555556

RLAN range to AP (m):

10.0

Data rate (Mbps)

11.0

N =

2.0

# Active PAGEs

PDF(x)

CDF(x)

0.0

0.9827142409336419

0.9827142409336419

1.0

0.017210407021604937

0.9999246479552468

2.0

7.535204475308643E-5

0.9999999999999999

E-mail with DH1 packet:

Payload (bits/packet):

224.0

#Tx Packets / sec:

800.0

Throughput (bits / sec):

179200.0

# E-mails / day:

15.0

Size of email (bits):

80000.0

Total Email traffic / piconet:

1200000.0

Email Tx Time / day / piconet (min):

0.11160714285714285

Probability of Email:

2.325148809524391E-4

RLAN range to AP (m):

10.0

Data rate (Mbps)

11.0

N =

2.0

# Active Email

PDF(x)

CDF(x)

0.0

0.999535024301265

0.999535024301265

1.0

4.649216355651496E-4

0.9999999459368301

2.0

5.406316986432693E-8

0.9999999999999999

Voice payload required (bps):

128000.0

payload / packet (bits):

240.0

# packets / sec:

533.3333333333334

%piconet load:

0.33333333333333337

# calls / day:

10.0

avg call duration (min):

1.0

# call min / day

10.0

Prob of call:

0.02083333333333337

RLAN range to AP (m):

10.0

Data rate (Mbps)

11.0

Range - 10 meters

N =

2.0

BT Idle

0.9422665845873588

1 call

0.040096450407972786

# Active Nodes

PDF(x)

CDF(x)

2 calls

4.2655798306354104E-4

0.0

0.958767361111111

0.958767361111111

Blocked

7.096304978526351E-4

1.0

0.04079861111111118

0.9995659722222222

Synch

0.0165007765237523

2.0

4.340277777777793E-4

1.0

3 calls

0.0

4 calls

0.0

Email

4.649216355651496E-4

Total

1.0004649216355654

RLAN range to AP (m):

10.0

Data rate (Mbps)

11.0

N =

4.0

x

P(x)

CDF(x)

0.0

1.0

2.0

3.0

4.0

RLAN range to AP (m):

4.0

Data rate (Mbps)

11.0

N =

1.0

x

P(x)

CDF(x)

0.0

1.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

Fragment Payload (bytes)

Blocked

Synch

E-mail

BT Idle

1 Call

2 Calls

3 Calls

4 Calls

Fragment Payload (bytes)

R = 20m

R = 10m

R = 4m

BT Idle

1.0744751789641325

0.0

0.0

0.0

0.0

0.0

1500.0

0.0

1.146967232951066

0.0

0.0

0.0

0.0

0.0

750.0

0.0

1.1008036612656822

0.0

0.0

0.0

0.0

0.0

500.0

0.0

1.035293520479143

0.0

0.0

0.0

0.0

0.0

375.0

0.0

0.9694671264931852

0.0

0.0

0.0

0.0

0.0

300.0

0.0

0.9086028175968114

0.0

0.0

0.0

0.0

0.0

250.0

0.0

0.7180769031355811

0.0

0.0

0.0

0.0

0.0

150.0

0.0

0.5655411210094532

0.0

0.0

0.0

0.0

0.0

100.0

0.0

0.46567874919203944

0.0

0.0

0.0

0.0

0.0

75.0

0.0

Prob (r=20)

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

Prob (r=10)

Prob (r=4)

0.0

0.0087

2.0E-4

0.9702

0.0208

R = 20 m

R = 10 m

R = 4 m

BT Idle

0.0

0.977806

1 call

0.0

0.020833

2 calls

0.0

0.0

Blocked

0.0

0.0

Synch

0.0

0.001128

3 calls

0.0

0.0

4 calls

0.0

0.0

Email

0.0

2.33E-4

Total

0.0

1.0

AVAILABILITY CURVE (20 meters)

synch

4 calls

email

3calls

2calls

1 call

idle

Fragment Payload (bytes)

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1500.0

0.0

1.0744751789641325

0.0

0.0

0.0

0.0

750.0

0.0

1.146967232951066

0.0

0.0

0.0

0.0

500.0

0.0

1.1008036612656822

0.0

0.0

0.0

0.0

375.0

0.0

1.035293520479143

0.0

0.0

0.0

0.0

300.0

0.0

0.9694671264931852

0.0

0.0

0.0

0.0

250.0

0.0

0.9086028175968114

0.0

0.0

0.0

0.0

150.0

0.0

0.7180769031355811

0.0

0.0

0.0

0.0

100.0

0.0

0.5655411210094532

0.0

0.0

0.0

0.0

75.0

0.0

0.46567874919203944

0.0

0.0

0.0

0.0

AVAILABILITY CURVE (10 meters)

synch

email

2 calls

1 call

idle

Fragment Payload (bytes)

1500.0

1.0744751789641325

0.0

0.0

0.0

750.0

0.0

0.0

0.0

0.0

500.0

0.0

0.0

0.0

0.0

375.0

0.0

0.0

0.0

0.0

300.0

0.0

0.0

0.0

0.0

250.0

0.0

0.0

0.0

0.0

150.0

0.0

0.0

0.0

0.0

100.0

0.0

0.0

0.0

0.0

75.0

0.0

0.0

0.0

0.0

AVAILABILITY CURVE (4 meters)

synch

email

1 call

idle

Fragment Payload (bytes)

1.0

0.9913

0.9913

0.9704999999999999

1500.0

0.5819260368327615

0.6886918181455384

0.0

750.0

0.5846600484418392

0.7280653673752452

0.0

500.0

0.5751919725638974

0.7141876891707271

0.0

375.0

0.5606886322870347

0.689201566409182

0.0

300.0

0.49269441387422414

0.6618222373914016

0.0

250.0

0.41964326208088865

0.6347096808736633

0.0

150.0

0.3633874538595538

0.5400464483490572

0.0

100.0

0.45248473930735

0.0

75.0

0.38868810308138385

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

1.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

802.11 DSSS Data Rate (Mbps):

11.0

BT Slot Time (usec):

625.0

DIFS (usec):

50.0

802.11 DSSS PLCP Preamble (usec):

72.0

BT Packet Length (usec):

366.0

Slot Time (usec):

20.0

802.11 DSSS PLCP Header (usec):

8.727272727272727

BT Utilization:

1.0

Avg. # Slot times:

15.0

Probability of BT in DS band:

0.25

Avg. Backoff (usec):

350.0

802.11 Payload (bytes)

1500.0

SIFS (usec):

20.0

No. Active BT XMTRs:

1.0

Number of Fragments

Fragment Payload (bytes)

Header & Preamble Duration (usec)

Frag. Packet Time (usec)

Ack Packet Time (usec)

Data + Ack Time (usec)

Prob. of Collision (%)

REF Xmit Time (usec)

#Success in 1000 attempts

#Failures in 1000 attempts

Payload in 1000 attempts (bytes)

#First Tries

Effective Tx Time (usec/1000 Att)

Reference Throughput (Mbps)

System Throughput (Mbps)

Degradation Factor

1.0

1500.0

96.0

1186.909090909091

106.18181818181819

1303.0909090909092

1653.0909090909092

7.2591289045314555

2.0

750.0

96.0

641.4545454545455

106.18181818181819

757.6363636363637

1653.0909090909092

7.2591289045314555

3.0

500.0

96.0

459.6363636363636

106.18181818181819

575.8181818181818

1653.0909090909092

7.2591289045314555

4.0

375.0

96.0

368.72727272727275

106.18181818181819

484.90909090909093

1653.0909090909092

7.2591289045314555

5.0

300.0

96.0

314.1818181818182

106.18181818181819

430.3636363636364

1653.0909090909092

7.2591289045314555

6.0

250.0

96.0

277.8181818181818

106.18181818181819

394.0

1653.0909090909092

7.2591289045314555

10.0

150.0

96.0

205.0909090909091

106.18181818181819

321.27272727272725

1653.0909090909092

7.2591289045314555

15.0

100.0

96.0

168.72727272727275

106.18181818181819

284.90909090909093

1653.0909090909092

7.2591289045314555

150.54545454545456

106.18181818181819

266.72727272727275

1653.0909090909092

7.2591289045314555

No. Active BT XMTRs:

0.0

Number of Fragments

Fragment Payload (bytes)

Header & Preamble Duration (usec)

Frag. Packet Time (usec)

Ack Packet Time (usec)

Data + Ack Time (usec)

Prob. of Collision (%)

REF Xmit Time (usec)

#Success in 1000 attempts

#Failures in 1000 attempts

Payload in 1000 attempts (bytes)

#First Tries

Effective Tx Time (usec/1000 Att)

Reference Throughput (Mbps)

System Throughput (Mbps)

Degradation Factor

1.0

1500.0

96.0

1186.909090909091

106.18181818181819

1303.0909090909092

1653.0909090909092

7.2591289045314555

2.0

750.0

96.0

641.4545454545455

106.18181818181819

757.6363636363637

1653.0909090909092

7.2591289045314555

3.0

500.0

96.0

459.6363636363636

106.18181818181819

575.8181818181818

1653.0909090909092

7.2591289045314555

4.0

375.0

96.0

368.72727272727275

106.18181818181819

484.90909090909093

1653.0909090909092

7.2591289045314555

5.0

300.0

96.0

314.1818181818182

106.18181818181819

430.3636363636364

1653.0909090909092

7.2591289045314555

6.0

250.0

96.0

277.8181818181818

106.18181818181819

394.0

1653.0909090909092

7.2591289045314555

10.0

150.0

96.0

205.0909090909091

106.18181818181819

321.27272727272725

1653.0909090909092

7.2591289045314555

15.0

100.0

96.0

168.72727272727275

106.18181818181819

284.90909090909093

1653.0909090909092

7.2591289045314555

150.54545454545456

106.18181818181819

266.72727272727275

1653.0909090909092

7.2591289045314555

Fragment Payload (bytes)

Synch

No Interference

1500.0

750.0

500.0

375.0

300.0

250.0

150.0

100.0

75.0

Mode

Min/day

P(x)

Mode

Min/day

P(x)

synch

4.166666666666667

0.008680555555555556

synch

4.166666666666667

0.008680555555555556

email

0.11166666666666666

2.326388888888889E-4

email

0.11166666666666666

2.326388888888889E-4

telephony

10.0

0.020833333333333332

telephony

34.0

0.07083333333333333

idle

465.72166666666664

0.9702534722222221

idle

441.72166666666664

0.9202534722222222

Fragment Payload (bytes)

synch

email

telephony

No Jam

Fragment Payload (bytes)

Avg. BT Effect

Reference

Reference

1500.0

0.0

0.0

0.0

1500.0

0.0

0.0

750.0

0.0

0.0

0.0

750.0

0.0

0.0

500.0

0.0

0.0

0.0

500.0

0.0

0.0

375.0

0.0

0.0

0.0

375.0

0.0

0.0

300.0

0.0

0.0

0.0

300.0

0.0

0.0

250.0

0.0

0.0

0.0

250.0

0.0

0.0

150.0

0.0

0.0

0.0

150.0

0.0

0.0

100.0

0.0

0.0

0.0

100.0

0.0

0.0

75.0

0.0

0.0

0.0

75.0

0.0

0.0

Fragment Payload (bytes)

100% BT Util.

33% BT Util.

10% BT Util.

0% BT Util.

1500.0

0.0

0.0

0.0

750.0

0.0

0.0

500.0

0.0

0.0

375.0

0.0

0.0

300.0

0.0

0.0

250.0

0.0

0.0

150.0

0.0

0.0

100.0

0.0

0.0

75.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

Data Rate (Mbps)

Reference:  H. Hashemi, Proceedings of the IEEE, pp. 943-968, Vol. 81, No. 7, July 1993.

Range to AP (m)

Data Rate (Mbps)

Rx Signal Strength (dB)

Maximum Allowable BT Signal

Bluetooth Range (m)

# BT Interferors

-28.366010143088616

-38.366010143088616

0.8069972614466735

1.0

-28.366010143088616

-35.366010143088616

0.5713103092507167

1.0

-28.366010143088616

-31.366010143088616

0.3604724355989901

1.0

-28.366010143088616

-28.366010143088616

0.2551949411689877

1.0

-41.49803042926586

-51.49803042926586

3.6599324954456085

2.0

-41.49803042926586

-48.49803042926586

2.5910337812812383

1.0

-41.49803042926586

-44.49803042926586

1.6348317940956825

1.0

-41.49803042926586

-41.49803042926586

1.157372276807196

1.0

-51.432020286177234

-61.432020286177234

9.95404712866422

13.0

-51.432020286177234

-58.432020286177234

8.074034517193107

9.0

-51.432020286177234

-54.432020286177234

6.107711017666829

5.0

-51.432020286177234

-51.432020286177234

4.95415271198342

4.0

Range to AP (m)

Data Rate (Mbps)

Bluetooth Range (m)


_1000318638.unknown

_999879443.doc
[image: image1.png]EEE
802







_998862354.xls
Sheet: Chart2

Sheet: pldt

Sheet: Path_loss

Sheet: BER

Sheet: rho (CPFSK)

Sheet: Coherent FSK

Sheet: IEEE 802.11

Sheet: Incoherent FSK

Sheet: PSD for 2-Level CPFSK

Sheet: Sheet8

Sheet: Sheet9

Sheet: Sheet10

Sheet: Sheet11

Sheet: Sheet12

Sheet: Sheet13

Sheet: Sheet14

Sheet: Sheet15

Sheet: Sheet16

5.0

5.0

5.0

5.0

6.0

6.0

6.0

6.0

7.0

7.0

7.0

7.0

8.0

8.0

8.0

8.0

9.0

9.0

9.0

9.0

10.0

10.0

10.0

10.0

11.0

11.0

11.0

11.0

12.0

12.0

12.0

12.0

13.0

13.0

13.0

13.0

14.0

14.0

14.0

14.0

15.0

15.0

15.0

15.0

16.0

16.0

16.0

16.0

17.0

17.0

17.0

17.0

18.0

18.0

18.0

18.0

19.0

19.0

19.0

19.0

20.0

20.0

20.0

20.0

21.0

21.0

21.0

21.0

22.0

22.0

22.0

22.0

23.0

23.0

23.0

23.0

24.0

24.0

24.0

24.0

25.0

25.0

25.0

25.0

26.0

26.0

26.0

26.0

27.0

27.0

27.0

27.0

28.0

28.0

28.0

28.0

29.0

29.0

29.0

29.0

0.021164609811602494

0.026815072405943052

0.009332812280759457

0.015182948025831533

0.003329212408816005

0.007560055138512933

9.09404448078602E-4

0.0032060118740189214

1.7751960085332763E-4

0.0011120701594946047

2.2699964881242427E-5

2.998556887833792E-4

1.7042229507027343E-6

5.89430110776723E-5

6.544347099567512E-8

7.790477368707638E-6

0.012881380429355844

1.080577377086796E-9

6.252343275336969E-7

0.0060942344925763595

6.165748992236538E-12

2.6797875252171366E-8

0.0024255920820838305

9.233633312048375E-15

5.217796195111646E-10

7.774705278085956E-4

1.8993695788805436E-4

0.020794599080320438

3.29965185352385E-5

0.011071080598082565

3.73508300188239E-6

0.005108172603710152

2.46763168146282E-7

0.001970911720758811

8.282332044084813E-9

6.077679724317595E-4

1.185727469443439E-10

1.4142969857413326E-4

5.808512479215001E-13

2.309599161986263E-5

7.375110038118522E-16

2.4157734848504996E-6

1.7108012650297664E-19

1.4434042774826083E-7

4.66947680106236E-24

4.267883274368551E-9

8.62318280772248E-30

5.214434626911818E-11

5.3714495543377686E-37

2.0978455319342263E-13

4.699225864925212E-46

Range (ft)

Range (m)

Free Space

Indoor

Frequncy (GHz):

2.4

10.0

3.048

49.72628893697184

49.72628893697184

Wavelength (m):

0.125

20.0

6.096

55.746888850251466

55.746888850251466

30.0

9.144

59.26871403136509

58.746888850251466

40.0

12.192

61.76748876353109

61.746888850251466

50.0

15.24

63.705689023692216

64.74688885025147

60.0

18.288

65.28931394464472

67.74688885025147

70.0

21.336

66.62824973725698

70.74688885025147

80.0

24.384

67.78808867681072

73.74688885025147

90.0

27.432

68.81113912575833

76.74688885025147

100.0

30.48

69.72628893697184

79.74688885025147

110.0

33.528

70.55414264013633

82.74688885025147

120.0

36.576

71.30991385792434

85.74688885025147

130.0

39.624

72.00515598310858

88.74688885025147

140.0

42.672

72.6488496505366

91.74688885025147

150.0

45.72

73.24811411808547

94.74688885025147

160.0

48.768

73.80868859009034

97.74688885025147

170.0

51.816

74.33526736453732

100.74688885025147

180.0

54.864

74.83173903903796

103.74688885025147

190.0

57.912

75.30136095602842

106.74688885025147

200.0

60.96

75.74688885025147

109.74688885025147

210.0

64.008

76.17067483165023

112.74688885025147

220.0

67.056

76.57474255341596

115.74688885025147

230.0

70.104

76.9608456573237

118.74688885025147

240.0

73.152

77.33051377120395

121.74688885025147

250.0

76.2

77.6850891104126

124.74688885025147

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

MSK,  PSK

DBPSK

DQPSK

Noncoherent OFSK

Coherent OOK, OFSK

Eb/No (linear)

Eb/No (dB)

Eb/No (lin)

z (MSK)

z (FSK)

Note:  See "Modern Comm Systems", Couch, p. 379

0.0

0.07864963241272255

0.18393972058572117

0.13891375185974725

0.3032653298563167

0.15865525434157124

1.0

0.0

1.0

1.4142135623730951

1.0

0.28209491091159217

0.3678794411714422

0.10377691818346431

1.0

0.05628196928728979

0.14197950080158067

0.1116825583673221

0.2664390181651147

0.13092739648111973

1.2589254117941673

1.0

1.2589254117941673

1.5867737153067336

1.1220184543019636

0.2514173539927119

0.2839590016031613

0.07139222082547905

For MSK, z = sqrt(2*Eb/No)

2.0

0.03750613545300069

0.1024848421276144

0.08593777860815321

0.2263678887647433

0.1040286968891675

1.5848931924611136

2.0

1.5848931924611136

1.780389391375445

1.2589254117941673

0.22407595260910848

0.2049696842552288

0.04592877725547858

3.0

0.022878410937587967

0.06798899021423575

0.06264975618812907

0.18437596130493225

0.07889590147253922

1.9952623149688797

3.0

1.9952623149688797

1.9976297529666902

1.4125375446227544

0.19970790297608063

0.13597798042847148

0.027155877322292573

Q(z)=0.5*erfc(z/sqrt(2))

4.0

0.012500820083047426

0.04055753839216112

0.04272107546585269

0.14240354348147577

0.05649531943319641

2.5118864315095806

4.0

2.5118864315095806

2.2413774476912987

1.5848931924611136

0.17798985588015492

0.08111507678432228

0.014437660826549223

5.0

0.005953867677791769

0.021164609811602494

0.026815072405943052

0.10287033054190721

0.0376789954026272

3.1622776601683795

5.0

3.1622776601683795

2.514866859365871

1.7782794100389228

0.1586336260314782

0.04232921962320499

0.006714837595911809

6.0

0.002388290920690206

0.009332812280759457

0.015182948025831533

0.06831109822261482

0.02300714233446499

3.9810717055349727

6.0

3.9810717055349727

2.8217270263209278

1.9952623149688797

0.14138236802011273

0.018665624561518913

0.0026389902010819223

7.0

7.726748541210804E-4

0.003329212408816005

0.007560055138512933

0.04079958583623126

0.012587035214507492

5.011872336272723

7.0

5.011872336272723

3.166029796534683

2.2387211385683394

0.12600716813349594

0.006658424817632004

8.39009255499598E-4

8.0

1.9090777577313034E-4

9.09404448078602E-4

0.0032060118740189214

0.021323747889132928

0.0060043869441666065

6.309573444801934

8.0

6.309573444801934

3.5523438585818052

2.5118864315095806

0.11230400681055484

0.001818808896157204

2.042595266611364E-4

9.0

3.362722882621627E-5

1.7751960085332763E-4

0.0011120701594946047

0.00942124197898896

0.002413310563358695

7.943282347242818

9.0

7.943282347242818

3.9857953653550298

2.818382931264454

0.10009105142608554

3.5503920170665526E-4

3.553624699629719E-5

10.0

3.872108223668125E-6

2.2699964881242427E-5

2.998556887833792E-4

0.0033689734995427335

7.82701168925648E-4

10.0

10.0

10.0

4.47213595499958

3.1622776601683795

0.08920624348229172

4.539992976248477E-5

4.049957188471159E-6

11.0

2.6130679692260017E-7

1.7042229507027343E-6

5.89430110776723E-5

9.230988437601724E-4

1.9398547381455078E-4

12.58925411794168

11.0

12.58925411794168

5.017819071656865

3.5481338923357555

0.0795051481909798

3.4084459014054685E-6

2.709889964921795E-7

12.0

9.006010381895635E-9

6.544347099567512E-8

7.790477368707638E-6

1.8089150200558776E-4

3.430262428844033E-5

15.848931924611136

12.0

15.848931924611136

5.630085598747347

3.9810717055349727

0.07085903791167322

1.3088694199135023E-7

9.27452278470806E-9

13.0

1.3329309878074014E-10

1.080577377086796E-9

6.252343275336969E-7

2.3244110835723486E-5

3.969248404844805E-6

19.952623149688804

13.0

19.952623149688804

6.317059941094244

4.466835921509632

0.06315318401403339

2.161154754173592E-9

1.3648380387312794E-10

14.0

6.81010803305071E-13

6.165748992236538E-12

2.6797875252171366E-8

1.7558116345776585E-6

2.6951481335579786E-7

25.1188643150958

14.0

25.1188643150958

7.087857830839414

5.011872336272723

0.05628533449864033

1.2331497984473076E-11

6.940824889253761E-13

15.0

8.881784197001252E-16

9.233633312048375E-15

5.217796195111646E-10

6.794716076499581E-8

9.361039998712073E-9

31.622776601683803

15.0

31.622776601683803

7.952707287670508

5.623413251903492

0.05016435717508486

1.846726662409675E-14

9.26398558978713E-16

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

1.0

1.0

1.0

2.0

2.0

2.0

3.0

3.0

3.0

4.0

4.0

4.0

5.0

5.0

5.0

6.0

6.0

6.0

7.0

7.0

7.0

8.0

8.0

8.0

9.0

9.0

9.0

10.0

10.0

10.0

11.0

11.0

11.0

12.0

12.0

12.0

13.0

13.0

13.0

14.0

14.0

14.0

15.0

15.0

15.0

0.07864963241272255

0.18393972058572117

0.13891375185974725

0.05628196928728979

0.14197950080158067

0.1116825583673221

0.03750613545300069

0.1024848421276144

0.08593777860815321

0.022878410937587967

0.06798899021423575

0.06264975618812907

0.012500820083047426

0.04055753839216112

0.04272107546585269

0.005953867677791769

0.021164609811602494

0.026815072405943052

0.002388290920690206

0.009332812280759457

0.015182948025831533

7.726748541210804E-4

0.003329212408816005

0.007560055138512933

1.9090777577313034E-4

9.09404448078602E-4

0.0032060118740189214

3.362722882621627E-5

1.7751960085332763E-4

0.0011120701594946047

3.872108223668125E-6

2.2699964881242427E-5

2.998556887833792E-4

2.6130679692260017E-7

1.7042229507027343E-6

5.89430110776723E-5

9.006010381895635E-9

6.544347099567512E-8

7.790477368707638E-6

1.3329309878074014E-10

1.080577377086796E-9

6.252343275336969E-7

6.81010803305071E-13

6.165748992236538E-12

2.6797875252171366E-8

8.881784197001252E-16

9.233633312048375E-15

5.217796195111646E-10

0.0

0.0

0.0

0.0

1.0

1.0

1.0

1.0

2.0

2.0

2.0

2.0

3.0

3.0

3.0

3.0

4.0

4.0

4.0

4.0

5.0

5.0

5.0

5.0

6.0

6.0

6.0

6.0

7.0

7.0

7.0

7.0

8.0

8.0

8.0

8.0

9.0

9.0

9.0

9.0

10.0

10.0

10.0

10.0

11.0

11.0

11.0

11.0

12.0

12.0

12.0

12.0

13.0

13.0

13.0

13.0

14.0

14.0

14.0

14.0

15.0

15.0

15.0

15.0

0.07864963241272255

0.18393972058572117

0.13891375185974725

0.3032653298563167

0.05628196928728979

0.14197950080158067

0.1116825583673221

0.2664390181651147

0.03750613545300069

0.1024848421276144

0.08593777860815321

0.2263678887647433

0.022878410937587967

0.06798899021423575

0.06264975618812907

0.18437596130493225

0.012500820083047426

0.04055753839216112

0.04272107546585269

0.14240354348147577

0.005953867677791769

0.021164609811602494

0.026815072405943052

0.10287033054190721

0.002388290920690206

0.009332812280759457

0.015182948025831533

0.06831109822261482

7.726748541210804E-4

0.003329212408816005

0.007560055138512933

0.04079958583623126

1.9090777577313034E-4

9.09404448078602E-4

0.0032060118740189214

0.021323747889132928

3.362722882621627E-5

1.7751960085332763E-4

0.0011120701594946047

0.00942124197898896

3.872108223668125E-6

2.2699964881242427E-5

2.998556887833792E-4

0.0033689734995427335

2.6130679692260017E-7

1.7042229507027343E-6

5.89430110776723E-5

9.230988437601724E-4

9.006010381895635E-9

6.544347099567512E-8

7.790477368707638E-6

1.8089150200558776E-4

1.3329309878074014E-10

1.080577377086796E-9

6.252343275336969E-7

2.3244110835723486E-5

6.81010803305071E-13

6.165748992236538E-12

2.6797875252171366E-8

1.7558116345776585E-6

8.881784197001252E-16

9.233633312048375E-15

5.217796195111646E-10

6.794716076499581E-8

Time

rho

0.0

0.0

0.0

0.0

1.0

0.06279051952931337

0.09410831331851431

0.005909109885296915

2.0

0.12533323356430426

0.1873813145857246

0.023485106066558993

3.0

0.1873813145857246

0.2789911060392293

0.05227772020735607

4.0

0.2486898871648548

0.3681245526846779

0.0915488534697652

5.0

0.3090169943749474

0.45399049973954675

0.14029077970429507

6.0

0.3681245526846779

0.5358267949789967

0.19725099921810776

7.0

0.42577929156507266

0.6129070536529765

0.2609631310996003

8.0

0.4817536741017153

0.6845471059286886

0.32978308337684187

9.0

0.5358267949789967

0.7501110696304595

0.4019296103183561

10.0

0.5877852522924731

0.8090169943749473

0.47552825814757677

11.0

0.6374239897486896

0.8607420270039436

0.5486576169972281

12.0

0.6845471059286886

0.9048270524660196

0.6193967401315994

13.0

0.7289686274214116

0.9408807689542255

0.685872562711764

14.0

0.7705132427757893

0.9685831611286311

0.7463061523792464

15.0

0.8090169943749473

0.9876883405951378

0.7990566526874576

16.0

0.8443279255020151

0.9980267284282716

0.8426618372094055

17.0

0.8763066800438637

0.9995065603657316

0.8758742755961559

18.0

0.9048270524660196

0.9921147013144779

0.8976922208985845

19.0

0.9297764858882513

0.9759167619387474

0.9073844574348497

20.0

0.9510565162951535

0.9510565162951536

0.9045084971874737

21.0

0.9685831611286311

0.9177546256839811

0.888921676485414

h

22.0

0.9822872507286886

0.8763066800438635

0.8607848795354712

0.5

23.0

0.9921147013144778

0.8270805742745617

0.8205587969094136

24.0

0.9980267284282716

0.7705132427757893

0.7689928108981795

rho

25.0

1.0

0.7071067811865476

0.7071067811865476

1.2972262153354564E-16

26.0

0.9980267284282716

0.6374239897486899

0.636166179110581

27.0

0.9921147013144779

0.5620833778521308

0.5576511825315995

28.0

0.9822872507286887

0.4817536741017152

0.47322049206181854

29.0

0.9685831611286311

0.39714789063478106

0.3846707593466041

30.0

0.9510565162951536

0.3090169943749475

0.2938926261462367

31.0

0.9297764858882515

0.21814324139654276

0.20282445640595007

32.0

0.9048270524660195

0.12533323356430454

0.11340490030202485

33.0

0.8763066800438635

0.031410759078128236

0.0275254580054122

34.0

0.844327925502015

-0.06279051952931335

-0.05301578909537889

35.0

0.8090169943749475

-0.15643446504023073

-0.12655814072350025

36.0

0.7705132427757893

-0.24868988716485457

-0.19161885140493723

37.0

0.7289686274214114

-0.3387379202452915

-0.24692931677679367

38.0

0.6845471059286888

-0.42577929156507227

-0.29146598180523764

39.0

0.6374239897486899

-0.5090414157503712

-0.3244752101749232

40.0

0.5877852522924732

-0.5877852522924727

-0.3454915028125261

41.0

0.535826794978997

-0.6613118653236517

-0.3543486172779544

42.0

0.4817536741017152

-0.7289686274214116

-0.35118331456514934

43.0

0.4257792915650729

-0.7901550123756904

-0.33643164139591286

44.0

0.36812455268467814

-0.8443279255020153

-0.31081783989461165

45.0

0.3090169943749475

-0.8910065241883678

-0.27533615807315837

46.0

0.24868988716485524

-0.9297764858882515

-0.23122600936408488

47.0

0.18738131458572457

-0.960293685676943

-0.17994109321051616

48.0

0.12533323356430454

-0.9822872507286887

-0.12311323742281731

49.0

0.06279051952931358

-0.99556196460308

-0.0625118529810515

50.0

1.22514845490862E-16

-1.0

-1.22514845490862E-16

51.0

-0.06279051952931335

-0.99556196460308

0.06251185298105126

52.0

-0.12533323356430429

-0.9822872507286887

0.12311323742281707

53.0

-0.18738131458572477

-0.9602936856769431

0.17994109321051638

54.0

-0.24868988716485457

-0.9297764858882516

0.23122600936408427

55.0

-0.3090169943749473

-0.8910065241883683

0.27533615807315837

56.0

-0.3681245526846779

-0.844327925502015

0.3108178398946113

57.0

-0.42577929156507227
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BER as a Function of Modulation Index (h)

check w/coherent OFSK from Couch

Eb/No (dB)

Eb/No (lin)

h=0.32

h=0.75

h=1

z

0.05

0.983631643083466

0.0

1.0

0.2636812239790577

0.22916376362338248

0.13544787569173367

0.15865540654881505

1.0

0.15865525434157124

0.1

0.935489283788639

1.0

1.2589254117941673

0.2391133383085719

0.202678238494853

0.10835109179206193

0.13092739648111973

1.1220184543019636

0.13092739648111973

Note 2: BER is given by 4.2.38 in Proakis

0.15000000000000002
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2.0
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0.15824156327182837
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0.09362163336169205

0.025121457251853885

0.0376789954026272

1.7782794100389228

0.0376789954026272

Note 4:   Q(z) is defined in A-115a in Couch "Modern Communications Systems"
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0.012587035214507492

Note 5:  Couch gives formula for coherent OFSK BER as Q(z), where z=sqrt(Eb/No) 
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For FHSS 1 Mbps PMD:

For FHSS 2 Mbps PMD:

Waveform is 2 - level GFSK

Waveform is 4 - level GFSK

BT = 0.5

BT = 0.5

h2 = 0.32

h4 = 0.45 * h2

Fclk = 1 MHz

Fclk = 1 MHz

Symbol

Carrier Devialtion

Symbol

Carrier Devialtion

1.0

0.5 * h2 * Fclk

10.0

3/2 * h4 * Fclk

0.0

 - 0.5 * h2 * Fclk

11.0

 1/2 * h4 * Fclk

01

-1/2 * h4 * Fclk

00

 3/2 * h4 * Fclk

h

r

BER as a Function of Modulation Index (h)

h=

0.16

r=

0.9584184823246249

0.6

0.05

0.9958927352435614

Eb/No (dB)

Eb/No (lin)

a

b

Eb/No (dB)

4FSK: h=0.16

2FSK: h=0.32

DBPSK

DQPSK

DBPSK w/PG

DQPSK w/PG

0.1
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4.267883274368551E-9

8.62318280772248E-30

29.0

794.3282347242821

13.475438662493351

24.753601507208227

2.618086484840518E-30

3.264490579268275E-173

1.6039785818143509E143

8.71869258715334E142

4.736978733641945E142

2.029334801557582E142

1.377754632047439E142

7.226478644601605E141

3.956852700235312E141

2.1053503088483577E141

1.1239554615930194E141

5.962342766515181E140

3.1553982676126783E140

3.4434987694412926E143

30.0

5.214434626911818E-11

5.3714495543377686E-37

30.0

1000.0

15.119690859131703

27.773997701524518

1.645543303853522E-37

7.124576406741286E-218

4.619343550857301E180

2.511697154229042E180

1.3658236464030904E180

5.1385317153206395E179

3.991059939562175E179

2.0283527398198807E179

1.1530323323768354E179

6.105573135442603E178

3.302405423249532E178

1.7581876553968603E178

9.37288214796026E177

9.848996568486234E180

31.0

2.0978455319342263E-13

4.699225864925212E-46

check with Couch

31.0

1258.925411794168

16.964572167286484

31.162937970850834

1.4551237647905478E-46

4.244438693261468E-274

6.8566134179330866E227

3.729093039945819E227

2.0289518013807403E227

6.515933072945529E226

5.951912964442655E226

2.8515328152848436E226

1.7283673726357463E226

8.980302460387856E225

4.982416340176344E225

2.6476095677289905E225

1.4260096129980919E225

1.4499796261603435E228

z

32.0

1584.8931924611156

19.034563041032897

34.96539149356203

0.0

0.0

1.7159530195421966E287

9.334338356329252E286

5.080401300014441E286

1.3619136393349492E286

1.494922013514131E286

6.534928183348358E285

4.3610350637953443E285

2.1732018639406172E285

1.2638880819161082E285

6.627442585658217E284

3.640513536003769E284

Eb/No (dB)

4FSK: h=0.16

2FSK: h=0.32

Eb/No (dB)

2FSK: h=0.32

5.623413251903492

6.794716076499581E-8

15.0

0.012881380429355844

6.309573444801935

1.1328766758845018E-9

16.0

0.0060942344925763595

12.0

0.023

7.0794578438413795

6.5437621607086935E-12

MSK,  PSK

DBPSK

DQPSK

Incoherent OOK, OFSK

Coherent OOK, OFSK

Eb/No (linear)

17.0

0.0024255920820838305

13.0

0.012881380429355844

7.943282347242818

9.95188509829713E-15

0.0

0.07864963241272255

0.18393972058572117

0.13891375185974725

0.46645018148889594

0.5

1.0

18.0

7.774705278085956E-4

14.0

0.0060942344925763595

8.912509381337458

2.8206652379683697E-18

1.0

0.05628196928728979

0.14197950080158067

0.1116825583673221

0.47284461227235347

0.5

1.2589254117941673

19.0

1.8993695788805436E-4

15.0

0.0024255920820838305

10.0

9.643749239819589E-23

2.0

0.03750613545300069

0.1024848421276144

0.08593777860815321

0.4789705959102914

0.5

1.5848931924611136

20.0

0.020794599080320438

3.29965185352385E-5

16.0

7.774705278085956E-4

11.220184543019636

2.300128138017938E-28

3.0

0.022878410937587967

0.06798899021423575

0.06264975618812907

0.48458033142804435

0.5

1.9952623149688797

21.0

0.011071080598082565

3.73508300188239E-6

17.0

1.8993695788805436E-4

12.58925411794168

1.9206649441783457E-35

4.0

0.012500820083047426

0.04055753839216112

0.04272107546585269

0.4894329914096894

0.5

2.5118864315095806

22.0

0.005108172603710152

2.46763168146282E-7

18.0

3.29965185352385E-5

14.125375446227546

2.357215766779971E-44

5.0

0.005953867677791769

0.021164609811602494

0.026815072405943052

0.49334097222953077

0.5

3.1622776601683795

23.0

0.001970911720758811

8.282332044084813E-9

19.0

3.73508300188239E-6

15.848931924611136

1.425769058953184E-55

6.0

0.002388290920690206

0.009332812280759457

0.015182948025831533

0.4962186342236964

0.5

3.9810717055349727

24.0

6.077679724317595E-4

1.185727469443439E-10

20.0

2.46763168146282E-7

17.782794100389236

1.0739476239333046E-69

7.0

7.726748541210804E-4

0.003329212408816005

0.007560055138512933

0.4981135538707836

0.5

5.011872336272723

25.0

1.4142969857413326E-4

5.808512479215001E-13

21.0

8.282332044084813E-9

19.952623149688804

1.7827740980348658E-87

8.0

1.9090777577313034E-4

9.09404448078602E-4

0.0032060118740189214

0.49919913909538055

0.5

6.309573444801934

26.0

2.309599161986263E-5

7.375110038118522E-16

22.387211385683404

7.371315875800465E-110

9.0

3.362722882621627E-5

1.7751960085332763E-4

0.0011120701594946047

0.4997220597395548

0.5

7.943282347242818

27.0

2.4157734848504996E-6

1.7108012650297664E-19

25.118864315095802

4.878917700200102E-138

10.0

3.872108223668125E-6

2.2699964881242427E-5

2.998556887833792E-4

0.49992504169711294

0.5

10.0

28.0

1.4434042774826083E-7

4.66947680106236E-24

28.183829312644548

1.6322452896341375E-173

11.0

2.6130679692260017E-7

1.7042229507027343E-6

5.89430110776723E-5

0.49998526446437086

0.5

12.58925411794168

29.0

4.267883274368551E-9

8.62318280772248E-30

31.622776601683793

3.562288203370643E-218

12.0

9.006010381895635E-9

6.544347099567512E-8

7.790477368707638E-6

0.49999805238445105

0.5

15.848931924611136

30.0

5.214434626911818E-11

5.3714495543377686E-37

13.0

1.3329309878074014E-10

1.080577377086796E-9

6.252343275336969E-7

0.49999984369144257

0.5

19.952623149688804

14.0

6.81010803305071E-13

6.165748992236538E-12

2.6797875252171366E-8

0.49999999330053124

0.5

25.1188643150958

15.0

8.881784197001252E-16

9.233633312048375E-15

5.217796195111646E-10

0.4999999998695551

0.5

31.622776601683803

Note 2: BER is given by 4.2.38 in Proakis

Eb/No (dB)

DBPSK

DQPSK

DBPSK w/PG

DQPSK w/PG

-5.0

0.021164609811602494

0.026815072405943052

Note 4:   Q(z) is defined in A-115a in Couch "Modern Communications Systems"

-4.0

0.009332812280759457

0.015182948025831533

-3.0

0.003329212408816005

0.007560055138512933

Note 5:  Couch gives formula for coherent OFSK BER as Q(z), where z=sqrt(Eb/No) 

-2.0

9.09404448078602E-4

0.0032060118740189214

-1.0

1.7751960085332763E-4

0.0011120701594946047

0.0

2.2699964881242427E-5

2.998556887833792E-4

1.0

1.7042229507027343E-6

5.89430110776723E-5

2.0

6.544347099567512E-8

7.790477368707638E-6

3.0

1.080577377086796E-9

6.252343275336969E-7

4.0

6.165748992236538E-12

2.6797875252171366E-8

5.0

0.021164609811602494

0.026815072405943052

9.233633312048375E-15

5.217796195111646E-10

6.0

0.009332812280759457

0.015182948025831533

7.0

0.003329212408816005

0.007560055138512933

8.0

9.09404448078602E-4

0.0032060118740189214

9.0

1.7751960085332763E-4

0.0011120701594946047

10.0

2.2699964881242427E-5

2.998556887833792E-4

11.0

1.7042229507027343E-6

5.89430110776723E-5

12.0

6.544347099567512E-8

7.790477368707638E-6

13.0

1.080577377086796E-9

6.252343275336969E-7

14.0

6.165748992236538E-12

2.6797875252171366E-8

15.0

9.233633312048375E-15

5.217796195111646E-10

Eb/No (dB)

4FSK (h=0.15)

2FSK (h=0.32)

DBPSK

DQPSK

5.0

0.021164609811602494

0.026815072405943052

6.0

0.009332812280759457

0.015182948025831533

7.0

0.003329212408816005

0.007560055138512933

8.0

9.09404448078602E-4

0.0032060118740189214

9.0

1.7751960085332763E-4

0.0011120701594946047

10.0

2.2699964881242427E-5

2.998556887833792E-4

11.0

1.7042229507027343E-6

5.89430110776723E-5

12.0

6.544347099567512E-8

7.790477368707638E-6

13.0

0.012881380429355844

1.080577377086796E-9

6.252343275336969E-7

14.0

0.0060942344925763595

6.165748992236538E-12

2.6797875252171366E-8

15.0

0.0024255920820838305

9.233633312048375E-15

5.217796195111646E-10

16.0

7.774705278085956E-4

17.0

1.8993695788805436E-4

18.0

0.020794599080320438

3.29965185352385E-5

19.0

0.011071080598082565

3.73508300188239E-6

20.0

0.005108172603710152

2.46763168146282E-7

21.0

0.001970911720758811

8.282332044084813E-9

22.0

6.077679724317595E-4

1.185727469443439E-10

23.0

1.4142969857413326E-4

5.808512479215001E-13

24.0

2.309599161986263E-5

7.375110038118522E-16

25.0

2.4157734848504996E-6

1.7108012650297664E-19

26.0

1.4434042774826083E-7

4.66947680106236E-24

27.0

4.267883274368551E-9

8.62318280772248E-30

28.0

5.214434626911818E-11

5.3714495543377686E-37

29.0

2.0978455319342263E-13

4.699225864925212E-46
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16.0
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16.0

16.0

16.0

16.0

17.0
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17.0

18.0
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18.0

18.0

18.0
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28.0
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29.0
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30.0
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30.0

30.0

0.021164609811602494

0.026815072405943052

0.009332812280759457

0.015182948025831533

0.003329212408816005

0.007560055138512933
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11.0

12.0

12.0

12.0

12.0

13.0

13.0

13.0

13.0

14.0

14.0

14.0

14.0

15.0

15.0

15.0

15.0

0.021164609811602494

0.026815072405943052

0.009332812280759457

0.015182948025831533

0.003329212408816005

0.007560055138512933

9.09404448078602E-4

0.0032060118740189214

1.7751960085332763E-4

0.0011120701594946047

2.2699964881242427E-5

2.998556887833792E-4

1.7042229507027343E-6

5.89430110776723E-5

6.544347099567512E-8

7.790477368707638E-6

1.080577377086796E-9

6.252343275336969E-7

6.165748992236538E-12

2.6797875252171366E-8

0.021164609811602494

0.026815072405943052

9.233633312048375E-15

5.217796195111646E-10

0.009332812280759457

0.015182948025831533

0.003329212408816005

0.007560055138512933

9.09404448078602E-4

0.0032060118740189214

1.7751960085332763E-4

0.0011120701594946047

2.2699964881242427E-5

2.998556887833792E-4

1.7042229507027343E-6

5.89430110776723E-5

6.544347099567512E-8

7.790477368707638E-6

1.080577377086796E-9

6.252343275336969E-7

6.165748992236538E-12

2.6797875252171366E-8

9.233633312048375E-15

5.217796195111646E-10

11.0

12.0

13.0

14.0

15.0

16.0

17.0

18.0

19.0

20.0

21.0

0.035

0.023

0.012881380429355844

0.0060942344925763595

0.0024255920820838305

7.774705278085956E-4

1.8993695788805436E-4

3.29965185352385E-5

3.73508300188239E-6

2.46763168146282E-7

8.282332044084813E-9

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

Formulation taken from Proakis (Eqn. 3.4.51 and 3.4.52, pp. 200-201)

h =

0.99

f

PSD

f

0.99

0.99

Max. Linear Value

psi =

-0.9995065603657316

1.0E-4

0.6428442175494836

0.6430976573961177

-0.49988154606259816

0.5001233903392278

0.5001233903392278

-0.49987167321022147

0.4132486880368078

0.41357459694837434

-0.2065753930841798

0.20675681618720168

0.20675681618720168

-0.20673422577382686

0.20675682462539471

1.0E-4

0.20675682462539471

-29.48797814958055

183.7628291985852

-3.1101767270538954

0.0101

0.6301109298066495

0.6557059106491375

-0.5003752317548124

0.5001232659774169

0.5001232659774169

-0.4993777389171154

0.3970397838618004

0.42995024126021475

-0.19866887386572898

0.20663466001034372

0.20663466001034375

-0.2147075793273943

0.20672072298739486

0.0101

0.20672072298739486

-29.488736533792768

0.0

0.0201

0.6172622715468196

0.6681844208596665

-0.5008696588676482

0.5001228967880236

0.5001228967880236

-0.49888257378983825

0.38101271187513963

0.44647042027956785

-0.1908377070211387

0.20627320488586198

0.20627320488586195

-0.2227363123901016

0.20661388062879776

0.0201

0.20661388062879776

-29.490981738883253

0.0

0.030100000000000002

0.6043054303299478

0.6805261552119584

-0.5013658086640175

0.5001222798409866

0.5001222798409866

-0.4983851907082473

0.36518505312626337

0.46311584792757043

-0.1830912994726612

0.20567311259089366

0.20567311259089366

-0.2308100801893939

0.20643643664339154

0.030100000000000002

0.20643643664339154

-29.4947131461829

3.1101767270538954

0.040100000000000004

0.5912476351299559

0.6927241418615091

-0.501864676096349

0.5001214102106423

0.5001214102106423

-0.49788458487344733

0.3495737660467655

0.4798667367177642

-0.17543872486884085

0.20483548149990657

0.20483548149990657

-0.23891825100529984

0.20618862247255054

0.040100000000000004

0.20618862247255054

-29.49992971446909

0.050100000000000006

0.5780961514085496

0.7047714747204108

-0.5023672778585548

0.5001202808917006

0.5001202808917006

-0.49737972558785953

0.33419516027337676

0.4967028315795826

-0.16788871294003974

0.203761844102949

0.203761844102949

-0.24704991806976562

0.20587076226226297

0.050100000000000006

0.20587076226226297

-29.506629960493797

0.06010000000000001

0.5648582761720603

0.7166613182036974

-0.5028746608098877

0.5001188826783034

0.5001188826783034

-0.4968695475896

0.31906487216007157

0.5136034450094612

-0.16044963936384618

0.20245416354376794

0.20245416354376797

-0.25519391136231095

0.20548327338272793

0.06010000000000001

0.20548327338272793

-29.51481193112607

0.07010000000000001

0.5515413330150203

0.7283869119330987

-0.5033879109215247

0.5001172040025459

0.5001172040025459

-0.4963529417830983

0.30419784202398553

0.5305474934754356

-0.15312951620329007

0.20091482918633805

0.20091482918633805

-0.2633388091421816

0.2050266671316564

0.07010000000000001

0.2050266671316564

-29.524473166455643

0.0801

0.5381526671541882

0.7399415753946441

-0.5039081629124224

0.5001152307275366

0.5001152307275366

-0.4958287451895665

0.28960829316516645

0.5475135349975078

-0.1459359829730613

0.19914665122072717

0.19914665122072714

-0.2714729490321181

0.20450154964973727

0.0801

0.20450154964973727

-29.535610652977468

0.0901

0.5246996404567388

0.7513187125465983

-0.5044366107621382

0.5001129458885294

0.5001129458885294

-0.4952957299166963

0.275309712695431

0.564479807822678

-0.13887629838198118

0.1971528543215595

0.1971528543215595

-0.2795844384387698

0.20390862308511926

0.0901

0.20390862308511926

-29.548220765716703

0.1001

0.5111896264663379

0.7625118163742359

-0.5049745193159054

0.5001103293738004

0.5001103293738004

-0.49475259091565515

0.2613148342067941

0.5814242701103365

-0.13195733279369137

0.1949370703746199

0.19493707037461994

-0.2876611640583327

0.20324868705358662

0.1001

0.20324868705358662

-29.562299197848475

0.11009999999999999

0.4976300054308144

0.7735144733880089

-0.5055232372326487

0.5001073575346764

0.5001073575346764

-0.49419793225351044

0.24763562230507238

0.5983246405407288

-0.1251855614417817

0.1925033302893666

0.1925033302893666

-0.2956908001715531

0.20252264045279988

0.11009999999999999

0.20252264045279988

-29.577840876003577

0.12009999999999998

0.48402815933514

0.7843203680616931

-0.5060842115716215

0.5001040027112881

0.5001040027112881

-0.49363025157856655

0.23428325902936367

0.6151584397564298

-0.11856705843030549

0.18985605491725976

0.18985605491725976

-0.30366081537764494

0.20173148370309063

0.12009999999999998

0.20173148370309063

-29.594839859012673

0.1301

0.4703914669434151

0.794923287207152

-0.506659004370298

0.5001002326570702

0.5001002326570702

-0.49304792239204254

0.22126813217317798

0.6319030325442243

-0.11210749154573786

0.1870000450978701

0.1870000450978701

-0.31155847734916103

0.20087632150456092

0.1301

0.20087632150456092

-29.613289217305198

0.1401

0.4567272988535504

0.8053171242823923

-0.5072493116381919

0.5000960098405147

0.5000960098405147

-0.4924491736584481

0.20859982551806033

0.6485356706624621

-0.10581211790188304

0.18394047085667561

0.18394047085667564

-0.3193708551057569

0.1999583662215584

0.1401

0.1999583662215584

-29.633180889517917

0.1501

0.4430430125683166

0.8154958836296426

-0.5078569852825306

0.5000912905968902

0.5000912905968902

-0.4918320661841836

0.19628711098560953

0.6650335362168917

-0.09968578043496915

0.1806828597802786

0.1806828597802786

-0.32708481819932794

0.1989789420321903

0.1501

0.1989789420321903

-29.654505512043535

0.16010000000000002

0.4293459475864201

0.8254536846402339

-0.5084840585976602

0.500086024095149

0.500086024095149

-0.49119446506297315

0.184337942708881

0.6813737854861388

-0.09373290526215478

0.17723308459644774

0.17723308459644777

-0.334687032069797

0.19793949001399086

0.16010000000000002

0.19793949001399086

-29.67725221621499

0.17010000000000003

0.4156434205172369

0.8351847658431126

-0.5091327760980028

0.500080151075479

0.500080151075479

-0.49053400731925195

0.17275945301926862

0.6975335930964148

-0.08795749991287273

0.17359734998788523

0.17359734998788526

-0.3421639486613809

0.19684157437930008

0.17010000000000003

0.19684157437930008

-29.70140838651046

0.18010000000000004

0.4019427202228222

0.8446834889138792

-0.5098056286641849

0.500073602300103

0.500073602300103

-0.48984806366516864

0.1615579503401219

0.7134901964437236

-0.08236315243884301

0.169782178669906

0.16978217866990603

-0.3495017911720388

0.1956868901281939

0.18010000000000004

0.1956868901281939

-29.726959371492214

0.19010000000000005

0.3882511029907758

0.8539443426012977

-0.5105053952168553

0.5000662966428903

0.5000662966428903

-0.48913369300787435

0.15073891897355401

0.7292209402607625

-0.07695303140515572

0.16579439676323277

0.16579439676323277

-0.35668653152842134

0.19447727245680124

0.19010000000000005

0.19447727245680124

-29.7538881370425

0.20010000000000006

0.3745757877415273

0.8629619465682851

-0.5112351924509176

0.5000581387205544

0.5000581387205544

-0.48838758798002474

0.1403070207621857

0.7447033212249237

-0.0717298867615709

0.1616411184938195

0.1616411184938195

-0.363703858813754

0.19321470834985588

0.20010000000000006

0.19321470834985588

-29.782174848673485

0.21010000000000006

0.36092395127356014

0.8717310551444577

-0.511998534579328

0.5000490159374249

0.5000490159374249

-0.4876060092884409

0.1302660986029192

0.7599150325032695

-0.06669605159006088

0.15732973025190033

0.1573297302519003

-0.37053913639721514

0.1919013509056783

0.21010000000000006

0.1919013509056783

-29.8117963660464

0.22010000000000007

0.3473027235500712

0.880246560987369

-0.5127994055850381

0.5000387947738464

0.5000387947738464

-0.4867847060426283

0.12061918178529718

0.7748340081300898

-0.06185344472165405

0.15286787404223795

0.15286787404223795

-0.37717734487943727

0.1905395370996929

0.22010000000000007

0.1905395370996929

-29.842725628036206

0.23010000000000008

0.3337191830305168

0.8885034986496483

-0.513642347210729

0.5000273160904933

0.5000273160904933

-0.48591881837830575

0.11136849312255556

0.7894384671126655

-0.05720357421279137

0.14826343035662518

0.1482634303566252

-0.3836030071217674

0.1891318099034782

0.23010000000000008

0.1891318099034782

-29.874930900294395

0.2401000000000001

0.32018035205045814

0.8964970480493202

-0.5145325668979056

0.5000143891405244

0.5000143891405244

-0.48500275754853067

0.10251545783915532

0.803706957161145

-0.0527475416686946

0.14352450049786458

0.14352450049786458

-0.38980009048409414

0.1876809459608102

0.2401000000000001

0.1876809459608102

-29.90837484869175

0.2501000000000001

0.30669319225308234

0.9042225378406511

-0.5154760712188561

0.4999997838683549

0.4999997838683549

-0.484030057096881

0.09406071417438612

0.8176183979389877

-0.048486047398652324

0.13865938838137706

0.13865938838137706

-0.3957518798378686

0.1861899904099018

0.2501000000000001

0.1861899904099018

-29.943013390396338

0.2601000000000001

0.29326460007571886

0.9116754486829539

-0.5164798321712057

0.4999832209125893

0.4999832209125893

-0.482993186578638

0.08600412565757132

0.8311521237312653

-0.04441939638565373

0.13367658183578116

0.13367658183578116

-0.4014408127725662

0.1846623009755448

0.2601000000000001

0.1846623009755448

-29.978794258399454

0.2701000000000001

0.2799014022946358

0.9188514164048492

-0.5175519962376526

0.4999643584978526

0.4999643584978526

-0.48188331629764414

0.07834479500650354

0.8442879254291976

-0.04054750505044558

0.12858473341654053

0.12858473341654053

-0.4068482654158799

0.18310160420061422

0.2701000000000001

0.18310160420061422

-30.015655193184667

0.2801000000000001

0.26661035163133845

0.9257462350615663

-0.5187021496703241

0.4999427750592886

0.4999427750592886

-0.48069001728809235

0.07108107959698594

0.8570060917306648

-0.03686990878784402

0.12339264073599776

0.12339264073599776

-0.4119542730500137

0.18151206774044715

0.2801000000000001

0.18151206774044715

-30.053521644165677

0.29010000000000014

0.2533981224235518

0.9323558598829481

-0.5199416585213628

0.49991794593643013

0.49991794593643013

-0.4794008746946833

0.06421060844778136

0.8692874494580716

-0.03338577025100526

0.118109226297164

0.118109226297164

-0.4167371636313098

0.17989839415446646

0.29010000000000014

0.17989839415446646

-30.09230381927992

0.30010000000000014

0.24027130636399935

0.9386764101099019

-0.5212841092514566

0.4998892117064215

0.4998892117064215

-0.47800098386178785

0.057730300661862834

0.8811134028968127

-0.030093888357337943

0.11274351679490896

0.11274351679490896

-0.42117307347848437

0.17826594382816774

0.30010000000000014

0.17826594382816774

-30.131892857207745

0.31010000000000015

0.22723640831004813

0.9447041717171292

-0.5227458864723941

0.49985573454605975

0.49985573454605975

-0.4764722853580428

0.05163638526165091

0.8924659720597471

-0.02699270798783177

0.10730462181261123

0.10730462181261124

-0.42523530131159487

0.17662089791179847

0.31010000000000015

0.17662089791179847

-30.172155802857827

0.32010000000000016

0.21429984216721507

0.9504356000200493

-0.5243469403866191

0.4998164371582553

0.4998164371582553

-0.47479267544998616

0.04592442235289329

0.9033278297854712

-0.024080330349762456
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