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1. Introduction
Document IEEE 802.16n-10/0048 specifies the function requirements of HR-Network. Section 6.1.1 defines the requirements for multi-mode operation. 

In this file, we propose the mechanisms for multi-mode operation to address the following topics. 

 Relay Function for HR-BS 

 Relay Function for HR-MS (Relay Mode) 

 Base Station Function for HR-MS (BS Mode)
4. Text Proposal for IEEE 802.16n AWD
Xxx
Note:
The text in BLACK color: the existing text in AWD
The text in RED color: the removal of existing AWD text
The text in BLUE color: the new text added to AWD
[-------------------------------------------------Start of Text Proposal---------------------------------------------------]

17.3.1 Multi-mode operation 

17.3.1.1 Relay Function for HR-BS 
In order to provide continuous network connectivity, relay function shall be supported by HR-BS. HR-BS shall operate a relay function to support the relaying of messages when one of the HR-BSs loses its backbone connection or when relay support is requested from HR-MS. The origin cell HR-BS shall use its relay function to communicate with the HR-BS in the destination cell to enable the communication between stations covered within two cells. HR-BS shall maintain its BS functionality such as central scheduling even when it is operating its relay function.
 [-------------------------------------------------End of Text Proposal----------------------------------------------------]

  


