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Proposed Text of Short Message Service for AWD (AWD-15.2.6)
Sungjin Lee, Simon Kong, Rakesh Taori, Jungje Son
 Samsung Electronics
1 Introduction
The SMS service is one of the most popular and frequent used application in current and future mobile communication environment and it is most efficient to transfer short size SMS data over MAC layer message to reduce path setup time of network side. 
2 Text Proposal for inclusion in the 802.16m amendment working document
---------------------------------------------------------Start of the Text----------------------------------------------------------
[Add the new subclause 15.2.7 as follows] 

15.2.6 Short Message Service support

A short size text smaller than 140byte may be transferred by using Short Message Service support procedure as defined in figure xx. 
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Figure xx. SMS transfer procedure
If a AMS receives AAI_PAG-ADV message which page the AMS with the action code 0b11 (Short message transfer) AMS is understand that there is a short message to receive. Then the AMS transmit RNG-REQ with ranging purpose indication value 5 (Location update for short message reception). After receiving RNG-REQ, ABS may reply with RNG-RSP including SMS TLV which carries the data smaller than 140byte. A AMS may transit to unavailable interval right after receiving the RNG-RSP with SMS TLV since the AMS already knows that the SMS TLV is the only information to receive by the action code=0b11 of AAI_PAG-ADV. 
[Add the new TLV 15.1.8.3 as follows] 

11.1.8.3 Paging information
The maximum size of short message body is 140byte
	Type
	Length
	Value
	Scope

	TBD
	Variable
	Short message body
	RNG-RSP


---------------------------------------------------------End of the Text----------------------------------------------------------
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