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1. Introduction
In current AWD, an ABS may assign unsolicited bandwidth for the AMS to send the ARQ feedback. However, ABS can not predict the exact size of ARQ feedback IE because the size is variable. This can lead to the resource waste or additional BW request. Therefore, we propose to allocate the predetermined bandwidth when the ABS assigns unsolicited bandwidth for the AMS to send the ARQ feedback. The predetermined bandwidth can be based on the size of ARQ feedback message only including the cumulative ACK and information for the additional BW request. When AMS receives the ARQ feedback poll with unsolicited bandwidth allocation, AMS can request additional bandwidth by using the bandwidth allocated by the ABS, if necessary. 
In addition, for removing ambiguity on HARQ procedure, we propose to remove unsolicited bandwidth grant via MAC management message or extended header.
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3. Text proposal for the 802.16m amendment
-----------------------------------------------------------Start of the Text---------------------------------------------------------
 [Modify the text at line 25-28 on page 74 as follows:]

15.2.13.1.2 ARQ feedback poll
Transmitter may send ARQ feedback poll to the receiver, to update the reception status of the transmitted ARQ blocks. The ARQ feedback poll is sent using a FPEH or MEH. When the transmitter is at the AMS side, the ARQ feedback poll may only be sent to the ABS by piggybacking an FPEH or MEH into an uplink data packet belonging to an existing uplink flow. The AMS shall not request uplink bandwidth solely for the purpose of sending an ARQ feedback poll to the ABS.

In downlink, an ABS may assign unsolicited bandwidth using A-MAP extended header or MAC management message for the AMS to send only the cumulative ACK information as an ARQ feedback. ARQ Feedback in the same MPDU. The ABS indicates that the purpose of the unsolicited bandwidth is for sending ARQ feedback. When the unsolicited bandwidth is granted to AMS, AMS should send ARQ feedback. If the granted bandwidith does not fit for sending ARQ feedback IE, MS should send BW request header instead of sending ARQ feedback.
-----------------------------------------------------------End of the Text---------------------------------------------------------
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