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Proposed Text for Section 15.3.9.4 E-MBS Configuration Indicators
Kaushik Josiam, Qi Wu, Jaejeong Shim

Samsung Electronics
---------------------------------------------------- Start of the Text Proposal ------------------------------------------------
Make the following changes to Section 15.9.3.1 in Page 584 beginning Line 39 in P802.16m/D2.
15.9.3.1 E-MBS Configuration Indicators
The information regarding E-MBS configuration is transmitted to the AMSs using E-MBS configuration indicators. While most E-MBS configuration indicators necessary for E-MBS operation are of interest only to the AMSs interested in E-MBS and are transmitted in a MAC management message called AAI-E-MBS-CFG message. a A few E-MBS related configuration information may be broadcasted to all AMSs in [TBD] message. 
15.9.3.1.1 AAI-E-MBS-CFG message
An AAI-E-MBS-CFG message should be transmitted by the ABS at periodic intervals to define E-MBS configuration information.
	Syntax
	Size

(bit)
	Notes

	AAI-E-MBS-CFG_Message_Format() {
	
	

	Num_E-MBS_Zones
	4
	Number of E-MBS Zones with which the ABS is associated.

	for (i = 0; i< Num_E-MBS_Zones; i++) {
	
	

	E-MBS_Zone_ID
	7
	The EMBS_Zone_ID to which this EMBS MAP applies.

	Multicarrier configuration index
	6
	

	Physical carrier index
	3
	

	E-MBS MAP time offset
	[TBD]
	

	E-MBS MAP ISizeOffset
	5
	

	}
	
	

	}
	
	


-----------------------------------------------------End of the Text Proposal ---------------------------------------------------

  


