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Transmission of CSG ID Information for CSG Femto ABS (16.4.4.x)
Feng Xie, Lin Chen, Yang Liu, Mary Chion, Zhaohua Lu, Hongyun Qu
ZTE Corporation
1. Introduction
In current P802.16m/D3, 
2. Text Proposal

Remedy 1:

Add the following row into Table 673 – MAC Control Messages, Section 16.2.3:
======================== Start of Proposed Text =====================
	CSGID_Info


	Closed subscriber group advertisement
	N/A
	Broadcast


============================== End of Proposed Text ===============
Remedy 2:

Add the following subsection into 16.4.4 PHY and MAC level identifier:
======================== Start of Proposed Text =====================
16.4.4.x MAC level identifier
CSG home femto ABS is identified with its BSID.

CSG enterprise Femto ABS is configured with one or more CSGIDs. The 24 bits CSGID combined with Operator ID uniquely identifies a CSG. CSG enterprise Femto ABSs transmits the CSGID Info in order to advertise the subscriber group(s) that is supported by the ABS. 

The CSG enterprise Femto ABS shall transmit the CSGID Info right after SFH, A-MAP and PGID Info (if existed) in the 1st AAI subframe as shown in Figure xxx. The CSGID Info shall be transmitted as described in the section <<16.3.6.5.2.1>>.
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Note: “PGID Info” is sent only in certain superframes. If “PGID Info” is not present, “CSGID Info” is right after A-MAP IE.

Figure xxx – Transmission of CSGID Info 
The CSGID Info includes the CSGID(s) that the ABS is associated with.

The CSGID Info format is presented in Table xxx.

Table xxx – CSGID Info format

	Name
	Value

	Num_CSGIDs
	Number of closed subscriber groups in the CSG enterprise Femto ABS

	CSGID
	Identifier of closed subscriber group (0~224)


The AMS with CSG White List shall determine whether it exists in the closed subscriber group(s) advertised by the CSG enterprise Femto ABS. AMS is allowed to access those CSG enterprise femto ABSs if the received CSGID(s) matched with that in CSG White List. Otherwise, AMS shall not access those CSG enterprise femto ABSs, except in case of emergency call or manual selection mode.
============================== End of Proposed Text ===============
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