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Shweta Shrivastava, Rath Vannithamby, Roshni Srinivasan
Intel Corporation
Introduction
This contribution proposes text changes for the section 16.2.3.44 Group Configuration MAC Control Message (AAI_GRP-CFG) of the IEEE 802.16m draft D3 [1]. The current format of the message does not have any indication of whether the AMS has been added to (or deleted from) a DL GRA group or a UL GRA group. Since the same Flow ID may be used for both DL and UL, the Flow ID cannot distinguish between DL and UL. Hence this contribution proposes to add an additional 1-bit field in the message called DL/UL indicator.
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Text proposal for inclusion in the 802.16m draft D2
Adopt proposed text changes in section 16.2.3.44 in 802.16m draft D3 [1]. 
The proposed text is shown in underlined blue font and existing text in the draft is shown in black.
____________________________Begin proposed text with editorial markup____________________________
16.2.3.44 Group Configuration MAC Control Message (AAI_GRP-CFG)
Group Configuration MAC Control message is used for group management when using Group Resource Allocation. This message is used to inform an AMS that it has been added to or deleted from a GRA group. The format of the message is given in Table 722.
Table 722–Group Configuration MAC Control Message Format

	Syntax
	Size in bits *
	Description/Notes

	MAC Control Message type
	8
	

	Deletion Flag
	1
	Flag to signal whether this message includes addition or deletion information.

0: Flow is added to a group
1: Flow is explicitly deleted from a group

	Flow ID
	4
	Identifies the flow that is added to group for GRA

	DL/UL Indicator
	1
	Signals whether the group corresponds to DL allocations or UL allocations.

0b0: DL allocation

0b1: UL allocation

	If (Deletion Flag == 0) {
	
	

	Group ID
	5 12
	ID of the group to which the flow is added

	Long TTI Indicator
	1
	Defines number of AAI subframes spanned by the allocated resource. 

0: 1 AAI subframe (default)

1: 4 DL/UL AAI subframes for FDD or all DL/UL AAI subframe for TDD

If number of DL AAI subframes, D is less than number of UL AAI subframes, U, and DL/UL Indicator=0b1, then Long TTI Indicator = 0b1.

	:
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