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Proposed text on the broadcast assignment A-MAP IE for idle/sleep mode AMS(s) (16.3.6)
Giwon Park, Youngsoo Yuk, Kiseon Ryu, Jinsoo Choi, Yongho Kim and Jin Sam Kwak
LG Electronics

1. Introduction
For reducing the decoding overhead for idle/sleep users, one bit indicator can be included in the broadcast assignment A-MAP IE. It is helpful for the idle/sleep users to avoid the decoding of unnecessary burst. This contribution includes the proposed text for broadcast assignment A-MAP IE in the IEEE 802.16m D4 [1].

2. References
[1] IEEE P802.16m/D4, “DRAFT Amendment to IEEE Standard for Local and metropolitan area networks”
3. Text proposal for the 802.16m DRAFT amendment
-----------------------------------------------------------Start of the Text---------------------------------------------------------
[On the IEEE P802.16m/D4, page 524, line 01, add the parameters to table 839 (16.3.6.5.2.4.13)]
16.3.6.5.2.4.13 broadcast assignment A-MAP IE

Table 839 – Broadcast Assignment A-MAP IE*

	Syntax
	Size (bit) 
	Description/Notes

	Broadcast_ Assignment_A-MAP_IE() {
	
	

	~
	
	

	BCID
	2
	Broadcast Channel ID

	Message inclusion indicator for Idle mode
	1
	This field is set when this burst include the broadcast messages on idle mode support

	Message inclusion indicator for sleep mode
	1
	This field is set when this burst include the broadcast messages on sleep mode support

	Repetition
	2
	0b00: no more repetition of the same burst

0b01: the same burst will be transmitted one more time

0b10: the same burst will be transmitted two more times

0b11: the same burst will be transmitted three more times

	~
	
	

	}
	
	


-------------------------------------- End of Text Proposal -------------------------------------------
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