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1. Introduction
AAI_MC-RSP message may be sent by the ABS to an AMS to update the list of assigned carrier in unsolicited manner. For this case, the physical carrier index needs to be included in AAI_MC-RSP message. 
Next, the logical carrier index is used in AAI_CM-CMD message, AAI_HO-CMD message and sleep control extended header. Therefore the information about the logical carrier index shall be provided to AMS during the procedure of carrier assignment.
2. Text Proposal 
------------------------------------------------------------Start of the Text--------------------------------------------------------
[Modify the table 734. AAI_MC-RSP message format as follows]
Table 734- AAI_MC-RSP message format
	Field
	Size(bits)
	Notes

	MAC Control Message Type
	
	

	Number of Candidate Combinations(N)
	4
	

	For(i=0;i<N;i++){
	
	

	Number of Candidate Assigned Carrier(Nc)
	3
	Based on information

	For(j=0;j<Nc;j++){
	
	

	Physical carrier index
	6
	Logical carrier index is assigned implicitly in the order of physical carrier index 

	}
	
	

	}
	
	

	Support of data transmission over guard sub-carrier
	1
	0b0=not supported
0b1=support


[Add the following text on line 61, page 145]

The AAI_MC-RSP (multicarrier Response) message is typically sent to the AMS in response to the AAI_MC-REQ message, but it may also be sent by the ABS to an AMS to update the list of assigned carriers in unsolicited manner. The logical carrier index is assigned implicitly in the order of carrier physical carrier index
-------------------------------------------------------------End of the Text--------------------------------------------------------
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