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Clean up on Zone Switch Parameters for IEEE802.16m (section 16.2.3.7)
Inuk Jung, Kiseon Ryu, Ronny Yongho Kim, Jin Sam Kwak
LG Electronics, Inc.
Introduction

This contribution includes proposed text to clarify zone switch related parameters.
Rationale/Motivation of modifications 

The zone switch capability shall be identified within the LZone to allow ABS to coordinate the AMS according to its zone switch capability. Hence, such capability identification seems to be redundant in an advance MAC message.
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Proposed AWD Text Changes

Remedy #1

On the 80216m_D5, page 93, line 48, modify text in section 16.2.3.7 as follows:
--------------------------------------------------------Text Start -----------------------------------------------------
16.2.3.7 AAI_REG-REQ
…
Table 688—AAI_REG-REQ message Field Descriptions

	M/O
	Attributes / Array of attributes
	Size (bits)
	Value / Note
	Conditions

	
	
	Capabilities for Zone switching mode
	Zone Switch Mode Support
	
	Indicates whether the AMS has a capability to maintain its data communication with the ABS in LZone while performing network reentry in MZone
0b0: Not supported
0b1: Supported
	

	
	
	
	
	


--------------------------------------------------------Text End -----------------------------------------------------







  


