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LG Electronics
Introduction

This contribution includes proposed text to amend some errors in the AAI_HO-CMD message to support correct carrier based HO. 
Rationale/Motivation of modifications 

The target carrier to perform handover at a specific target ABS has to be informed upon transmitting the AAI_HO-CMD message to the AMS.
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Proposed AWD Text Changes

Remedy

On the 80216m_D6, page 111, line 16, add proposed text in table 691 of section 16.2.3.11 as follows:
--------------------------------------------------------Text Start -----------------------------------------------------
16.2.3.11 AAI_HO-CMD
Table 691—AAI_HO-CMD parameters
	M/O
	Attributes / Array of attributes
	Size (bits)
	Value / Note
	Conditions

	O
	Physical_Carrier_Index
	6
	Physical carrier index of the recommended Target ABS
	Shall be included for each target ABS when Mode = 0b00 and target ABS is not included in AAI_NBR-ADV message or is multi-carrier ABS

	…
	…
	…
	…
	…

	O
	Physical carrier index at the serving ABS
	6
	Recommended carrier index of the AMS to be used for maintaining data communication with the serving ABS for network reentry to the target ABS
	May be included when AMS's multicarrier capability= 0b10 , HO Reentry Mode = 1 and the target carrier is different from the serving carrier and the AMS has more than 2 RF


--------------------------------------------------------Text End -----------------------------------------------------







  


