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SLPID_Update in AAI-TRF-IND message
Yeongmoon Son, Hyunjeong Kang
Samsung Electronics
1. Introduction
SLPID update is described below table 704 and ASN.1 code. However, SLPID update is missing in the table 704. It should be included in the table 704.
2. Text change
-------------------------------  Text Start  --------------------------------------------------- 
FYI) Yellow highlight indicates the difference between 10/1455 and 10/1455r1
[Remedy 1: Modify the Table 704 on page 181, as follows:] 
	Table 704.—AAI-TRF-IND Message Field Description

	Field
	Size
(bits)
	Value/Description
	Condition

	AAI-TRF_IND message_format() {
	—
	—
	

	…
	…
	…
	…

	Traffic Location Indicator Bitmap
	L
	…
	…

	}
	
	
	

	SLPID_Update
	20*N
	For each 20 bit, the first 10 bits indicates old SLPID and the second 10 bits indicates new SLPID
N indicates the number of SLPID to be updated. The range of N is [1..1024].
	present when SLPID update is needed

	}
	
	
	


[Remedy 2: Modify the ASN.1 code for AAI-TRF-IND on page 1040, line 39 as follows:] 
-- +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-

-- Traffic Indication

-- +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-

AAI-TRF-IND ::= SEQUENCE {

frmt ENUMERATED {

slpidBitmapBased,

slpidBased

},

emergencyAlert BOOLEAN,

trafficIndication CHOICE {

slpidBitmapBased SlpidBitmapBasedTrfIndInfo,

slpidBased SlpidBasedTrfIndInfo

},

slpidUpdateArray SEQUENCE (SIZE (01..1024)) OF SEQUENCE {

oldSlpid SLPID,

newSlpid SLPID

} OPTIONAL,

...

}
-------------------------------  Text End  ---------------------------------------------------[image: image1.png]
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