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	Number
	Page
	Line
	Comment 

	1
	75
	7
	Replace “MIHF” by “MIH Function “ in entire draft, as it improves readability

	2
	
	7
	“Replace sentence as: The MIH Function uses the following media dependent and media independent SAPs for interfacing with other entities.”

	3
	
	10
	in 7.1.1 “dependent”, needs to be “Dependent”

	4
	
	14
	Delete “For each link layer technology”

	5
	
	17
	Primitives defined as part of this SAP The MIH_LINK_SAP defines additional primitives that map to MLME_SAP. These primitives are recommended as enhancements to 802.11 link layer SAPs.

	6
	
	41
	Table I-1. Include a link to the table (page no, section etc.)

	7
	
	47
	Delete “/”

	8
	
	53
	Table-28, needs to be 29. Add a link to the table instead of hardcoding the table number.

	9
	
	50
	Delete “….at both the link layer and at the MIH level”.

	10
	
	53
	Note that a 3GPP primitive group may be mapped to more than one IEEE 802.21 primitives. For example, the “SMGREG-PDP-MODIFY” primitive may be is mapped to the Link_Up primitive and it could also indicate the successful completion of handover and is hence also mapped to the MIH_Handover_Complete primitive. Likewise “L2 Condition Notification” as defined in reference [2] may be mapped to a Link_Down Indication.

	11
	
	60
	Delete lines 60 and 61 as they are repeated twice in the draft.

	12
	76
	4
	Delete lines 4 and 5 as they are repeated twice.

	13
	
	27,58
	Table (23/34/25/26) title: make “i” of Identifiers upper case “I”

	14
	77
	10-13
	Move these lines directly below heading 7.2

	15
	
	10
	Change the text in this paragraph as follows.
“Table 23 and Table 24 assign Identifiers (IDs) to link layer events and link layer commands respectively. These link layer events and link layer commands are described in Table-27. These identifier values (IDs) are used to represent the link layer events and link layer commands in the MIH protocol. Please refer to section 8 for more details on the MIH protocol.”

	16
	78
	13
	Change the text in this paragraph as follows.

“Table 25 and Table 26 assign Identifiers (IDs) to MIH events and MIH commands respectively. These MIH events and MIH commands are described in Table-31. These identifier values (IDs) are used to represent the MIH events and MIH commands in the MIH protocol. Please refer to section 8 for more details on the MIH protocol.”

	17
	
	20
	Add a sentence below heading 7.4: “This section describes the primitives of all the SAPs that are used by the MIH Function.”

	18
	
	29
	Delete “key” , delete throughout the spec

	19
	79
	15
	Try to combine Tables 28 and 29. lay it out in Landscape format.

	20
	81
	4
	Replace “:” by a “.”
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