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[1] Comment 5543 (Remedy provided below)
7.4.19.2.1 Function

This primitive is used by MIHF to indicate the receipt of MIH_MN_HO_Candidate_Query request message from a mobile node to the registered MIH-Users the MIH User that is in charge of executing MIH_MN_HO_Candidate_Query command.
[2] Comment 5350 
This is already taken care of  by 5247 (contribution #141).
[3] Comment 5335, 5352, 5360 (Revised remedy provided below)

· Make DHCPServerAddress, FAAddressAccessRouterAddress parameters optional in Sections 7.4.19.1.2 and 7.4.19.2.2.

· Make IPConfigurationMethod parameter optional in Sections 7.4.19.1.2, 7.4.19.2.2, 7.4.19.3.2 and 7.4.19.4.2.
· Make IPConfigurationMethod, DHCPServerAddress, FAAddressAccessRouterAddress parameters optional in Sections 8.6.3.9 and 8.6.3.10.

[6] Editor’s Note 17 on Section 7.4.22.1.2 (Remedy provided below)

This is the MAC address of Target Point of Attachment List (AP/BS).

[Editor’s note: need better def]
[7] Editor’s Note 18 on Section 7.4.22.2.2 (Remedy provided below)

This is the MAC address of Target Point of Attachment List (AP/BS).

[Editor’s note: need better def]
[8] Editor’s Note 31 on Neighborhood Radius (Remedy provided below)

Change the following table in C.2.8.1 as follows:

	Type Name
	Derived From
	Description
	Valid Range

	QUERIER_LOCATION
	SEQUENCE(

CHOICE(

LOCATION,

NULL),

CHOICE(

MAC_ADDRESS,

NULL),

CHOICE(

NEIGHBORHOOD_RADIUS,

NULL)

)
	A type to represent a querier's location. It is not valid to use both LOCATION and MAC_ADDRESS at the same time.

[Note: Need description on NEIGHIBOR_HOOD_RADIUS.]


	N/A

	NEIGHBORHOOD_RADIUS
	INTEGER(4)
	The radius in meters from the center point of querier’s location.
	0 to 2^32-1
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