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Overview

* The Clause 24 Receive State Diagram has a corner case condition in
which under certain degenerate signal status conditions, it is possible
to indefinitely transition back and forth between RX_QUIET and
RX_WAKE, without ever transitioning to RX_LPI_LINK_FAIL .

 This presentation illustrates this corner case and proposes a
modification to the Receive State Diagram to avoid it.
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Clause 24 Recelve
State Diagram

 Corner-case condition can occur if
signal_status toggles between ON
and OFF with the following
sequence and associated states:

1. State is RX_QUIET and signal_status
toggles to ON.

2. State transitions to RX_WAKE and
Ipi_rx_tw_timer is reset.

3. signal_status toggles to OFF prior to
Ipi_rx_tw_timer expiring causing a
transition back to RX_QUIET, causing
Ipi_rx_tqg_timer to be reset.

4. Prior to Ipi_rx_tg_timer expiring,
signal_status toggles to ON (2 through 4
can then repeat indefinitely).
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Optional Implementation
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Start Ipi_rx_ts_timer
m_lpi = TRUE
Ipi_link_fail = FALSE
RX ER = TRUE
RX_DvV < FALSE
RXD<3:0= < LP_IDLE

signal_status = OFF =
Ipi_rx_ts_timer_done
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signal_status = ON *
(rx_bits [:5] =/ +
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link_status = OK~
RX_DV = FALSE
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Proposed Change to ;- opionat mpemermaion ]
Clause 24 Recelive '
State Diagram ¥ !
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rx_Ipi — TRUE
Ipi_link_fail — FALSE
R¥X_ER <= TRUE
Rx_Dv < FALSE

o Add state START _RX_QUIET D
to reset Ipi_rx_tq_timeronce at . igna._s@us:gpp; Sanal_status = ON
' i_rx_ts_timer_done (rx_bits[9:5] = /I +

the beginning of each CIUiet START RX QUIET rx_bits[4:0]=/1)
. Start Ipi_rx_tq_timer
period. e <=1
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rx_quiet <= TRUE
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RX_QUIET
r_quiet «— TRUE

 This is equivalent to the
existing state diagram except
that Ipi_rx_tq_timer is not reset
upon re-entry to the RX_QUIET
state.
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Start Ipi_rx_tw_timer

rx_bits [9:0] = /P/P/

| _ B
signal_status — OFF Ipi_rx_tw_timer_done
rx_bits [9:0] = IDLES
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link_status = oK™
R>_DW = FALSE
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Conclusions

* The Clause 24 Receive State Diagram has a corner case condition in

which it is possible to indefinitely transition back and forth between
RX_QUIET and RX_WAKE, without ever transitioning to
RX_LPI_LINK_FAIL .

e Introducing a new state, START _RX QUIET allows for the

Ipi_rx_tq_timer to be started without the possibility of being reset by
transitions from RX_WAKE to RX_QUIET.

e This ensures that if a link failure occurs it will be detected and the

appropriate state transition will occur at most after the Ipi_rx_tq_timer
period.
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Thank you
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