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•Additional material addressing comments 
against 802.3bj Draft 2.0

•Comment(s) 
–#187 (Mated test fixtures)

Purpose
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Mated test fixture

Supporting text from dudek_3bj_01_0513
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Minimum Mike Dudek –C#187
30-5/7*f dB          0.01<f<14 GHz 
25-5/14*f dB           14<f<25 GHz. 

Mated test fixture – CM–DM RL (SDC11/22) 

Mated test fixture - zQSFP 

10
20
30
40
50
60
70
80
90

100
110

0 5 10 15 20 25

GHz
dB

SDC11-M ated M CB-HCB-Tx4 

SDC22-M ated M CB-HCB-Tx4  

SCD11-M ated M CB-HCB-Tx4 

SCD22-M ated M CB-HCB-Tx4  

SDC11-M ated M CB-HCB-Rx4 

SDC22-M ated M CB-HCB-Rx4  

SCD11-M ated M CB-HCB-Rx4 

SCD22-M ated M CB-HCB-Rx4  

SDC11-M ated M CB-HCB-Rx3 

SDC22-M ated M CB-HCB-Rx3  

SCD11-M ated M CB-HCB-Rx3 

SCD22-M ated M CB-HCB-Rx3  

SDC11-M ated M CB-HCB-Rx1 

SDC22-M ated M CB-HCB-Rx1  

SCD11-M ated M CB-HCB-Rx1 

SCD22-M ated M CB-HCB-Rx1  

M TF CM -DM  RL-M D

M TF CM -DM  RL-CD

Proposed change –C#187
28-0.658*f dB          0.01<f<14 GHz 
23-0.3*f dB                 14<f<25 GHz. 

Molex zQSFP – S4P measurement data provided by Michael Rost – Molex


