
A

present_det_sig_modeA  invalid

present_class_sig_A_modeA FALSE

present_class_sig_B_modeA FALSE

present_mps_modeA TRUE

pd_max_power_modeA min(3, pd_req_class_modeA)

MDI_POWER1_modeA

start tpowerdly_timer_modeA

MDI_POWER_DLY_modeA

(pse_power_level_modeA > 3) + 

(pse_dll_power_level_modeA > 1)

pd_max_power_modeA min(pse_power_level_modeA, 

pd_req_class_modeA)

MDI_POWER2_modeA

tpowerdly_timer_done_modeA

pd_dll_enabled TRUE

DLL_ENABLE_modeA

(pse_power_level_modeA = 3) *

!pd_dll_enabled_modeA

pse_power_level_modeA = 3
pse_power_level_modeA > 3

!pd_dll_enabled

present_mps_modeA FALSE

present_det_sig_modeA either

pd_undefined_modeA TRUE

MDI_NOPOWER_modeA

!power_received_modeA

!power_received_modeA

Figure 33-34.1 Mode A Dual-signature Type 3 and Type 4 PD (continued) 

Figure 33-35.1 Mode B Dual-signature 

Type 3 and Type 4 PD (continued) 

B

"Same as 33-34.1 but with 

xxxx_modeB suffix.

Editor to duplicate Figure 

33-35.1 for modeB".


