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PSE and PD Type Comparisons

• The PSE and PD Type comparisons enabled a reader to, at a glance, compare PSE 
and PD Types
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Draft 2.2 Comparison Tables
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Draft 2.4 Comparison Tables
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Option 1 – Replace Table 145-2
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Option 1 – Replace Table 145-18
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Option 2 – Create New Annex Page 1

Annex 145C
(informative) 
Type Comparisons
145C.1 PSE Types Table 145C-1
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Option 2 – Create New Annex Page 2

145C.2 PD Types
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Option 2 – Pointers to new text

In 33.2 add a new paragraph 
"See Table 145C.1 for supported PSE parameters for all PSE Types." 
immediately following "A PSE is electrically specified at the point of the physical connection to the 
cabling."

In 145.2.1, add: 
"See Table 145C.1 for supported PSE parameters for all PSE Types." 
immediately following "Table 145–2 summarizes the supported parameters of PSEs."

In 33.3.2, add a new paragraph: 
"See Table 145C.2 for supported PD parameters for all PD Types." 
immediately following "PDs can be categorized as either Type 1 or Type 2."

In 145.3.1, add: 
"See Table 145C.2 for supported PD parameters for all PD Types." 
immediately following "Table 145–18 shows the supported parameters of PDs."
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