pma_reset = ON +
link_control # ENABLE +
rcvr_hdr_lock = NOT_OK

Y

OAMTX_RESET

txr txreq <=0
txr_mert < 0
txr_phyt <0
txr_msgt <=0
txr_oamudata < 0
txphd_oamudata < 0
txphd_msgt < 0

rcvr_hdr_lock = OK *
oam_cap = TRUE

A 4

OAMTX_NEWMSG_WAIT

rxphd_phyt = txphd_msgt

new_rxphd_event = TRUE *
hdr_crc16_status = OK txr_mert < rxphd_mert

txr_phyt < rxphd_phyt

A

txr_txreq =1

A 4

OAMTX_TRANSMIT uCT OAMTX PHYT WAIT
> new_rxphd_event = TRUE *
txphd_msgt < ~txr_msgt txr_mert < rxphd_mert hdr_crc16_status = OK
txr_msgt < ~txr_msgt txr_phyt < rxphd_phyt
txr txreq <=0

txphd_oamudat < txr_oamudat




pma_reset = ON +
link_control # ENABLE +
rcvr_hdr_lock = NOT_OK

OAMRX_RESET

rxr_rxval < 0
txphd_phyt < 0
txphd_mert < 0
rxr_msgt < 0
rxr_oamudat < 0

OAMRX_NEWMSG_WAIT

UCT

A 4

rcvr_hdr_lock = OK *
oam_cap = TRUE

OAMRX_MERT_UPDT

new_rxphd_event = TRUE *
hdr_crc16_status = OK
rxphd_msgt # rxr_msgt

Y

txphd_mert < rxr_msgt
rxr_rxval < 0

OAMRX_RXR_UPDT

rxr_rxval < 1

rxr_msgt < rxphd_msgt
rxr_oamudat < rxphd_oamudat
txphd_phyt < rxphd_msgt

OAMRX_RXR_LOCK

read_RXOAM_DATAS8 event = TRUE

read_RXOAM_CTRL_event = TRUE



