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Clause 6  Physical Layer Models

This section contains two physical layer models.  The first is an analytical model that is suitable for extended MAC-layer simulations. The second is a numerical model that is more accurate but more computationally intensive.

6.1 Physical Layer Model Concepts

This section introduces concepts that are common to the physical models described in this clause. The most powerful simplifying concept in this model is the period of stationarity (POS).  This is the period over which the parameters defining the transmissions of the devices being modeled do not change.

Consider the example shown in Figure 1.  Here an 802.15.1 device transmits two packets. An 802.11b device transmits a single PHY protocol data unit (PPDU) using 11Mbps modulation type for the PHY service data unit (PSDU).  The start of the PHY layer convergence protocol (PLCP) header overlaps the end of the first 802.15.1 packet.  The end of the PSDU overlaps the start of the second 802.15.1 packet.  There are six periods of stationarity.  Note that a new POS starts at the end of the PLCP header because the modulation type changes at this point.
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Figure 1 - Example showing Periods of Stationarity

By definition, during the POS the transmit power and modulation type do not change, and the position of the devices (and hence link loss) is constant. So receiving nodes experience constant signal, noise and interference powers from which a BER value can be calculated or simulated.

6.2 Path Loss Model

The path loss we use is given by Equation 1 and shown in Figure 2.  This path loss model is described in [ed- cite Kamerman, IEEE 802.11-00/162, “Coexistence between Bluetooth and IEEE 802.11 CCK Solutions to avoid mutual interference”].  Path loss follows free-space propagation (coefficient is 2) up to 8m and then attenuates more rapidly (with a coefficient of 3.3).

Note that the model does not apply below about 0.5m due to near-field and other implementation effects.

Equation 1- Path Loss versus distance (m)
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Figure 2- Path Loss (dB) versus distance (m)

6.3 Analytical model for IEEE 802.11b and IEEE 802.15.1 transmissions

6.3.1 Introduction

This section describes the analytical model that allows the bit error rate (BER) to be calculated for 802.11b and 802.15.1 packets in the presence of mutual interference.

6.3.2 Model Interface

The model is supplied with device positions and transmission parameters.  The model calculates the BER derived from those parameters.

The parameters described in Table 1 are supplied to the PHY model for each transmission that is active during a POS.

Table 1 - Transmission Parameters

	Field
	Description

	Source Position
	Device position specified using Cartesian Coordinates

	Destination Position
	

	Modulation Type
	Type of modulation used by the transmitter.  One of:

· 802.15.1

· 802.11b 11Mbps

· 802.11b 5.5 Mbps

· 802.11b 1Mbps

· 802.11b 2Mbps

	Transmit Power
	Transmit power

	Frequency
	Center frequency of transmission


The output of the PHY model is a BER value at the receiver of each transmission.

6.3.3 BER Calculation

Figure 3 shows the BER calculation in diagrammatic form.  

The intended transmission is attenuated by the path loss (defined in section 6.2) to the receiver.  This is the signal power at the receiver.  Each interfering transmission is attenuated by its path loss to the receiver and by the spectrum factor (defined in 6.2.4) to account for the combined effect of receiver and transmitter masks and frequency offset.  The resulting interference powers are added to give the total interference power.  The signal to noise and interference (SNIR) value is the ratio of signal to total interference power at the receiver.  The BER is calculated from the SNIR as defined in 6.2.7.
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Figure 3 - BER Calculation

6.3.4 Spectrum Factor

The spectrum factor represents the combined effects of transmitter and receiver masks (defined in 6.2.6) and frequency offset.  It also includes the effect of any CCK coding gain.

There are four possible combinations of transmitter and receiver.  The spectrum factor is defined to be unity for like transmitter and receiver with a zero frequency offset.  Other spectrum factors are defined by Table 2 to Table 4.

Table 2 - Spectrum Factor Values for 802.15.1 Receiver

	Transmitter
	Receiver
	Frequency offset (d) in MHz

	
	
	1
	2
	3
	Other

	802.15.1
	802.15.1
	8.9433E-02
	1.7943E-04
	8.9433E-06
	7.9433E-06

	802.11b
	802.15.1
	8.0433E-2
	1.0794E-03
	1.0079E-03, d<=11
1.7943E-05, d>11


Table 3 - Spectrum Factor Values for 802.15.1 to 802.11b

	Transmitter
	Receiver
	Frequency offset (d) in MHz

	
	
	12
	13
	14
	Other

	802.15.1
	802.11b 
(1 & 2 Mbps)
	7.3197E-02
	3.5219E-04
	2.5219E-04 , d=14
	1.0, d<12
2.5119E-04, d<23
2.5119E-06, d>=23

	802.15.1
	802.11b 
(5.5 & 11 Mbps)
	1.1601E-02
	5.5818E-05
	3.9969E-05
	1.0, d<12
3.9811E-05, d<23
3.9811E-07, d>=23


Table 4 - Spectrum Factor Values for 802.11b Self Interference

	Transmitter
	Receiver
	Frequency offset (d) in MHz

	
	
	11
	22
	Other

	802.11b
	802.11b
	0.5
	6.7360E-03
	1.2512E-05


6.3.5 SNIR Computation

The SNIR is given by the ratio of the received signal power to the total received interference power.  Note that the powers are calculated after the spectrum factor has been applied, and so this ratio corresponds to the value after the receiver filter.

Receiver noise is not considered in this model.

6.3.6 Transmit and Receive Masks

The transmit and receive masks used are defined in Table 5 and shown in Figure 4.
Table 5 - Transmit and Receive masks

	
	Transmit
	Receive

	802.15.1
	Frequency Offset (MHz)

Attenuation (dB)

0

0

1

-20

2

-40

3

-60

4 and greater

full attenuation


	Frequency Offset (MHz)

Attenuation (dB)

0
0
1
-11
2

-41
3 and greater

-51
 

	802.11b
	Frequency Offset (MHz)

Attenuation (dB)

0
0
1 to 11
-30
12 and greater

-50

	Frequency Offset (MHz)

Attenuation (dB)

0
0
1 to 12

-12
13 to 36
-36
37 and greater
-56



	
	Transmit
	Receive

	802.15.1
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	802.11b
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Figure 4 - Transmit and Receive masks for 802.15.1 and 802.11b

When calculating the effects of an 802.15.1 packet on an 802.11b 5.5Mbps or 11Mbps packet, a CCK coding gain of 8dB is used.

BER calculation based on SNIR

The Symbol Error Rate (SER) is calculated for each modulation type based on the SNIR at the receiver.  This is then converted into an effective BER given the number of bits per symbol.

The sections that follow describe the BER calculation for the different modulation types.

6.3.6.1 BER calculation for 802.15.1 Modulation

Assuming envelope detection of orthogonal FSK, the BER is given directly by.

BER802.15.1 =
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6.3.6.2 BER Calculation for 802.11b 1Mbps

The probability of error in a symbol in the presence of AWGN is given by:
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Where d is the minimum distance between any two points in the signal constellation and N0 is the in-band noise power at the receiver. The Q function is defined in section 6.2.7.6.

In the case of a 802.11b 11Mbps chip, the modulation scheme is differential BPSK.  This has the effect of doubling the effective noise power at the receiver 
.
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, where NC is the noise energy per chip.

The value of d can be determined by plotting the modulation constellation of BPSK placing the signal points at a distance of 
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from the origin, where EC is the received signal energy per chip.  Thus dDBPSK-CHIP = 2
[image: image14.wmf]C

E

. So now:


[image: image15.wmf](

)

C

C

CHIP

DBPSK

N

E

Q

P

/

=

-


This is the probability of an error in an individual 11Mbps chip.  

To include the effect of the spreading code, the squared distance is summed over each chip.  In the case of 802.15.1 1Mbps modulation, the 11-chip spreading code results in the squared distance being multiplied by a factor of 11. 

Giving 
[image: image16.wmf](

)

SNIR

Q

P

SYMBOL

MBPS

´

=

-

11

1

, where SNIR = EC/NC.

This is the 1Mbps symbol error rate.  It is also the 1Mbps BER, because each symbol encodes a single bit.

6.3.6.3 BER Calculation for 802.11b 2Mbps

This calculation follows the treatment for the 1Mbps calculation with a few differences.

The 2Mbps rate uses 11Mbps DQPSK chips.  The minimum distance between points in the QPSK constellation is reduced by a factor of 
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 (compared to BPSK) giving dQBPSK-CHIP = 
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This substitution results in
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Each 2Mbps symbol encodes two bits.  However, because the symbols are gray coded, a decoding error between adjacent DQPSK constellation points yields only a single bit error in the decoded 2Mbps bitstream 
.  So this symbol error rate is also the required BER.

6.3.6.4 802.11b 5.5 Mbps BER Calculation

The symbol error rate can be determined by treating the modulation as a block code in the presence of AWGN interference. The general symbol error rate is
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, where Rc is the code rate, Wm is the codeword distance and the sum is over all other codewords. 

For 802.11b 5.5 Mbps, the symbol error rate, SER5.5, is given by:

SER5.5 =
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As each symbol encodes 4 bits, the effective BER is
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in which the value has also been limited to 0.5 
.

6.3.6.5 802.11b 11 Mbps BER Calculation

For 802.11b 11 Mbps, the symbol error rate, SER11 is given by:
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As each symbol encodes 8 bits, the effective BER is
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6.3.6.6 Q Function Definition

The Q function is defined as the area under the tail of the Gaussian probability density function with zero mean and unit variance.
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In this model, a fifth-order approximation to Q(x) is used:
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6.3.6.7 SNIR Limits

The simulation is simplified by assuming that above a certain SNIR the BER is effectively zero and below a certain SNIR the BER is effectively 0.5.  These limits are defined in Table 6.

Table 6 - Assumed Limits on SNIR

	Receiver
	Upper limit on SNIR
	Lower limit on SNIR

	802.11b
	10dB
	-3dB

	802.15.1
	20dB
	1dB


6.3.6.8 BER versus SNIR Results

Refer to section ??? for a presentation of the results of the analytical model.

Section ??? BER versus SNIR Results

(Ed - please move into results sections in merged document)

Figure 5 shows the results of calculating BER for SNIR values in the range –15 to 20dB for each modulation type 
. 
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Figure 5 – BER versus SNIR for 802.11b and 802.15.1 Modulation Types

Annex ??? – Source Code for Analytical Model

This section contains source code for the Analytical Model.

/*---------------------------------------------------------------------------

 * Title:    Analytical Physical-Layer Model for 802.15.2 BER Calculations

 * Authors:  Ron Nevo, Josie Ammer, Adrian Stephens

 *           Mobilian Corporation 2001

 *

 * This module contains the analytical PHY-layer model used to calculate

 * BER values for 802.11b and 802.15.1 transmissions in the presence of 

 * mutual interference.

 *---------------------------------------------------------------------------*/

/*-- Standard Includes ------------------------------------------------------*/

#include <stdio.h>

#include <math.h>

#include <stdlib.h>

#include <limits.h>

/*-- Type Definitions -------------------------------------------------------*/

typedef enum 

{

WPAN, WLAN11, WLAN55, WLAN1, WLAN2

// WPAN is non-FEC WPAN transmissions

// WLAN11 is 11Mb/s 802.11

// WLAN55 is 5.5Mb/s 802.11

// WLAN1 is 1Mb/s 802.11

// WLAN2 is 2Mb/s 802.11

} ModulationType;

struct Node

{

    double x,y;  // x and y positions in meters

};

typedef Node *aNodePtr;

struct Transmission

{

    aNodePtr src, dst;

    ModulationType type;

    float txpower;  // power in mW

    int frequency;

    // freq for WPAN is a number 1-79, is the center frequency

    // freq for WLAN is number 1-79, is the center frequency 

    double BER;     // the resulting BER

};

typedef Transmission *aTransmissionPtr;

/*---------------------------------------------------------------------------  

 * Function: CalculateAnalyticalBER

 *

 * Description:

 *              This function takes a list of transmissions and calculates

 *              the BER at each receiver using the analytical model.

 *

 * Parameters:  n       - the number of transmissions in the list

 *              tlist   - an array of Transmissions each corresponding to

 *                        an active transmission

 *

 * Returns: in every tlist element a calculated BER value

 *---------------------------------------------------------------------------*/

extern void CalculateAnalyticalBER(int n, Transmission tlist[]);

/*-- MACRO Definitions ------------------------------------------------------*/

#define WLAN_BANDWIDTH 22

#define HALF_WLAN_BANDWIDTH 11

#define PI acos(-1.0)

// assume the power of WPAN reception at the same station is unit power

#define Tc 1    

#define WPAN_Tx_1 inverse_db(-20.0)     

// -20dB spurious emmision per MHz from WPAN Tx when freq dif is 1MHz

#define WPAN_Tx_2 inverse_db(-40.0)     

// -40dB spurious emmision per MHz from WPAN Tx when freq dif is 2MHz

#define WPAN_Tx_3 inverse_db(-60.0)     

// -60dB spurious emmision per MHz from WPAN Tx when freq dif is 3MHz

#define WPAN_Tx_other 0                 

// no spurious emmision from WPAN Tx when freq dif > 3MHz

#define WPAN_Rx_1 inverse_db(-11.0)     

// -11dB adjacent channel interference from WPAN Rx when freq dif is 1MHz

#define WPAN_Rx_2 inverse_db(-41.0)     

// -41dB adjacent channel interference from WPAN Rx when freq dif is 2MHz

#define WPAN_Rx_other inverse_db(-51.0) 

// -51dB adjacent channel interference from WPAN Rx when freq dif >= 3MHz

#define WLAN_Tx_next inverse_db(-30)    

// -30dB spurious emmision from WLAN Tx when freq dif <= half bandwidth

#define WLAN_Tx_other inverse_db(-50.0) 

// -50dB spurious emmision from WLAN Tx when freq dif > half bandwidth

#define WLAN_Rx_next inverse_db(-12.0)  

// -12dB adjacent channel interference from WLAN Rx, 12 MHz 

#define WLAN_Rx_middle inverse_db(-36.0)

// -60dB adjacent channel interference from WLAN Rx, between 13MHz-36MHz 

#define WLAN_Rx_other inverse_db(-56.0) 

// -60dB adjacent channel interference from WLAN Rx, >= 37MHz 

#define CCK_factor inverse_db(-8.0)     

// 8dB gain for CCK coding

#define WLAN_EbNo_perfect 10.0   // if EbNo > 10dB, perfect reception

#define WLAN_EbNo_impossible 0.5 // if EbNo < -3dB, impossible to receiver

#define WPAN_EbNo_perfect 20.0   // if EbNo > 13dB, perfect reception

#define WPAN_EbNo_impossible 1.0 // if EbNo < 0dB, impossible to receive

#define MIN_DISTANCE 0.1  

// two nodes in the same spot act as if they are 0.1 apart

/*---------------------------------------------------------------------------*/

#define abs(a) ((a)>0 ? (a) : -(a))

#define sqr(x) ((x)*(x))

#define min(a,b) ((a)<(b) ? (a) : (b))

/*-- Forward References -----------------------------------------------------*/

extern int isModulationTypeWPAN(ModulationType foo);

// returns 1 if the type is WPAN

// returns 0 otherwise

extern int isModulationTypeWLAN(ModulationType foo); 

// returns 1 if the type is one of the WLANs

// returns 0 otherwise

extern double SER11(double);

extern double SER55(double);

extern double WLAN_BER_11(double);

extern double WLAN_BER_55(double);

extern double WLAN_BER_1(double);

extern double WLAN_BER_2(double);

extern double WPAN_BER(double);

extern double SpectrumFactor(Transmission &Src, Transmission &Dest);

extern double Distance(Transmission &Src, Transmission &Dest);

extern double PowerDistance(Transmission &Src, Transmission &Dest);

extern double inverse_db(double);

extern double db(double);

/*-- Local Functions --------------------------------------------------------*/

int isModulationTypeWPAN(ModulationType foo)

{

    switch (foo){

    case WPAN: return 1;

    default: return 0;

    }

}

int isModulationTypeWLAN(ModulationType foo)

{

    switch (foo){

    case WLAN11: return 1;

    case WLAN55: return 1;

    case WLAN1: return 1;

    case WLAN2: return 1;

    default: return 0;

    }

}

// compute db from real

double db(double x)

{

    return(10 * log10(x));

}

// compute real from db

double inverse_db(double x)

{

    return(pow(10.0, x /10));

}

// compute the Q function using approximation Q_5

double Q_5(double x)

{

    double x2,x3,x4,x5,x6;

    x2 = x*x;

    x3 = x2*x;

    x4 = x3*x;

    x5 = x4*x;

    x6 = x5*x;

    return(exp(-x2/2) * (x4+9*x2+8) /(x5+10*x3+15*x) / sqrt(2*PI));

}

// compute the codeword error probability of 802.11b 11Mbps

double SER11(double Eb_No)

{

    double res;

    res = 24*Q_5(sqrt(4*Eb_No)) + 

        16*Q_5(sqrt(6*Eb_No)) +

        174*Q_5(sqrt(8*Eb_No)) + 

        16*Q_5(sqrt(10*Eb_No)) + 

        24*Q_5(sqrt(12*Eb_No)) +

        Q_5(sqrt(16*Eb_No));

    return(min(res,0.99999));

}

// compute bit error rate from Eb/No for 802.11b 11Mbps

double WLAN_BER_11(double Eb_No)

{

    if(Eb_No > WLAN_EbNo_perfect)

        return 0;

    // if Eb/No more than some threshold, perfect reception

    else if(Eb_No < WLAN_EbNo_impossible)

        return 0.5;

    // if Eb/No less than some threshold, impossible to receive

    else

        return(min(1-pow((1-SER11(Eb_No)),1.0/8),0.5));

}

// compute the codeword error probability of 802.11b 5.5Mbps

double SER55(double Eb_No)

{

    double res;

    res = 14*Q_5(sqrt(8*Eb_No)) + 

        Q_5(sqrt(16*Eb_No));

    return(min(res,0.99999));

}

// compute bit error rate from Eb/No for 802.11b 11Mbps

double WLAN_BER_55(double Eb_No)

{

    if(Eb_No > WLAN_EbNo_perfect)

        return 0;

    // if Eb/No more than some threshold, perfect reception

    else if(Eb_No < WLAN_EbNo_impossible)

        return 0.5;

    // if Eb/No less than some threshold, impossible to receive

    else

        return(min(1-pow(1-SER55(Eb_No),1.0/4),0.5));

}

// compute the function number of choice of k elements from n

int choose(int k,int n)

{

    int i;

    int res = 1;

    for(i=n;i>n-k;i--)

        res *= i;

    for(i=1;i<=k;i++)

        res /= i;

    return(i);

}

// compute the BER for WLAN 1Mbps, the BER is Q(sqrt(11*2*Eb_No/2))

double WLAN_BER_1(double Eb_No)

{

    if(Eb_No > WLAN_EbNo_perfect)

        return 0;

    // if Eb/No more than some threshold, perfect reception

    else if(Eb_No < WLAN_EbNo_impossible)

        return 0.5;

    // if Eb/No less than some threshold, impossible to receive

    else

        return(min(Q_5(sqrt(11*2*Eb_No/2)),0.5));

}

// compute the BER for WLAN 2Mbps, the BER is Q(sqrt(5.5*2*Eb_No/2))

double WLAN_BER_2(double Eb_No)

{

    if(Eb_No > WLAN_EbNo_perfect)

        return 0;

    // if Eb/No more than some threshold, perfect reception

    else if(Eb_No < WLAN_EbNo_impossible)

        return 0.5;

    // if Eb/No less than some threshold, impossible to receive

    else

        return(min(Q_5(sqrt(5.5*2*Eb_No/2)),0.5));

}

// compute the BER for WPAN

double WPAN_BER(double Eb_No)

{

    if(Eb_No > 20)

        return 0;

    // if Eb/No more than 13dB, perfect reception

    else if(Eb_No < 1)

        return 0.5;

    // if Eb/No less than 0dB, impossible to receive

    else

        return(min(exp(-Eb_No/2),0.5));

}

double Distance(Transmission &Src, Transmission &Dest)

{

    return(sqrt(sqr(Src.src->x-Dest.dst->x) + sqr(Src.src->y-Dest.dst->y)));

}

// power as function of distance

double PowerDistance(Transmission &Src, Transmission &Dest)

{

    double power_d0,dist;

    dist=Distance(Src,Dest); // calc distance function

    if (dist < MIN_DISTANCE)

        dist = MIN_DISTANCE;

    if(isModulationTypeWPAN(Src.type)) {    // transmitter is WPAN, 

        power_d0 = Src.txpower;

    } 

    else // transmitter is WLAN

        if(isModulationTypeWPAN(Dest.type)) // receiver is WPAN, 

            power_d0 = Src.txpower/WLAN_BANDWIDTH;

        else 

            power_d0 = Src.txpower; // receiver is WLAN

    if(dist < 8)  // use 40.2+20log d for <8M power loss    

        return(power_d0/(pow(dist,2.0) * pow(10.0, 4.02)));

    else         // use 58.5 + 33log(d/8) for >8M power loss

        return(power_d0/(pow(dist/8.0,3.3) * pow(10.0, 5.85)));

}

double SpectrumFactor(Transmission &Src, Transmission &Dest)

// (int src0, int src,int dest)

// dest is listenin to src0

// dest gets interference from src

{

    int freq_dif;

    if(isModulationTypeWPAN(Dest.type)) 

        if(isModulationTypeWPAN(Src.type)) 

        {

            // both src and dest WPAN

            freq_dif = abs(Src.frequency - Dest.frequency);

            switch(freq_dif) {

            case 0:

                // frequency collide

                return(1.0);

            case 1:

                return(WPAN_Tx_1+WPAN_Rx_1);

            case 2:

                return(WPAN_Tx_2+WPAN_Rx_2);

            case 3:

                return(WPAN_Tx_3+WPAN_Rx_other);

            default:

                return(WPAN_Tx_other+WPAN_Rx_other);

            }

        }

        else 

        {

            // src WLAN and dest WPAN

            if(Dest.frequency >= Src.frequency + HALF_WLAN_BANDWIDTH)

                freq_dif = Dest.frequency - (Src.frequency + HALF_WLAN_BANDWIDTH) + 1;

            else if(Dest.frequency <= Src.frequency - HALF_WLAN_BANDWIDTH)

                freq_dif = (Src.frequency - HALF_WLAN_BANDWIDTH) - Dest.frequency + 1;

            else

                freq_dif = 0;

            switch(freq_dif) {

            case 0:

                // frequency collide

                return(1.0);

            case 1:

                return(WLAN_Tx_next+WPAN_Rx_1);

            case 2:

                return(WLAN_Tx_next+WPAN_Rx_2);

            default:

                if(freq_dif<=HALF_WLAN_BANDWIDTH)

                    return(WLAN_Tx_next+WPAN_Rx_other);

                else

                    return(WLAN_Tx_other+WPAN_Rx_other);

            }

        }

    else // dest WLAN

    {

        if(isModulationTypeWPAN(Src.type)) {

            // src WPAN, dest WLAN

            double sf;

            if(Src.frequency >= Dest.frequency + HALF_WLAN_BANDWIDTH)

                freq_dif = Src.frequency - (Dest.frequency + HALF_WLAN_BANDWIDTH) + 1;

            else if(Src.frequency <= Dest.frequency - HALF_WLAN_BANDWIDTH)

                freq_dif = (Dest.frequency - HALF_WLAN_BANDWIDTH) - Src.frequency + 1;

            else

                freq_dif = 0;

            switch(freq_dif) {

            case 0:

                // frequency collide

                sf = 1.0;

                break;

            case 1:

                sf = WPAN_Tx_1+WPAN_Tx_2+WPAN_Tx_3+WPAN_Tx_other*(WLAN_BANDWIDTH-3)+WLAN_Rx_next;

                break;

            case 2:

                sf = WPAN_Tx_2+WPAN_Tx_3+WPAN_Tx_other*(WLAN_BANDWIDTH-2)+WLAN_Rx_middle;

                break;

            case 3:

                sf = WPAN_Tx_3+WPAN_Tx_other*(WLAN_BANDWIDTH-1)+WLAN_Rx_middle;

                break;

            default:

                if(freq_dif<HALF_WLAN_BANDWIDTH){

                    sf = WPAN_Tx_other*WLAN_BANDWIDTH+WLAN_Rx_middle;

                    break;

                }

                else{

                    sf = WPAN_Tx_other*WLAN_BANDWIDTH+WLAN_Rx_other;

                    break;

                }

            }

            if (Dest.type == WLAN11 || Dest.type == WLAN55)

                sf *=CCK_factor;

            return(sf);

        }

        else { //both src and dest WLAN

            switch(abs(Src.frequency-Dest.frequency)) {

            case 0:

                return(1.0);

            case 11:

                return(0.5);

            case 22:

                return(WLAN_Rx_next/11+WLAN_Tx_next);

            default:

                return(WLAN_Rx_other+WLAN_Tx_other);

            }

        }

    }

}

/*-- Global Function --------------------------------------------------------*/

void CalculateAnalyticalBER(int n, Transmission tlist[])

{// n should be the length of tlist

    double EbNo;

    for (int dst= 0; dst < n ; dst++) { //for each dest

        double Eb, No;

        No=0;

        for (int src = 0; src < n; src++) { //calculate the power from each source

            double pd,sf,pwr;

            sf=SpectrumFactor(tlist[src],tlist[dst]);

            pd=PowerDistance(tlist[src],tlist[dst]);

            pwr=sf*pd;

            #if defined(_DEBUG_)

            printf("rcpt power from %d to %d = %1.5g * %1.5g = %1.5g\n", src, dst, sf, pd, pwr);

            #endif

            if (src==dst)

                // if src and dest are from the same transmission pair,

                // pwr is signal power

                Eb=pwr*Tc;

            else

                // if not from the same transmission pair, 

                // pwr is interference power

                No+=pwr;

        }

        EbNo=Eb/No; // calculate the EbNo for each dest

        //need to calc BER from SNR

        double ber0;

        switch (tlist[dst].type) {

            case WPAN:

                ber0 = WPAN_BER(EbNo);

                break;

            case WLAN11:

                ber0 = WLAN_BER_11(EbNo);

                break;

            case WLAN55:

                ber0 = WLAN_BER_55(EbNo);

                break;

            case WLAN1:

                ber0 = WLAN_BER_1(EbNo);

                break;

            case WLAN2:

                ber0 = WLAN_BER_2(EbNo);

                break;

            default:

                printf("Unknown ModulationType");

        }

        #if defined(_DEBUG_)

        printf("EbNo for Transmission %d = %1.5g\n", dst, EbNo);

        printf("BER for Transmission %d = %1.5g\n", dst, ber0);

        #endif

        tlist[dst].BER = ber0;

    }

}

� This doubling is slightly pessimistic for BPSK under conditions of high SNIR.


� An alternative approach giving the same result is to consider the spreading sequence to be a block code of length 11.


� Errors between adjacent DQPSK constellation points are much more likely that errors between opposing constellation points.


� BER values larger than 0.5 are meaningless.


� The results for 802.11b 11Mbps do not show calculated values for SNIR < -2dB due to limitations of the tools used.
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Calcs

		Q_5(x) = exp(-x2/2) * (x4+9*x2+8) /(x5+10*x3+15*x) / sqrt(2*PI)

		0.1		2.1267314815																														(1-pow(1-PEW55(Eb_No),1.0/4)																		exp(-Eb_No/2)

								802.11b 11Mbps																										802.11b 5.5Mbps										802.11b 2Mbps				802.11b 1Mbps				802.15.1

		SNR (dB)		SNR				Q arg1		Q1		Qarg2		Q2		Qarg3		Q3		Qarg4		Q4		Qarg5		Q5		Q arg6		Q6		BER		Qarg1		Q1		Q arg2		Q2		BER		Q arg		BER		Q arg		BER		BER

		-14		0.0398107171				0.399052463		0.525474961		0.4887374575		0.4238072929		0.5643454053		0.3615770608		0.6309573445		0.3178718686		0.6911791408		0.2846469549		0.798104926		0.2360309674		0.00E+00

		-13		0.0501187234				0.4477442277		0.4655262028		0.5483724466		0.3734327417		0.6332059593		0.3165358611		0.7079457844		0.2762409337		0.7755157512		0.2453991444		0.8954884554		0.1999745032		0.00E+00

		-12		0.0630957344				0.5023772863		0.4113273246		0.6152840049		0.3274155386		0.7104687717		0.2750042837		0.7943282347		0.2375677963		0.8701429844		0.2087493888		1.0047545726		0.1661685712		0.00E+00

		-11		0.0794328235				0.5636765863		0.3620615001		0.6903600081		0.2850662376		0.7971590731		0.2364147773		0.8912509381		0.2014145073		0.9763164864		0.1743947578		1.1273531725		0.1345759413		0.00E+00

		-10		0.1				0.632455532		0.3169808245		0.7745966692		0.2457894748		0.894427191		0.2003341486		1		0.1675181939		1.095445115		0.1422406308		1.2649110641		0.1053991523		0.00E+00		0.894427191		0.2003341486		1.2649110641		0.1053991523		0		0.55		0.3721966878		1.1		0.1411239027		0.4756147123

		-9		0.1258925412				0.7096267785		0.2754161887		0.8691117575		0.2091148259		1.0035638143		0.1665056281		1.1220184543		0.13583203		1.2291096347		0.1124294741		1.4192535569		0.0790624904		0.00E+00		1.0035638143		0.1665056281		1.4192535569		0.0790624904		0		0.6924089765		0.2840189885		1.384817953		0.0844157648		0.469496962

		-8		0.1584893192				0.7962143411		0.2367988519		0.9751594308		0.1747374276		1.1260171197		0.134889583		1.2589254118		0.1065486783		1.3790836925		0.0853350006		1.5924286822		0.0561333029		0.00E+00		1.1260171197		0.134889583		1.5924286822		0.0561333029		0		0.8716912559		0.2082019911		1.7433825117		0.0408638345		0.4619069384

		-7		0.1995262315				0.8933671843		0.2006940309		1.0941468772		0.1425603272		1.2634119882		0.1056860853		1.4125375446		0.0800843762		1.547357353		0.0615000334		1.7867343686		0.0371755902		0.00E+00		1.2634119882		0.1056860853		1.7867343686		0.0371755902		0		1.0973942732		0.1417618152		2.1947885465		0.0141125029		0.4525258926

		-6		0.2511886432				1.0023744673		0.1668429176		1.227652988		0.1127234995		1.4175715662		0.0793174213		1.5848931925		0.0570030259		1.7361635055		0.0415063735		2.0047489345		0.0225563918		0.00E+00		1.4175715662		0.0793174213		2.0047489345		0.0225563918		0		1.3815375373		0.0849406484		2.7630750747		0.0028641104		0.4409862857

		-5		0.316227766				1.1246826504		0.1352034785		1.377449308		0.0855984804		1.5905414575		0.0563501005		1.77827941		0.0378724067		1.9480074929		0.0257890754		2.2493653008		0.0122620438		0.00E+00		1.5905414575		0.0563501005		2.2493653008		0.0122620438		0.3322343816		1.7392527131		0.0412304017		3.4785054262		0.0002521291		0.4268762743

		-4		0.3981071706				1.261914689		0.1059733177		1.5455235434		0.061726897		1.7846168677		0.0373490993		1.995262315		0.0230716319		2.1857003561		0.0144430001		2.5238293779		0.0058083155		0.00E+00		1.7846168677		0.0373490993		2.5238293779		0.0058083155		0.1714373558		2.189589438		0.0143007623		4.3791788761		0.0000059564		0.4097529894

		-3		0.5011872336				1.4158915688		0.079572713		1.7341059373		0.041691028		2.0023730594		0.0226845064		2.2387211386		0.0126054363		2.4523961351		0.0071014133		2.8317831375		0.0023152384		0.00E+00		2.0023730594		0.0226845064		2.8317831375		0.0023152384		0.0918795396		2.756529785		0.0029220863		5.5130595699		0.0000000176		0.3891693055

		-2		0.6309573445				1.5886564694		0.0565673205		1.9456988634		0.0259284723		2.246699525		0.0123472732		2.5118864315		0.0060087586		2.7516337209		0.0029661436		3.1773129389		0.000743346		0.00E+00		2.246699525		0.0123472732		3.1773129389		0.000743346		0.046552251		3.4702653946		0.0002599932		6.9405307893		0		0.3647198141

		-1		0.7943282347				1.7825018763		0.0375230719		2.1831100312		0.014538414		2.5208383284		0.0058579501		2.8183829313		0.0024141464		3.0873838143		0.0010098216		3.5650037525		0.0001819375		0.00E+00		2.5208383284		0.0058579501		3.5650037525		0.0001819375		0.0212138548		4.368805291		0.0000062465		8.737610582		1.19046298860673E-18		0.3361118465

		0		1				2		0.0228130844		2.4494897428		0.0071590285		2.8284271247		0.0023396587		3.1622776602		0.0007828245		3.4641016151		0.0002660245		4		0.0000316721		0.00E+00		2.8284271247		0.0023396587		4		0.0000316721		0.008299475		5.5		0.000000019		11		1.91065958147956E-28		0.3032653299

		1		1.2589254118				2.2440369086		0.0124329146		2.748372695		0.0029958193		3.1735474306		0.0007530572		3.5481338923		0.0001939988		3.8867859398		0.0000507919		4.4880738172		0.0000035935		7.89E-02		3.1735474306		0.0007530572		4.4880738172		0.0000035935		0.0026470906		6.9240897649		0		13.8481795297		6.52385462306245E-44		0.2664390182

		2		1.5848931925				2.5178508236		0.0059079013		3.0837248831		0.0010223247		3.5607787828		0.0001848906		3.9810717055		0.0000343036		4.3610455523		0.0000064722		5.0357016472		0.0000002381		2.61E-02		3.5607787828		0.0001848906		5.0357016472		0.0000002381		0.0006478059		8.7169125585		1.42945388537583E-18		17.4338251171		2.28426174396038E-68		0.2263678888

		3		1.995262315				2.8250750892		0.0023642827		3.4599962268		0.0002701138		3.9952595059		0.0000323126		4.4668359215		0.0000039693		4.8931735898		0.0000004961		5.6501501785		0.000000008		8.60E-03		3.9952595059		0.0000323126		5.6501501785		0.000000008		0.0001131154		10.9739427323		2.54994772921508E-28		21.9478854647		4.53621134194604E-107		0.1843759613

		4		2.5118864315				3.1697863849		0.0007628734		3.8821796183		0.000051764		4.4827548954		0.0000036843		5.0118723363		0.0000002695		5.4902310678		0.0000000201		6.3395727698		0.0000000001		2.49E-03		4.4827548954		0.0000036843		6.3395727698		0.0000000001		0.0000128954		13.8153753733		1.02939122445447E-43		27.6307507466		2.37721302081348E-168		0.1424035435

		5		3.1622776602				3.5565588201		0.0001878849		4.3558771747		0.0000066268		5.0297337187		0.0000002456		5.6234132519		0.0000000094		6.1601405765		0.0000000004		7.1131176402		0		5.83E-04		5.0297337187		0.0000002456		7.1131176402		0		0.0000008595		17.3925271309		4.69983899517127E-68		34.7850542619		2.04643354775164E-265		0.1028703305

		6		3.9810717055				3.9905246299		0.0000329646		4.8873745747		0.000000511		5.6434540526		0.0000000083		6.3095734448		0.0000000001		6.9117914079		0		7.9810492599		7.25472767621674E-16		1.00E-04		5.6434540526		0.0000000083		7.9810492599		7.25472767621674E-16		0.0000000292		21.8958943804		1.42135660787654E-106		43.7917887609		0		0.0683110982

		7		5.0118723363				4.4774422771		0.0000037772		5.4837244659		0.0000000208		6.3320595931		0.0000000001		7.0794578438		0		7.755157512		0		8.9548845543		1.70045661577844E-19		1.14E-05		6.3320595931		0.0000000001		8.9548845543		1.70045661577844E-19		0.0000000004		27.5652978495		1.45074877405094E-167		55.130595699		0		0.0407995858

		8		6.3095734448				5.023772863		0.0000002533		6.152840049		0.0000000004		7.1046877172		0		7.9432823472		9.84500320354794E-16		8.7014298444		1.63864187865351E-18		10.047545726		4.70919161537796E-24		7.61E-07		7.1046877172		0		10.047545726		4.70919161537796E-24		0		34.7026539464		3.59227508264062E-264		69.4053078928		0		0.0213237479

		9		7.9432823472				5.6367658625		0.0000000087		6.9036000814		0		7.9715907307		7.83224186899069E-16		8.9125093813		2.49451678447843E-19		9.7631648643		8.10092912581192E-23		11.2735317251		8.86560007189634E-30		2.60E-08		7.9715907307		7.83224186899069E-16		11.2735317251		8.86560007189634E-30		0		43.6880529098		0		87.3761058197		0		0.009421242

		10		10				6.3245553203		0.0000000001		7.7459666924		0		8.94427191		1.87204874046179E-19		10		7.61985309306524E-24		10.9544511501		3.1630341438623E-28		12.6491106407		5.65741895662117E-37		3.81E-10		8.94427191		1.87204874046179E-19		12.6491106407		5.65741895662117E-37		0		55		0		110		0		0.0033689735

		11		12.5892541179																																																0.0009230988

		12		15.8489319246																																																0.0001808915

		13		19.9526231497																																																0.0000232441

		14		25.1188643151																																																0.0000017558

		15		31.6227766017																																																0.0000000679

		16		39.8107170553																																																0.0000000011

		17		50.1187233627																																																0





Masks

		

		#define BT_Tx_1 pow(10.0, -2.0)				// -20dB spurious emmision per MHz from BT Tx when freq dif is 1MHz

		#define BT_Tx_2 pow(10.0, -4.0)				// -40dB spurious emmision per MHz from BT Tx when freq dif is 2MHz

		#define BT_Tx_3 pow(10.0, -6.0)				// -60dB spurious emmision per MHz from BT Tx when freq dif is 3MHz

		#define BT_Tx_other 0				// no spurious emmision from BT Tx when freq dif > 3MHz

		#define BT_Rx_1 pow(10.0, -1.1)				// -11dB adjacent channel interference from BT Rx when freq dif is 1MHz

		#define BT_Rx_2 pow(10.0, -4.1)				// -41dB adjacent channel interference from BT Rx when freq dif is 2MHz

		#define BT_Rx_other pow(10.0, -5.1)				// -51dB adjacent channel interference from BT Rx when freq dif >= 3MHz

		#define WLAN_Tx_next pow(10.0, -3.0)		// -30dB spurious emmision from WLAN Tx when freq dif <= half bandwidth

		#define WLAN_Tx_other pow(10.0, -5.0)		// -50dB spurious emmision from WLAN Tx when freq dif > half bandwidth

		#define WLAN_Rx_next pow(10.0, -1.2)				// -12dB adjucent channel interference from WLAN Rx, 12 MHz without narrow filter and 9MHz with narrow filter

		#define WLAN_Rx_middle pow(10.0, -3.6)				// -36dB adjucent channel interference from WLAN Rx, between 13MHz-36MHz without narrow filter and 10MHz-26MHz with narrow filter

		#define WLAN_Rx_other pow(10.0, -5.6)				// -50dB adjucent channel interference from WLAN Rx, >= 37MHz without narrow filter and >= 27MHz with narrow filter

				BT TX Mask								802.11 TX Mask

				|f-fc| (MHz)		Attenuation (dB)						|f-fc| (MHz)		Attenuation (dB)

				0		0						0		0

				0.4		0						0.1		0

				0.6		-20						0.9		-30

				1.4		-20						11.1		-30

				1.6		-40						11.9		-50

				2.4		-40						50		-50

				2.6		-60

				3.4		-60

				3.6				10*log(0,10)

				15				10*log(0,10)

				BT RX Mask								802.11 RX Mask

				0		0						0		0

				0.4		0						0.1		0

				0.6		-11						0.9		-12

				1.4		-11						12.1		-12

				1.6		-41						12.9		-36

				2.4		-41						36.1		-36

				2.6		-51						36.9		-56

				15		-51						50		-56





Masks

		



802.11 RX Mask

|f-fc| (MHz)

Attenuation (dB)



Distance

		



BT RX Mask

|f-fc| (MHz)

Attenuation (dB)



		



BT TX Mask

|f-fc| (MHz)

Attenuation (dB)



		



802.11 TX Mask

|f-fc| (MHz)

Attenuation (dB)



		

						40.2+20log d for <8M power loss

						58.5 + 33log(d/8) for >8M power loss

						Sims

				AP distance (m)		Signal Power (-dBm)

				1		-55.1712125472

				7		-72.0731733475

				8		-73.2712125472

				10		-76.4692429765

				15		-82.2802545253

				20		-86.4032328334

				30		-92.2142443822

				40		-96.3372226903

				50		-99.5352531196

				60		-102.1482342391

				70		-104.3574782969

				80		-106.2712125472

				90		-107.959245788

				100		-109.4692429765

				150		-115.2802545253





		



Signal Power (-dBm)

Distance (m)

Signal Strength (dB)

Signal Power vs. Distance
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