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1. Introduction
This document is to provide the contribution to AWD Document IEEE 802.16n-11/0009r1 for the specification of relay function initialization for HR-MS in OFDMA interface. 

2. Text Proposal for IEEE 802.16n AWD
Xxx
Note:
The text in BLACK color: the existing text in AWD
The text in RED color: the removal of existing AWD text
The text in BLUE color: the new text added to AWD
[---------------------------------Insert the following texts to section 17.2.1.2---------------------------------------]

17.2.1.2 Initialization of Relay Function for HR-MS 

17.2.1.2.1 Relay link establishment 
To support relay function for HR-MS, HR-MS capable of relay function may establish relay link with HR-BS.

An HR-MS acting as HR-RS is operated in either TTR mode or STR mode and its relay mode is determined by HR-BS.
To request subordinate HR-MS to change its role as HR-RS, HR-BS transmits MMRS-REQ message described in 6.3.2.3.x1 including relay mode (i.e., either TTR or STR mode).
In response to MMRS-REQ, the HR-MS transmits MMRS-RSP message described in 6.3.2.3.x2.
During establishing relay link, HR-BS transmits RS_Config-CMD message described in 6.3.2.3.63 to configure the operation parameters of HR-RS.

17.2.1.2.2 Relay link configuration
While HR-MS is acting as relay mode, the superordinate HR-BS may send an RCD message to configure the Relay operation parameters as specified in 6.3.9.18. 
 [-------------------------------------------------End of Text Proposal----------------------------------------------------]

  


