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Proposed text for E-MBS MAP
Qi Wu, Kaushik Josiam, Jaejeong Shim

Samsung Electronics
The following text is proposed to add in 15.3.6.2 of P802.16m/D1.

---------------------------------------------------- Start of the Text Proposal ------------------------------------------------
15.3.6.2 DL Control Channels

15.3.6.2.3 Enhanced Multicast Broadcast Service MAP (E-MBS MAP)
The E-MBS MAP carries control information for enhanced multicast broadcast service.  The E-MBS MAP consists of non-user specific control information. Non-user specific control information is further divided into basic assignment information, persistent assignment information and composite persistent assignment information. The E-MBS MAP, when present, is transmitted at the starting place of an MSI. 

The format of E-MBS MAP is as follows. The E-MBS_DATA_IE can be the Basic Assignment E-MBS DATA IE, the Individual Persistent Assignment E-MBS DATA IE, or the Composite Persistent Assignment E-MBS DATA IE. 
Table XXX. E-MBS MAP Format
	Syntax
	Size in bits 
	Description/Notes

	E-MBS-MAP () {
	-
	-

	  MSI Length (m)
	[TBD]
	The length of an MSI is 2m+3 superframes

	  E-MBS_IE_Count
	[TBD]
	Number of E-MBS_DATA_IE count

	  for (i=0; i≤E-MBS_IE_Count; i++) { 
	-
	-

	     E-MBS_DATA_IE() 
	-
	-

	  }
	
	

	}
	
	


-----------------------------------------------------End of the Text Proposal ---------------------------------------------------
The following text is proposed to add in 15.3.6.3 of P802.16m/D1.

---------------------------------------------------- Start of the Text Proposal ------------------------------------------------
15.3.6.3 Resource Mapping of DL Control Channels

15.3.6.3.3 Enhanced- Multicast Broadcast Services MAP (E-MBS MAP)

The coding chain for non-user specific E-MBS DATA IEs is TBD.

The E-MBS DATA IEs is encoded using TBCC with rate [TBD].
-----------------------------------------------------End of the Text Proposal ---------------------------------------------------

  


