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Proposed Text
The following text is proposed to be captured in the harmonized contribution (C802.16m-09/2166) from the DG.

------------------------------------------------------- Start of the proposed text ------------------------------------------------
[Insert the following text on page 5, line 46 in C802.16m-09/2166]
The AAI_MBS-ADV provides a pointer for each E-MBS zone to indicate the subframe location of E-MBS MAP. The following parameters shall be included in AAI_MBS ADV:

-- ASN1START

AAI_MBS-ADV ::=

SEQUENCE {



E-MBSConfigurationList ::= 

SEQUENCE (SIZE (1..maxMBSzones)) OF E-MBSConfiguration

...

}
E-MBSConfiguration ::=


SEQUENCE {


embs-ZoneId







INTEGER (0..ffs),




embs-MAP-MCS






ENUMERATED {ffs},


embs-MAP-Periodicity




ENUMERATED {ffs},


embs-MAP-SuperFrameOffset



INTEGER (0..ffs),


embs-MAP-FrameOffset




INTEGER (0..3),


embs-MAP-SubframeOffset




INTEGER (0..7),


}
-- ASN1STOP

	E-MBSConfiguration field decriptions

	embs-ZoneId

Identifies the E-MBS zone within the context.

	embs-MAP-MCS

Defines the MCS used in the subframe of the E-MBS MAP.

	embs-MAP-Periodicity

Defines the occurrence periodicity of the E-MBS MAP.

	embs-MAP-SuperFrameOffset

Superframes that contain the E-MBS MAP occur when equation SuperFrameNumber mod embs-MAP-Periodicity = embs-MAP-SuperFrameOffset is satisfied.

	embs-MAP-FrameOffset

Defines the frame that are allocated for E-MBS MAP within the superframe defined by the embs-MAP-Periodicity and embs-MAP-SuperFrameOffset.

	embs-MAP-SubframeOffset

Defines the subframe that are allocated for E-MBS MAP within the radio frame defined by the embs-MAP-Periodicity, embs-MAP-SuperFrameOffset and embs-MAP-FrameOffset.


-------------------------------------------------------- End of the text ------------------------------------------------------










  


