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Proposed Text
The following text is proposed to be captured in the IEEE P802.16m/D2 document.

------------------------------------------------------- Start of the proposed text ------------------------------------------------
15.9.3.1 E-MBS Configuration Indicators

The information regarding E-MBS configuration is transmitted to the AMSs using E-MBS configuration indicators. While most E-MBS configuration indicators necessary for E-MBS operation are of interest only to the AMSs interested in E-MBS, a few E-MBS related configuration information may be broadcasted to all AMSs.
The E-MBS configuration information necessary for E-MBS operation include E-MBS-Zone_IDs of serving and neighboring ABSs, E-MBS MAP time offset (frequency offset), E-MBS MAP resource allocation, E-MBS MAP Isizeoffset, E-MBS MAP MIMO Mode and MSTID and FID mappings between serving E-MBS Zone and neighboring E-MBS Zone for the same content.  Some of these E-MBS configuration information are transmitted in a new MAC management message called the AAI-E-MBS_CFG message to be read only by the E-MBS AMSs.
Table xxx: AAI-E-MBS_CFG Message Format
	Syntax
	Size in bits 
	Description/Notes

	AAI-E-MBS_CFG () {
	-
	-

	
	[TBD]
	

	
	
	

	
	
	

	 
	
	-

	  }
	
	

	Padding
	variable
	Padding to reach byte boundary


-------------------------------------------------------- End of the text ------------------------------------------------------










  


