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Fix of AAI_SCN-REP Message Content
I-Kang Fu, Kelvin Chou, Yih-Shen Chen, Alex Hsu, Paul Cheng
MediaTek Inc.
1 Text Proposal
---------------------------------------------------------Start of the Text-----------------------------------------------------------
[Adopt the following text modification into AAI_SCN-REP message format started from line#57, page#92 in P802.16m/D4]

	N_FA_Index N_Recommended_Carrier_Index
	Number of scanned FAs
Recommended physical carrier index for scan at each neighboring ABS.
	Included when N_Scanned_Preamble_Indices_indication == 1

	for (i=0; i< N_FA_Index N_Recommended_Carrier_Index; i++) {
	
	

	FA_Index Recommended_Carrier_Index
	Scanned FA Index Recommended physical carrier index for scan at each neighboring ABS
	

	N_Scanned_Preamble_Indices
	Number of scanned preambles reported in this message
	

	for (j=0; j<N_Scanned_Preamble_Indices; j++) {
	
	

	Preamble_Index
	Based on the value of N_Scanned_Preamble_Indices, preamble index (10-bit) is included
	

	Report_Value
	Based on the value of Report metric
	

	 }
	
	

	}
	
	

	N_Recommended_Carrier_Index
	Recommended physical carrier index for scan at each neighboring ABS.
	May be included for a multi-carrier target ABS

	Recommended_Carrier_Index
	Recommended physical carrier index for scan at each neighboring ABS
	Included when N_Recommended_Carrier_Index > 0

	Carrier index at serving ABS
	Recommended physical carrier index to be used for scanning
	May be included when the serving ABS is a multi-carrier ABS


---------------------------------------------------------Start of the Text-----------------------------------------------------------

  


