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I. Introduction
There are two HO cases handling in D3
· all TBS are unreachable

· there is 0 target ABS in HO-CMD
Due to some text change accepted in D3, the two cases seem to be redundant by one sentence, and the first case was removed in D4. We suggest go back to previous D3 agreement with minor text change, instead of fixing all the problems currently in D4 incomplete text.
II. Proposed Test

Modify section 16.2.6 Page 208 Line 64 as follows
--------------------------------text start-----------------------------------------
16.2.6.3.4 HO Execution
If all the target ABSs that are included in the AAI_HO-CMD message are unreachable, and if the AMS has a preferred target ABS not included in the AAI_HO-CMD message, the AMS informs the serving ABS of its preferred target ABS by sending AAI_HO-IND message with code 0b01 before the expiration of Discon​nect Time, and the AMS performs network reentry at the new target ABS as indicated in the AAI_HO-IND message. The AMS shall also indicate the BSID of its old serving ABS and previous used STID to the new target ABS during network entry at the new target ABS. If the AMS has no preferred target ABS, it may per​form HO cancellation as described in section 16.2.6.3.6.
If the AAI_HO-CMD message includes no target ABS, the AMS shall inform the serving ABS of it's preferred target ABS by sending the AAI_HO-IND message with HO Event Code 0b01 before expiration of Disconnect Time. If a serving ABS receives the AAI_HO-IND message with HO Event Code 0b01, it shall respond to the AMS by sending AAI_HO-CMD with a target ABS which may include the target ABS pro​posed by the AMS in the AAI_HO-IND message. The AMS shall wait until receiving the AAI_HO-CMD message before expiration of Disconnect Time unless the AMS cannot maintain communication with the serving ABS as defined above. If the AAI_HO-CMD message includes no target ABS, the Disconnect Time defines the deadline by which the AMS shall respond by sending AAI_HO-IND to the serving ABS. If the AAI_HO-CMD message includes no target ABS and the AMS does not have preferred target ABS, AMS may perform HO cancellation as described in Section 16.2.6.3.6
If the AAI_HO-CMD message includes no target ABS, or if all the target ABSs that are included in the AAI_HO-CMD message are unreachable as defined above, the AMS shall inform the serving ABS of it's preferred target ABS by sending the AAI_HO-IND message with HO Event Code 0b01 before expiration of Disconnect Time. If a serving ABS receives the AAI_HO-IND message with HO Event Code 0b01, it shall respond to the AMS by sending AAI_HO-CMD with a target ABS which may include the target ABS pro​posed by the AMS in the AAI_HO-IND message. The AMS shall wait until receiving the AAI_HO-CMD message before expiration of Disconnect Time unless the AMS cannot maintain communication with the serving ABS as defined above. If the AMS has no preferred target ABS, it may perform HO cancellation as described in section 16.2.6.3.6. If the AAI_HO-CMD message includes no target ABS, or all the target ABSs that are included in the AAI_HO-CMD message are unreachable, the Disconnect Time defines the deadline by which the AMS shall respond by sending AAI_HO-IND to the serving ABS. 

--------------------------------text end-----------------------------------------
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