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1. Introduction
Since the length field is added into MAC signaling header, corresponding signaling headers shall be modified. We keep the original design and modify the AMS Battery Level Report Header to reduce the header size to 2 bytes long such that the header size can be optimized whether Battery Level Indication is activated or not. 
Reference
[1] IEEE P802.16m/D5, “Part 16: Air Interface for Broadband Wireless Access Systems: Advanced Air Interface,” April 2010.
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----------------------------------------------------------------------------------------------------------------------------------------------------------------
[Modify the following text in Section 16.2.2.1.3.5]
------------------------------------------------------------------------- Text Start --------------------------------------------------------------------------
16.2.2.1.3.5 AMS Battery Level Report Header
Table 661—AMS Battery Level Report Header Format
	Syntax
	Size (bit)
	Notes

	AMS Battery Level Report header () {
	
	

	FID
	4
	Flow Identifier. Set to 0001.

	Type
	4
	MAC signaling header type = 0b0100

	Length 
	3
	Indicates the length of Signaling header. Set to 0b010.

	Reserved
	1
	For nibble alignment

	AMS Battery Status
	1
	0b0: The AMS is plugged into a power source
0b1: The AMS is not plugged into a power source

	Battery Level Indication
	1
	0b0: Detailed battery level report is not included.
0b1: Detailed battery level report is included.

	If (Battery Level Indication = 1) {
	
	

	AMS Battery Level
	3
	0b000: Battery level is >75% and <= 100%

0b001: Battery level is >50% and <= 75%

0b010: Battery level is >25% and <= 50%

0b011: Battery level is >5% and <= 25%

0b100: Battery level is below 5%
0b101: Battery level report is not supported
0b1010b110 – 0b111: Reserved

	Reserved
	35
	Shall be filled by 0

	else {
	
	

	 Reserved 
	38
	Shall be filled by 0

	}
	
	

	}
	
	


------------------------------------------------------------------------ Text End ---------------------------------------------------------------------------

  


