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1 Introduction
In the IEEE P802.16m/D6 specification [1] it is defined that “The FEH shall also be included in the MAC PDU with AGMH if the transport connection payload in the MAC PDU contains an unfragmented MAC SDU which requires a sequence number.”  
The meaning of 'Which require a Sequence number' is not clear in FEH description.
In case of unfragmented SDU in a MAC PDU, SN is required if the unfragmented SDU corresponds to an ARQ connection. For non ARQ connection, SN is required in case of unfragmented SDU for HARQ reordering as defined in section 16.2.4.4.1.1.
2 Proposed text
[Modify the section 16.2.2.2.1, page 61, lines 24-30 as follows]

16.2.2.2.1 MAC SDU fragmentation extended header (FEH)

The FEH shall be included in the MAC PDU with SPMH/AGMH if the transport connection payload in the MAC PDU contains a fragment of MAC SDU. The FEH shall also be included in the MAC PDU with AGMH if the transport connection payload in the MAC PDU contains an unfragmented MAC SDU and either ARQ or MAC SDU inorder delivery is enabled for the transport connection which requires a sequence number. The FEH format is defined in Table 665.
3 Reference

[1] IEEE P802.16m/D6, “DRAFT Amendment to IEEE Standard for Local and metropolitan area networks Part 16: Air Interface for Broadband Wireless Access Systems”































  


