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1 Text Proposal
---------------------------------------------------------Start of the Text----------------------------------------------------------
[Modify Table 690 as follows]

Table 690 – AAI_HO-REQ parameters
	M/O
	Attributes / Array of attributes
	Size (bits)
	Value / Note
	Conditions

	O
	AAI_NBR-ADV Change Count
	8
	AAI_NBR-ADV change count last received from the serving ABS
	Shall be included if this message contains one or more recommended ABSs identified by using Neighbor_ABS_Index.when N_New_ABS_Index > 0

	O
	Recommended ABS array [0..63]
	Variable
	The list of recommended ABS recommended for HO
	Present if there is one or more recommended ABSs for HO

	O
	A) Neighbor_ABS_Index
	8
	ABS index of the recommended ABS assigned in the last received corresponds to AAI_NBR-ADV
	Shall be included for each listed ABS which is presented
Present if the recommended ABS is presented in the AAI_NBR-ADV message.

	O
	B) Neighbor_ABS_ID
	48
	The 48 bits neighbor ABSID
	Shall be included for each listed ABS which is absent
Present if the recommended ABS is absent in the AAI_NBR-ADV message.

	O
	C) ABS CINR mean
	8
	CINR mean of the new ABS
	May be included for each listed ABS.

	O
	D) ABS RSSI mean
	8
	RSSI mean for the new ABS
	May be included for each listed ABS.

	O
	E) Physical_Carrier_Index
	6
	Physical carrier index of the ABS
	May be included if the ABS is multi-carrier ABS.

	O
	Carrier Preassignment Indication
	1
	Indicates whether AMS needs pre-assignment of secondary carriers at the Target ABS.
	May be included when AMS supports MC mode = 0b010 or 0b100

	O
	Physical_Carrier_Index
	6
	Physical carrier index of the ABS
	May be included for each ABS with ABS Index or ABS ID when the ABS is multi-carrier ABS.


---------------------------------------------------------End of the Text----------------------------------------------------------

  


