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Clean-up for SBC/REG message Tables (16.2.3)
Youngkyo Baek
Samsung Electronics
1. Introduction
Some conditions in AAI-SBC/REG message tables are wrong or redundant or missed.
Cleanup is required.
2. Text change
Remedy #1 

Modify Table685, line32, page116 as follows.
--------------------------------------------------  Text Start  -----------------------------------------------------------------
Table 685— AAI-REG-REQ message Field Description
	Field
	Size (bits)
	Value/Description
	Condition

	…..
	
	…………..
	…………..

	If (LBS Capabilities are required to setup) {
	
	
	

	Capability for supporting A-GPS method
	1
	0b0: no support

0b1: support
	Present if needed

	}
	
	
	

	…..
	
	…………..
	…………..

	Capability for sounding antenna switching support
	1
	0b0: no support

0b1: support
	Present if needed

	…..
	
	…………..
	…………..

	Host-Configuration-Capability-Indicator IE
	1
	Indicates whether the AMS supports the capability of configuring host using the received parameters through the AAI-REG-RSP message. (One bit indicator)

0b0: not support

0b1: support
	To be included only when Requested-Host-Configurations IE is not included
Shall be present

	Requested-Host-Configurations IE
	Variable
	Includes requested host configuration options in DHCP Options format. If included, this IE indicates that the AMS supports host configuration using AAI-REG-RSP message, and Host-Configuration-Capability-Indicator IE shall be omitted.
	Shall be presentTo be included when additional host configurations are required.

	…..
	
	…………..
	…………..


--------------------------------------------------  Text End  -----------------------------------------------------------------
Remedy #2 

Modify ASN.1 code, line18, page1001 as follows.
--------------------------------------------------  Text Start  -----------------------------------------------------------------
AAI-REG-REQ ::= SEQUENCE { 

amsMacAddress   MACAddress, 

amsCapNegotiation   AmsCapabilities, 

csCapabilities     CsCapabilities, 

hostConfigCapability CHOICE { 
hostCfgCapIndicator   FeatureSupport, 

-- Includes requested host configuration options in DHCP Options 

-- format. no size given ??? 

requestedHostConfig   OCTET STRING (SIZE(0..999)) OPTIONAL }, 

globalCarrierConfigChangeCount   INTEGER (0..7), 

amsInitAgpServiceAdaptation    FeatureSupport OPTIONAL, 

... 
}
--------------------------------------------------  Text End  -----------------------------------------------------------------
Remedy #3 

Modify Table686, line49, page121 as follows.
--------------------------------------------------  Text Start  -----------------------------------------------------------------
Table 686— AAI-REG-RSP message Field Description
	Field
	Size (bits)
	Value/Description
	Condition

	…..
	
	…………..
	…………..

	E-MBS capabilities
	3
	If Bit#0 is set to 1, it indicates E-MBS in S-ABS only is supported

If Bit#1 is set to 1, it indicates macro diversity multi ABS E-MBS is supported.

If Bit#2 is set to 1, it indicates non-macro-diversity multi ABS E-MBS is supported.

If all Bit#0~Bit#2 are set to 0, it indicates no E-MBS is supported.
	Present if needed

	…..
	
	…………..
	…………..


--------------------------------------------------  Text End  -----------------------------------------------------------------
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