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Clarification of Paging Cycle Inclusion in AAI-PAG-ADV
Kiseon Ryu
LG Electronics
1. Introduction
Text clarification of AAI-PAG-ADV message is needed. In legacy network mode, MAC Address Hash is used to identify the paged MS. There is no need to include Paging Cycle as well as DID in the AAI-PAG-ADV message in legacy network mode. This contribution is to resolve the comment #10048.
2. Text proposal for the IEEE 802.16m amendment

--------------Start of Proposed Texts -------------------------------------------------------------------

[Remedy 1: Modify the text as follows, on page 168, line 44:]
16.2.3.23 AAI-PAG-ADV (paging advertisement) Message
Table 700—AAI-PAG-ADV Message Field Description
	Field
	Size (bits)
	Value/Description
	Condition

	Paging Cycle
	4
	Used to indicate Paging cycle for the AMS to be paged

0x00: 4 superframes

0x01: 8 superframes

0x02: 16 superframes

0x03: 32 superframes

0x04: 64 superframes

0x05: 128 superframes

0x06: 256 superframes

0x07: 512 superframes

0x08-0x15: reserved
	Present if the Network Configuration indicates ABS is attached to the advanced network


[Remedy 2: Modify the text as follows, on page 1048, line 65:]
-- *-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-

-- Idle Mode Messages

-- *-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-*-
MACAddressHash ::= BIT STRING (SIZE(24))

PagedMSInfo ::= SEQUENCE {

-- if Network Configuration indicates ABS is attached to the advanced network

deRegId DREGID OPTIONAL,

-- if Network Configuration indicates ABS is attached to the legacy network

macAddressHash MACAddressHash OPTIONAL,
-- if Network Configuration indicates ABS is attached to the legacy network

pagingCycle PgCycle OPTIONAL,
--------------End of Proposed Text----------------------------------------------------------------------

