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1 Introduction
This document contains example of SARQL [SPARQL] query and usage of RDF [RDF] basic schema [RDFS] .
2 RDF example

This RDF example is created based on the example network in Appendix of 21-06-0674-02-0000-IE_TLV_Representation. The format of the RDF is Notation 3 (N3) [N3].  N3 is a language which is a compact and readable alternative to RDF’s XML syntax. 
     @prefix : <http://www.mih.org/2006/09/rdf-basic-schema#> .

    <http://informationserver/network1>     :cost  [

             :currency "USD";

             :service-info "1";

             :unit "2";

             :value "5" ];

         :network-type "23";

         :operator-identifier  [

             :operator-name "red-mobile";

             :operator-namespace "0" ];

         :poa  [

             :poa-address  [

                 :address "aaaaaaaaaaaa";

                 :address-type "6" ];

             :poa-capabilities "004a";

             :poa-channel-range  [

                 :high-channel-range "470";

                 :low-channel-range "450" ];

             :poa-data-rate "50";

             :poa-location  [

                 :geospatial-location-information  [

                     :altitude "0f00";

                     :altitude-resolution "30";

                     :altitude-type "1";

                     :datum "1";

                     :latitude "04dcc1fc8";

                     :latitude-resolution "21";

                     :longitude "f65ecf031";

                     :longitude-resolution "20" ];

                 :method "0" ];

             :poa-mac-type "CSMA-CA";

             :poa-subnet-information  [

                 :prefix-length "16";

                 :subnet-address  [

                     :address "c0230000";

                     :address-type "1" ] ] ],

                 [

             :poa-address  [

                 :address "bbbbbbbbbbbb";

                 :address-type "6" ];

             :poa-capabilities "004c";

             :poa-channel-range  [

                 :high-channel-range "430";

                 :low-channel-range "410" ];

             :poa-data-rate "50";

             :poa-location  [

                 :geospatial-location-information  [

                     :altitude "0f00";

                     :altitude-resolution "30";

                     :altitude-type "1";

                     :datum "1";

                     :latitude "04dcc1fcf";

                     :latitude-resolution "21";

                     :longitude "f65ecf030";

                     :longitude-resolution "20" ];

                 :method "0" ];

             :poa-mac-type "";

             :poa-subnet-information  [

                 :prefix-length "16";

                 :subnet-address  [

                     :address "c01f0000";

                     :address-type "1" ] ] ];

         :qos "class1/class2/class3";

         :roaming-partner  [

             :operator-name "red-partner1";

             :operator-namespace "0" ],

                 [

             :operator-name "red-partner2";

             :operator-namespace "0" ];

         :security "strong-cipher" .

    <http://informationserver/network2>     :cost  [

             :currency "USD";

             :service-info "1";

             :unit "2";

             :value "3" ];

         :network-type "27";

         :operator-identifier  [

             :operator-name "red-mobile";

             :operator-namespace "0" ];

         :poa  [

             :poa-address  [

                 :address "cccccccccccc";

                 :address-type "6" ];

             :poa-capabilities "00b7";

             :poa-channel-range  [

                 :high-channel-range "470";

                 :low-channel-range "450" ];

             :poa-data-rate "80";

             :poa-location  [

                 :geospatial-location-information  [

                     :altitude "6700";

                     :altitude-resolution "30";

                     :altitude-type "2";

                     :datum "1";

                     :latitude "053c1f751";

                     :latitude-resolution "21";

                     :longitude "f50ba5b97";

                     :longitude-resolution "20" ];

                 :method "0" ];

             :poa-mac-type "802.16";

             :poa-subnet-information  [

                 :prefix-length "16";

                 :subnet-address  [

                     :address "c0c90000";

                     :address-type "1" ] ] ];

         :qos "class1";

         :security "strong-cipher" .

    <http://informationserver/network3>     :cost  [

             :currency "USD";

             :service-info "1";

             :unit "2";

             :value "5" ];

         :network-type "27";

         :operator-identifier  [

             :operator-name "blue-mobile";

             :operator-namespace "0" ];

         :poa  [

             :poa-address  [

                 :address "dddddddddddd";

                 :address-type "6" ];

             :poa-capabilities "00b1";

             :poa-channel-range  [

                 :high-channel-range "470";

                 :low-channel-range "450" ];

             :poa-data-rate "95";

             :poa-location  [

                 :geospatial-location-information  [

                     :altitude "6800";

                     :altitude-resolution "30";

                     :altitude-type "2";

                     :datum "1";

                     :latitude "053c1f751";

                     :latitude-resolution "21";

                     :longitude "f50ba5b97";

                     :longitude-resolution "20" ];

                 :method "0" ];

             :poa-mac-type "802.16";

             :poa-subnet-information  [

                 :prefix-length "48";

                 :subnet-address  [

                     :address "2002522d94d100000000000000000000";

                     :address-type "2" ] ] ];

         :qos "class1/class2";

         :roaming-partner  [

             :operator-name "blue-partner1";

             :operator-namespace "0" ];

         :security "open" .
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Figure 1 - Graphic representation of example network (Network 1)
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Figure 2 - Graphic representation of example network (Network 2 and 3)
3 SPARQL query example
There are 5 example queries which are same queries as Appendix of 21-06-0674-02-0000-IE_TLV_repsesentation.

3.1 Example query 1

IS client is asking for all neighboring network information.

The IS client sends an IS Query Parameters TLV which includes SPARQL query as an Information Request..

The actual SPARQL query is below.
DESCRIBE ?x

WHERE {?x ?y ?z}
IS server sends back an IS Query Response TLV which also includes SPARQL query response as an Information Response.
The SPARQL query response is below. The data format is N3.
@prefix : <http://www.mih.org/2006/09/rdf-basic-schema#> .

    <http://informationserver/network1>     :cost  [

             :currency "USD";

             :service-info "1";

             :unit "2";

             :value "5" ];

         :network-type "23";

         :operator-identifier  [

             :operator-name "red-mobile";

             :operator-namespace "0" ];

         :poa  [

             :poa-address  [

                 :address "aaaaaaaaaaaa";

                 :address-type "6" ];

             :poa-capabilities "004a";

             :poa-channel-range  [

                 :high-channel-range "470";

                 :low-channel-range "450" ];

             :poa-data-rate "50";

             :poa-location  [

                 :geospatial-location-information  [

                     :altitude "0f00";

                     :altitude-resolution "30";

                     :altitude-type "1";

                     :datum "1";

                     :latitude "04dcc1fc8";

                     :latitude-resolution "21";

                     :longitude "f65ecf031";

                     :longitude-resolution "20" ];

                 :method "0" ];

             :poa-mac-type "CSMA-CA";

             :poa-subnet-information  [

                 :prefix-length "16";

                 :subnet-address  [

                     :address "c0230000";

                     :address-type "1" ] ] ],

                 [

             :poa-address  [

                 :address "bbbbbbbbbbbb";

                 :address-type "6" ];

             :poa-capabilities "004c";

             :poa-channel-range  [

                 :high-channel-range "430";

                 :low-channel-range "410" ];

             :poa-data-rate "50";

             :poa-location  [

                 :geospatial-location-information  [

                     :altitude "0f00";

                     :altitude-resolution "30";

                     :altitude-type "1";

                     :datum "1";

                     :latitude "04dcc1fcf";

                     :latitude-resolution "21";

                     :longitude "f65ecf030";

                     :longitude-resolution "20" ];

                 :method "0" ];

             :poa-mac-type "";

             :poa-subnet-information  [

                 :prefix-length "16";

                 :subnet-address  [

                     :address "c01f0000";

                     :address-type "1" ] ] ];

         :qos "class1/class2/class3";

         :roaming-partner  [

             :operator-name "red-partner1";

             :operator-namespace "0" ],

                 [

             :operator-name "red-partner2";

             :operator-namespace "0" ];

         :security "strong-cipher" .

    <http://informationserver/network2>     :cost  [

             :currency "USD";

             :service-info "1";

             :unit "2";

             :value "3" ];

         :network-type "27";

         :operator-identifier  [

             :operator-name "red-mobile";

             :operator-namespace "0" ];

         :poa  [

             :poa-address  [

                 :address "cccccccccccc";

                 :address-type "6" ];

             :poa-capabilities "00b7";

             :poa-channel-range  [

                 :high-channel-range "470";

                 :low-channel-range "450" ];

             :poa-data-rate "80";

             :poa-location  [

                 :geospatial-location-information  [

                     :altitude "6700";

                     :altitude-resolution "30";

                     :altitude-type "2";

                     :datum "1";

                     :latitude "053c1f751";

                     :latitude-resolution "21";

                     :longitude "f50ba5b97";

                     :longitude-resolution "20" ];

                 :method "0" ];

             :poa-mac-type "802.16";

             :poa-subnet-information  [

                 :prefix-length "16";

                 :subnet-address  [

                     :address "c0c90000";

                     :address-type "1" ] ] ];

         :qos "class1";

         :security "strong-cipher" .

    <http://informationserver/network3>     :cost  [

             :currency "USD";

             :service-info "1";

             :unit "2";

             :value "5" ];

         :network-type "27";

         :operator-identifier  [

             :operator-name "blue-mobile";

             :operator-namespace "0" ];

         :poa  [

             :poa-address  [

                 :address "dddddddddddd";

                 :address-type "6" ];

             :poa-capabilities "00b1";

             :poa-channel-range  [

                 :high-channel-range "470";

                 :low-channel-range "450" ];

             :poa-data-rate "95";

             :poa-location  [

                 :geospatial-location-information  [

                     :altitude "6800";

                     :altitude-resolution "30";

                     :altitude-type "2";

                     :datum "1";

                     :latitude "053c1f751";

                     :latitude-resolution "21";

                     :longitude "f50ba5b97";

                     :longitude-resolution "20" ];

                 :method "0" ];

             :poa-mac-type "802.16";

             :poa-subnet-information  [

                 :prefix-length "48";

                 :subnet-address  [

                     :address "2002522d94d100000000000000000000";

                     :address-type "2" ] ] ];

         :qos "class1/class2";

         :roaming-partner  [

             :operator-name "blue-partner1";

             :operator-namespace "0" ];

         :security "open" .
3.2 Example query 2

IS client is asking for only UMTS neighboring network information.

SPARQL query:
PREFIX mihbasic: <http://www.mih.org/2006/09/rdf-basic-schema#>

DESCRIBE ?x

WHERE {?x mihbasic:network-type "23"}
SPARQL query response (N3 format): 
@prefix : <http://www.mih.org/2006/09/rdf-basic-schema#> .

    <http://informationserver/network1>     :cost  [

             :currency "USD";

             :service-info "1";

             :unit "2";

             :value "5" ];

         :network-type "23";

         :operator-identifier  [

             :operator-name "red-mobile";

             :operator-namespace "0" ];

         :poa  [

             :poa-address  [

                 :address "aaaaaaaaaaaa";

                 :address-type "6" ];

             :poa-capabilities "004a";

             :poa-channel-range  [

                 :high-channel-range "470";

                 :low-channel-range "450" ];

             :poa-data-rate "50";

             :poa-location  [

                 :geospatial-location-information  [

                     :altitude "0f00";

                     :altitude-resolution "30";

                     :altitude-type "1";

                     :datum "1";

                     :latitude "04dcc1fc8";

                     :latitude-resolution "21";

                     :longitude "f65ecf031";

                     :longitude-resolution "20" ];

                 :method "0" ];

             :poa-mac-type "CSMA-CA";

             :poa-subnet-information  [

                 :prefix-length "16";

                 :subnet-address  [

                     :address "c0230000";

                     :address-type "1" ] ] ],

                 [

             :poa-address  [

                 :address "bbbbbbbbbbbb";

                 :address-type "6" ];

             :poa-capabilities "004c";

             :poa-channel-range  [

                 :high-channel-range "430";

                 :low-channel-range "410" ];

             :poa-data-rate "50";

             :poa-location  [

                 :geospatial-location-information  [

                     :altitude "0f00";

                     :altitude-resolution "30";

                     :altitude-type "1";

                     :datum "1";

                     :latitude "04dcc1fcf";

                     :latitude-resolution "21";

                     :longitude "f65ecf030";

                     :longitude-resolution "20" ];

                 :method "0" ];

             :poa-mac-type "";

             :poa-subnet-information  [

                 :prefix-length "16";

                 :subnet-address  [

                     :address "c01f0000";

                     :address-type "1" ] ] ];

         :qos "class1/class2/class3";

         :roaming-partner  [

             :operator-name "red-partner1";

             :operator-namespace "0" ],

                 [

             :operator-name "red-partner2";

             :operator-namespace "0" ];

         :security "strong-cipher" .
3.3 Example query 3

IS client is asking for only UMTS neighboring network information and only wanting the return of “General Network” information.

SPARQL query:

PREFIX mihbasic: <http://www.mih.org/2006/09/rdf-basic-schema#>

SELECT ?opid ?partners ?currency ?unit ?value ?servinfo ?security ?qos

WHERE {?x1 mihbasic:network-type "23" .

       ?x1 mihbasic:operator-identifier ?x2 .

       ?x2 mihbasic:operator-name ?opid .

       ?x1 mihbasic:roaming-partner ?x3 .

       ?x3 mihbasic:operator-name ?partners .

       ?x1 mihbasic:cost ?x4 .

       ?x4 mihbasic:currency ?currency .

       ?x4 mihbasic:unit ?unit .

       ?x4 mihbasic:value ?value .

       ?x4 mihbasic:service-info ?servinfo .

       ?x1 mihbasic:security ?security .

       ?x1 mihbasic:qos ?qos }
SPARQL query response (XML format) [RESULT]:
<?xml version="1.0"?>

<sparql

    xmlns:rdf="http://www.w3.org/1999/02/22-rdf-syntax-ns#"

    xmlns:xs="http://www.w3.org/2001/XMLSchema#"

    xmlns="http://www.w3.org/2005/sparql-results#" >

  <head>

    <variable name="opid"/>

    <variable name="partners"/>

    <variable name="currency"/>

    <variable name="unit"/>

    <variable name="value"/>

    <variable name="servinfo"/>

    <variable name="security"/>

    <variable name="qos"/>

  </head>

  <results ordered="false" distinct="false">

    <result>

      <binding name="opid">

        <literal>red-mobile</literal>

      </binding>

      <binding name="partners">

        <literal>red-partner1</literal>

      </binding>

      <binding name="currency">

        <literal>USD</literal>

      </binding>

      <binding name="unit">

        <literal>2</literal>

      </binding>

      <binding name="value">

        <literal>5</literal>

      </binding>

      <binding name="servinfo">

        <literal>1</literal>

      </binding>

      <binding name="security">

        <literal>strong-cipher</literal>

      </binding>

      <binding name="qos">

        <literal>class1/class2/class3</literal>

      </binding>

    </result>

    <result>

      <binding name="opid">

        <literal>red-mobile</literal>

      </binding>

      <binding name="partners">

        <literal>red-partner2</literal>

      </binding>

      <binding name="currency">

        <literal>USD</literal>

      </binding>

      <binding name="unit">

        <literal>2</literal>

      </binding>

      <binding name="value">

        <literal>5</literal>

      </binding>

      <binding name="servinfo">

        <literal>1</literal>

      </binding>

      <binding name="security">

        <literal>strong-cipher</literal>

      </binding>

      <binding name="qos">

        <literal>class1/class2/class3</literal>

      </binding>

    </result>

  </results>

</sparql>
	opid
	partners
	currency
	unit
	value
	servinfo
	security
	qos

	red-mobile
	red-partner1
	USD
	2
	5
	1
	strong-cipher
	class1/class2/class3

	red-mobile
	red-partner2
	USD
	2
	5
	1
	strong-cipher
	class1/class2/class3


3.4 Example query 4

IS client is asking for PoA information owned by operator “blue-mobile”.
SPARQL query:

PREFIX mihbasic: <http://www.mih.org/2006/09/rdf-basic-schema#>

DESCRIBE ?y

WHERE {?x mihbasic:poa ?y .

       ?x mihbasic:operator-identifier ?z .

       ?z mihbasic:operator-name "blue-mobile"}
SPARQL query response (N3 format):
     @prefix : <http://www.mih.org/2006/09/rdf-basic-schema#> .

      [      :poa-address  [

                 :address "dddddddddddd";

                 :address-type "6" ];

             :poa-capabilities "00b1";

             :poa-channel-range  [

                 :high-channel-range "470";

                 :low-channel-range "450" ];

             :poa-data-rate "95";

             :poa-location  [

                 :geospatial-location-information  [

                     :altitude "6800";

                     :altitude-resolution "30";

                     :altitude-type "2";

                     :datum "1";

                     :latitude "053c1f751";

                     :latitude-resolution "21";

                     :longitude "f50ba5b97";

                     :longitude-resolution "20" ];

                 :method "0" ];

             :poa-mac-type "802.16";

             :poa-subnet-information  [

                 :prefix-length "48";

                 :subnet-address  [

                     :address "2002522d94d100000000000000000000";

                     :address-type "2" ] ] ].
3.5 Example query 5

IS client is asking for only subnet information of PoAs of operator “red-mobile”.

SPARQL query:

PREFIX mihbasic: <http://www.mih.org/2006/09/rdf-basic-schema#>

SELECT ?prefix_length ?type ?address

WHERE {?x1 mihbasic:operator-identifier ?x2 .

       ?x2 mihbasic:operator-name "red-mobile" .

       ?x1 mihbasic:poa ?x3 .

       ?x3 mihbasic:poa-subnet-information ?x4 .

       ?x4 mihbasic:prefix-length ?prefix_length .

       ?x4 mihbasic:subnet-address ?x5 .

       ?x5 mihbasic:address-type ?type .

       ?x5 mihbasic:address ?address }
SPARQL query response (XML format):
<?xml version="1.0"?>

<sparql

    xmlns:rdf="http://www.w3.org/1999/02/22-rdf-syntax-ns#"

    xmlns:xs="http://www.w3.org/2001/XMLSchema#"

    xmlns="http://www.w3.org/2005/sparql-results#" >

  <head>

    <variable name="prefix_length"/>

    <variable name="type"/>

    <variable name="address"/>

  </head>

  <results ordered="false" distinct="false">

    <result>

      <binding name="prefix_length">

        <literal>16</literal>

      </binding>

      <binding name="type">

        <literal>1</literal>

      </binding>

      <binding name="address">

        <literal>c0c90000</literal>

      </binding>

    </result>

    <result>

      <binding name="prefix_length">

        <literal>16</literal>

      </binding>

      <binding name="type">

        <literal>1</literal>

      </binding>

      <binding name="address">

        <literal>c01f0000</literal>

      </binding>

    </result>

    <result>

      <binding name="prefix_length">

        <literal>16</literal>

      </binding>

      <binding name="type">

        <literal>1</literal>

      </binding>

      <binding name="address">

        <literal>c0230000</literal>

      </binding>

    </result>

  </results>

</sparql>
	prefix_length
	type
	address

	16
	16
	16

	1
	1
	1

	c0c90000
	c01f0000
	c0230000


3.6 Example query 6

IS client is asking for PoAs, excluding those with DATA_RATE larger or equial 75.

SPARQL query:

PREFIX mihbasic: <http://www.mih.org/2006/09/rdf-basic-schema#>

PREFIX xsd: <http://www.w3.org/2001/XMLSchema#>

DESCRIBE ?y

WHERE {?x mihbasic:poa ?y .

                  ?y mihbasic:poa-data-rate ?z .

                  FILTER ( xsd:unsignedInt(?z) >= 75 ) }
SPARQL query response (N3 format):
     @prefix : <http://www.mih.org/2006/09/rdf-basic-schema#> .

      [      :poa-address  [

                 :address "cccccccccccc";

                 :address-type "6" ];

             :poa-capabilities "00b7";

             :poa-channel-range  [

                 :high-channel-range "470";

                 :low-channel-range "450" ];

             :poa-data-rate "80";

             :poa-location  [

                 :geospatial-location-information  [

                     :altitude "6700";

                     :altitude-resolution "30";

                     :altitude-type "2";

                     :datum "1";

                     :latitude "053c1f751";

                     :latitude-resolution "21";

                     :longitude "f50ba5b97";

                     :longitude-resolution "20" ];

                 :method "0" ];

             :poa-mac-type "802.16";

             :poa-subnet-information  [

                 :prefix-length "16";

                 :subnet-address  [

                     :address "c0c90000";

                     :address-type "1" ] ] ].

      [      :poa-address  [

                 :address "dddddddddddd";

                 :address-type "6" ];

             :poa-capabilities "00b1";

             :poa-channel-range  [

                 :high-channel-range "470";

                 :low-channel-range "450" ];

             :poa-data-rate "95";

             :poa-location  [

                 :geospatial-location-information  [

                     :altitude "6800";

                     :altitude-resolution "30";

                     :altitude-type "2";

                     :datum "1";

                     :latitude "053c1f751";

                     :latitude-resolution "21";

                     :longitude "f50ba5b97";

                     :longitude-resolution "20" ];

                 :method "0" ];

             :poa-mac-type "802.16";

             :poa-subnet-information  [

                 :prefix-length "48";

                 :subnet-address  [

                     :address "2002522d94d100000000000000000000";

                     :address-type "2" ] ] ].
3.7 Comparison table
The table below shows suppurted query type which is used in 6 examples for each method (SPARQL query, TLV query type in contribution 21-06-0674-02-0000-IE_TLV_representation, and TLV query type in IEEE P802.21/D01.09)
	
	SPARQL
	0674
	D01.09

	Query1
	O
	O
	O

	Query2
	O
	O
	X

	Query3
	O
	O
	X

	Query4
	O
	O
	X

	Query5
	O
	O
	X

	Query6
	O
	O
	X


4 References
4.1 [SPARQL] 

SPARQL Query Language for RDF,  E. Prud'hommeaux,  A. Seaborne, Editors.  World Wide Web Consortium.  http://www.w3.org/TR/rdf-sparql-query/
4.2 [RDF]

RDF/XML Syntax Specification, Dave Beckett, Editor, W3C Recommendation. http://www.w3.org/TR/rdf-syntax-grammar/
4.3 [RDFS]

RDF Vocabulary Description Language 1.0:RDF Schema, Dan Brickley, R.V. Guha, Editors. W3C Recommendation.  http://www.w3.org/TR/rdf-schema/
4.4 [N3]

Notation 3.  http://www.w3.org/DesignIssues/Notation3
4.5 [RESULT]
SPARQL Query Results XML Format, D. Beckett, Editor, W3C Working Draft. http://www.w3.org/TR/rdf-sparql-XMLres/
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Network1

23

network-type



operator-identifier

red-mobile

operator-name

0

operator-namespace



roaming-partner

red-partner1

0



red-partner2

0

cost

security

strong-cipher

class1/class2/class3

qos

poa





poa-address

6

address-type

aaaaaaaaaaaa

address

poa-location





geospatial-location-information

04dcc1fc8

21

latitude-resolution

latitude

20

f65ecf031

longitude-resolution

longitude

1

altitude-type

1

datum

30

altitude-resolution

0f00

altitude

0

method

50

poa-data-rate

CSMA-CA

poa-mac-type



poa-channel-range

450

470

low-channel-range

high-channel-range



poa-subnet-information

16

prefix-length



subnet-address

1

address-type

c0230000

address

004c

poa-capabilities





poa-address

6

address-type

bbbbbbbbbbbb

address

poa-location





geospatial-location-information

04dcc1fcf

21

latitude-resolution

latitude

20

f65ecf030

longitude-resolution

longitude

1

altitude-type

1

datum

30

altitude-resolution

0f00

altitude

0

method

50

poa-data-rate



poa-channel-range

410

430

low-channel-range

high-channel-range



poa-subnet-information

16

prefix-length



subnet-address

1

address-type

c01f0000

address

004c

poa-capabilities

poa



USD

2

5

1

currency

unit

value

service-info
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Network2

27

network-type



operator-identifier

red-mobile

operator-name

0

operator-namespace

security

strong-cipher

class1

qos

poa





poa-address

6

address-type

cccccccccccc

address

poa-location





geospatial-location-information

053c1f751

21

latitude-resolution

latitude

20

f50ba5b97

longitude-resolution

longitude

2

altitude-type

1

datum

altitude-resolution

altitude

0

method

80

poa-data-rate

802.16

poa-mac-type



poa-channel-range

450

470

low-channel-range

high-channel-range



poa-subnet-information

16

prefix-length



subnet-address

1

address-type

c0c90000

address

00b7

poa-capabilities

Network3

27

network-type



operator-identifier

blue-mobile

operator-name

0

operator-namespace



roaming-partner

blue-partner1

0

security

open

class1/class2

qos

poa





poa-address

6

address-type

dddddddddddd

address

poa-location





geospatial-location-information

053c1f751

21

latitude-resolution

latitude

20

f50ba5b97

longitude

2

altitude-type

1

datum

30

6800

altitude

0

method

95

poa-data-rate

802.16

poa-mac-type



poa-channel-range

450

470

low-channel-range

high-channel-range



poa-subnet-information

48

prefix-length



subnet-address

2

address-type

2002522d94d100000000000000000000

address

00b1

poa-capabilities

longitude-resolution

altitude-resolution

cost



USD

2

3

1

currency

unit

value

service-info

cost



USD

2

3

1

currency

unit

value

service-info








