LB #1c Comment Assignments

	No
	Comment No
	Comment
	Assigned To
	Status
	Notes

	                               Assigned in IEEE March 2007 Orlando Plenary


	1
	4105
	Vendor ID definition for TLVs and IEs
	Kenichi
	open
	Compare to old issue from London

	2
	
	Mesh topology
	
	closed
	Mesh is out of scope

	3
	
	Dynamic info in IS
	Jin Lee
	open
	

	4
	4148,179, 235, 271
	Clean up Link Parameters list
	Nada, Xiaobing
	open
	see contribution 7-105

	5
	181, 184, 187,189,193,195,
	Add MIH function discovery and fix text for capability discovery
	Subir, Juan Carlos
	open
	See contributions 55, 60, 61 to be harmonized


	6
	208
	Re-registration and validity time
	Srini, Xiaboing
	open
	Validity time is meant to facilitate a keep alive implemented using re-registration? If so Validity Time is keep alive time not lifetime. Validity time is absolute time or relative to something? Is 0 infinity?

	7
	Related to 224,225,
	Remote event subscription / unsubscription does not get reported to a remote MIH USER. Remote events are generated by remote MIHF, so no remote MIH User knows about those events being sent
	Michael, Subir
	open
	

	8
	292
	Add list of networks *not* to go to
	Michael
	open
	Modify contribution 56

	9
	369,370,371
	NMS type fields in primitives need to be added to new primitive table
	Michael
	open
	

	10 
	374,377
	Must have MIB for managing MIHF, settings to throttle DoS attacks
	Michael
	open
	DoS attack is main issue, need MIB as well for other things

	11
	409
	Change Link ID to connection ID
	Michael, Alice
	open
	

	12
	481
	MAC address format in TLV clarify AVP vs. native
	Yoshi, Michael
	open
	

	13
	448
	Providing link ID in messages
	Yang-peng,Jung Hoon, Subir, Xiaobing
	open
	21-07-0xxx-00-0000-Multiple_PoAs_Under_Same_PoS for the detail.

	14
	
	
	
	open
	

	15
	
	
	
	open
	

	16
	
	
	
	
	

	17
	
	
	
	
	

	18
	
	
	
	
	

	19
	
	
	
	
	

	20
	
	
	
	
	

	21
	
	
	
	
	

	
	
	
	
	
	


LB #1b Comment Assignments

	No
	Comment No
	Comment
	Assigned To
	Status
	Notes

	                               Assigned in IEEE Jan 2007 London Interim


	1
	3098
	Include a new section 6.4.5 titled IE Extensibility and discuss how all IE extensibility issues would be handled.
	Michael, Vivek
	Resolved in ad hoc. Used new attribute in schema to map to binary encoded IEs
	

	2
	3278
	Rename SuggestedNewLinkList with SuggestedNewNetworkList. Also have an item SuggestedNewLinkList be a list of the following set {SuggestedNewLinkList and SuggestedNewPoAList}.
	Nada
	open
	

	3
	3099
	Add how to assign the IEs for each range.
	Kenichi
	Resolved in ad hoc
	

	4
	3105
	Operator namespace value
	Yoshi
	open
	

	5
	3115
	Need more definition/details on TYPE_IE_NETWORK_STANDARDS, TYPE_IE_NETWORK_SECURITY, TYPE_IE_QOS and TYPE_IE_POA_CAPABILITIES
	Vivek
	open
	

	6
	3116
	Add more details and clarification to the roaming partners IE definition and usage.
	Qiaobing
	open
	

	7
	3156
	How do the MIH services determine what the state of the relationship between user and access network is?
	Angelo
	open
	

	8
	3339
	Rewrite protocol operation to clarify, including proper usage in the case of  reliable vs unreliable transport.
	Alice
	open
	

	9
	344,345,346
	MIHF ID text needs re-written
	Qiabing, Subir, Michael
	open
	

	10 
	347, 348, 349, 350, 390, 4092,4389
	Clean up session and subscription id, create command service “session”
	Srini, Subir, Michael
	open
	

	11
	351
	Clean up transaction ID
	Subir, Qiaobing, Michael
	open
	

	12
	364
	Clean up usage of TLV term to use “encodings”, including fixing of query language from TLV method to Binary query method or something. Also define or rename the TLV’s needed to represent new IDs
	Michael, Qiaobing
	open
	

	13
	3219, 3224, 3366, 3380
	Commands are all mandatory vs commands are optional
	Qiaobing, Ajay
	open
	

	14
	3369
	MIH Address information must reflect that the PoA might be L3 capable and it might not. The address information should indicate the network’s IP configuration system, not the one used by the PoA to get it’s own L3 address on it’s infrastructure side.
	Ajay, 
	open
	02 113

	15
	3001
	Clean up MN HO commands
	Guo, Srini
	open
	

	16
	3041
	Can MIH User send events to MIHF. Also, discussion of if MIHF can generate MIH events from stimuli other than link events.
	Albert, 
	
	

	17
	3156
	MIIS know state of MN
	Anthony, Srini
	
	

	18
	3296, 3298
	HandoverStatus, 
	Nada
	
	Change PoA to PoS and also the Descripton for this in the table

	19
	3308
	MIH Network Address
	Ronny, Srini
	
	

	20
	3331
	
	Ajay, Michael
	
	

	21
	
	
	
	
	

	
	
	
	
	
	


