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Network architecture growth path using PSM4



• Network architectures 
• Link distances, fiber types and modules
• 10‐40‐100‐400G progression over common fiber plant 
with constant oversubscription

• Summary and pictures
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TIA-942 network design guide
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Network design today



Data center design showing connection points
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Server port speed forecast
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• 10G Servers 

10G Scenario
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10G Ethernet solution

8 fiber MPO (1 of 3 connections
to 24 fiber ribbon trunk cable)



• 10G Servers with 10G uplinks requires:
− 80‐160G total uplink BW required for OS of 3‐6.

o 24 fiber ribbon gives 120G of BW (OS of 4)
o ** THIS WORKS 

10G Scenario (2012‐2014)
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40G Scenario

11/6/2012
Page 13

chalupsky_hse_01_0912



100G Ethernet PSM4 solution 

8 fiber MPO (1 of 3 connections
to 24 fiber
ribbon trunk cable)



• 75% 10G, 25% 40G Servers with 100G uplinks requires:
− 140‐280G total uplink BW FOR OS OF 3‐6.

o 24 fiber ribbon using PSM4 gives 300G of BW (OS of 2.8)
o ** THIS WORKS 
o 24 fiber ribbon using  single lane PAM or LR4 gives 1200G of BW (OS of .7)
o **Probably overkill

• 75% 10G, 25% 40G Servers with 400G uplinks requires:
o 24 fiber ribbon using 4 lane PAM for 400G gives 1200G of BW
o **ALSO WORKS but probably overkill

10/40G Scenario (2015‐2018)
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• 100% 40G Servers with 100G uplinks requires:
− 320‐640G total uplink BW FOR OS OF 3‐6.

o 24 fiber ribbon using PSM4 gives 300G of BW (OS of 6.4)
o ** THIS WORKS marginally  
o 24 fiber ribbon using  single lane PAM or LR4 gives 1200G of BW (OS of 1.6)
o **THIS WORKS

• 100% 40G Servers with 400G uplinks requires:
o 24 fiber ribbon using 4 lane PAM for 400G gives 1200G of BW
o **ALSO WORKS

40G Scenario (2019‐2022)
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100G servers (2021‐202?)
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100G Ethernet PAM and 400G PSM4 solution 

8 fiber MPO (1 of 3 connections
to 24 fiber
ribbon trunk cable)

8 fiber MPO (1 of 3 connections
to 24 fiber ribbon trunk cable)

400G (4x100G PAM) module

100G (1x100G PAM) 
module



• 100G Servers with 100G uplinks requires:
− 800‐1600G total uplink BW FOR OS OF 3‐6.

o 24 fiber ribbon using single lane PAM or LR4 gives 1200G of BW (OS of 4)
o ** THIS WORKS

• 100G Servers with 400G uplinks requires:
o 24 fiber ribbon using 4 lane PAM for 400G gives 1200G of BW
o **ALSO WORKS

100G Scenario (2019‐2022)
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• PSM4 provides a cost effective 100G solution for the 
next 8 yrs.

Summary
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