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This Annex describes a procedure for measuring ANEXT loss and AFEXT loss
between pairs of adjacent link segments consisting of cables and in-line connectors. 
The procedure is required to assess the alien crosstalk performance of 
the link segments as specified in 98.4.4.3 Coupling parameters between type 
A link segments and 98.4.4.4 Coupling parameters between type B link segments.
This procedure is intended for use in the laboratory, to evaluate that the link segments 
complies with the PSANEXT loss and PSAACRF requirements, when properly installed. 

Alien crosstalk test configurations

Annex: Alien Crosstalk Test Procedure
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Alien crosstalk coupled between type A link segments 
The limits for PSANEXT and PSAACRF are based on the alien crosstalk test 
configuration in figures (TBD).  The automotive link segment test configurations are 
derived from two automotive industry use cases representative of common scenarios. 
Measurements to be performed at 23 deg +/-5 deg C (TBD) relative humidity 
25%-75% (TBD).

The use case 1 alien crosstalk test configuration consists of three link segments of 
5 meter length and two inline connectors, equally spaced at 1.66 meter distance. 
The power sum ANEXT loss between a disturbed type A link segment and the 
disturbing type A link segments shall meet the values determined using 
Equation (98–7). 

Alien crosstalk test configurations

Single port 
test fixtures

Single port 
test fixtures

Figure to be redrawn in frame format.



4

802.3bp – AXT Annex

Alien crosstalk coupled between type A link segments 

Alien crosstalk test configurations

Figure to be redrawn in frame format.
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Alien crosstalk coupled between type A link segments 

The use case 2 alien crosstalk test configuration consists of xxx link segments of 
x meter length and x inline connectors, spaced at xx meter distance. 
The power sum ANEXT loss between a disturbed type A link segment and the 
disturbing type A link segments shall meet the values determined using 
Equation (98–7). 

Note: Editor to receive illustration as in use case 1. 
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moffitt_3bp_01_0713.pdf

Source: RTPGE Alien XTALK Scenarios matheus_3bp_02_0113

Figure to be redrawn in frame format.
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Alien crosstalk test configuration (TBD)

Editor to be provided figure updated with
Alien crosstalk test example 

Alien crosstalk
test configuration illustration (TBD)

Add text that alien crosstalk test setup is equivalent to balance ANNEX
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Alien crosstalk test configurations

Cable bundling 


