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Let’s Learn from History

* Ethernet pre-existed PoE

* Billions of devices already deployed at the start of 802.3af
 Some would be damaged by application of voltage

* Required complex detection scheme

* Bus powering is inherently incompatible with detection



How to Solve

* Require all 10SPE PHYs to tolerate the highest possible operating
voltage for any of the powering schemes

* This is accomplished via two smalls caps
* This applies to long and short reach PHYs (ALL)

* This adds no or no significant cost
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Compatibility with power for 10SPE v100

146.8.4 MDI fault tolerance

For-industriat-apptteationst The wire pair of the MDI shall, under all operating conditions, withstand without damage
the application of short circuits of any wire to the other wire of the same pair or ground potential or positive voltages of
up to 60 V de with-the-souree-enrrenttimited-to+260-m#, as per Table 146-8, for an indefinite period of time. Normal
operation shall resume after the short circuit(s) is/are removed.

The wire pair of the MDI shall also withstand without damage high-voltage transient noises and ESD per application
requirements. The following table gives an overview about possible connection faults for the wire pair (BI_DA+ and
BI_DA-):

Replace in Table 146-8 “50V/60V dc” by “0V to 60V”

Make new subclause 147.6a as follows:

147.6a MDI specification

157.6a.1 MDI fault tolerance

The wire pair of the MDI shall, under all operating conditions, withstand without damage the application of short circuits
of any wire to the other wire of the same pair or ground potential or positive voltages of up to 60 V, as per Table 147-3,
for an indefinite period of time. Normal operation shall resume after the short circuit(s) is/are removed.

Copy Table 146-8 to here, as Table 147-3.

Info (not part of baseline)

Should this whole subclause 147.6 and 146.8 really be duplicated, rather than have one shared version for
10BASE-T1S and 10BASE-T1L?
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