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Two Modelsfor | EEE 802.3ah EPONS

e Baseline and presentationsto date blithely connect a
“router” toa“nativeport”. Thisignoresthefact that
thereisno standard specifying how a router connects
either to end stations, bridges, or other routers, over a
P2M P medium. What do we do?

— Ignorethe problem, and leave it to 802.1 and/or other standards
bodiesto deal with P2M P native mode?

— Define a mechanism which 802.1 can useto define an emulation
standard that makesthe P2M P medium both 1) very closeto
“native’” P2MP in efficiency, and 2) compatible with existing
standards which utilize 802.3 media?
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What arethe Emulation | ssues?

 Dowe provide ameansto provision a separation of the
EPON into multiple broadcast domains, using methods
invisibleto the user of the standard 802.3 MAC
service? (Hint: Existing standards above MAC layer
cannot do this.)

 Doweprovidemultiple“Logical OLT MACS’ in order
to offer a standard 802.3 MAC service, which does not
includeany “Logical ONU ID” parameter.

 |f weprovide Logical OLT MACSs, exactly what
connectivity to Logical ONUsdo they provide, in order
to satisfy the needs of an emulation layer? (Hint: n p2p
+ one“all ONUSs’ isnot sufficient!)
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Only

e after answering the above questions can we decideon a
physical tagging mechanism.
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